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Environmental Protection Agency § 1045.112 

(incorporated by reference in § 1045.810) 
or ask us to approve using updated 
versions of (or variations from) this 
standard. 

§ 1045.112 What are the standards for 
evaporative emissions? 

Fuel systems must meet the evapo-
rative emission requirements of 40 CFR 
part 1060 as specified in this section. 
These standards apply over a useful life 
period of five years for personal 
watercraft and ten years for all other 
vessels and for portable marine fuel 
tanks. 

(a) Fuel line permeation. Nonmetal 
fuel lines must meet the permeation 
requirements specified in 40 CFR 
1060.102 for EPA NRFL fuel lines as de-
scribed in this paragraph (a). 

(1) Except as specified in paragraphs 
(a)(2) and (3) of this section, the emis-
sion standard for fuel lines starts for 
vessels or portable marine fuel tanks 
with a date of manufacture on or after 
January 1, 2009. 

(2) The emission standard for primer 
bulbs applies starting January 1, 2011. 

(3) The emission standard for under- 
cowl fuel lines used with outboard en-
gines apply over a phase-in period as 
specified in this paragraph (a)(3). 

(i) Except as specified in paragraph 
(a)(3)(ii) of this section, the phase-in 
period is based on total length of fuel 
lines as specified in Table 1 to this sec-
tion. For example, at least 30 percent 
of the length of under-cowl fuel lines 
used on your full lineup of 2010 model 
year outboard engines must meet the 
specified permeation standards. See 
§ 1045.145(k) for administrative require-
ments related to this phase-in. 

TABLE 1 TO § 1045.112—PHASE-IN SCHEDULE 
FOR UNDER-COWL FUEL LINES ON OUTBOARD 
ENGINES 

Model year Percentage 
phase-in 

2010 ................................................................... 30 
2011 ................................................................... 60 
2012–2014 ......................................................... 90 
2015+ ................................................................. 100 

(ii) You may instead meet the perme-
ation standards of this paragraph (a) 
by complying with the specified stand-
ards with 100 percent of your under- 
cowl fuel lines across your full lineup 

of 2011 model year outboard engines. In 
this case, the requirements of this part 
would not apply to under-cowl fuel 
lines before the 2011 model year. To use 
this option, you must notify the Des-
ignated Compliance Officer before De-
cember 31, 2009 of your intent to meet 
permeation standards on all your 
under-cowl fuel lines in the 2011 model 
year. 

(b) Tank permeation. Fuel tanks must 
meet the permeation requirements 
specified in 40 CFR 1060.103. Portable 
marine fuel tanks must meet perme-
ation standards starting January 1, 
2011. Fuel tanks for personal watercraft 
must meet permeation standards start-
ing in the 2011 model year. Other in-
stalled fuel tanks must meet perme-
ation standards starting in the 2012 
model year. Vessel manufacturers may 
generate or use emission credits to 
show compliance with the require-
ments of this paragraph under the 
averaging, banking, and trading (ABT) 
program, as described in subpart H of 
this part. Starting in the 2014 model 
year for personal watercraft and in the 
2015 model year for other installed fuel 
tanks, family emission limits may not 
exceed 5.0 g/m2/day if testing occurs at 
a nominal temperature of 28 °C, or 8.3 
g/m2/day if testing occurs at a nominal 
temperature of 40 °C. These FEL caps 
do not apply to fuel caps that are cer-
tified separately to meet permeation 
standards. Portable marine fuel tank 
manufacturers may not generate or use 
emission credits under subpart H of 
this part. 

(c) Running loss. The running loss re-
quirements specified in 40 CFR part 
1060 do not apply. 

(d) Diurnal emissions. Installed fuel 
tanks must meet the diurnal emission 
requirements specified in 40 CFR 
1060.105. Fuel tanks for personal 
watercraft must meet diurnal emission 
standards starting in the 2010 model 
year. Other installed fuel tanks must 
meet diurnal emission standards for 
vessels produced on or after July 31, 
2011, except as allowed by § 1045.625. 
Fuel tanks meeting the definition of 
portable marine fuel tank in § 1045.801 
must comply with the diurnal require-
ments specified in 40 CFR part 1060 
starting January 1, 2010. 
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(e) Other requirements. The require-
ments of 40 CFR 1060.101(e) and (f) 
apply to vessel manufacturers even if 
they do not obtain a certificate. 

(f) Engine manufacturers. To the ex-
tent that engine manufacturers 
produce engines with fuel lines or fuel 
tanks, those fuel-system components 
must meet the requirements specified 
in this section. The timing of new 
standards is based on the date of manu-
facture of the engine. 

§ 1045.115 What other requirements 
apply? 

The following requirements apply 
with respect to engines that are re-
quired to meet the emission standards 
of this part: 

(a) Crankcase emissions. Crankcase 
emissions may not be discharged di-
rectly into the ambient atmosphere 
from any engine throughout its useful 
life. 

(b) Torque broadcasting. Starting in 
the 2013 model year, electronically con-
trolled engines must broadcast their 
speed and output shaft torque (in new-
ton-meters). Engines may alter-
natively broadcast a surrogate value 
for determining torque. Engines must 
broadcast engine parameters such that 
they can be read with a remote device, 
or broadcast them directly to their 
controller area networks. Your broad-
casting protocol must allow for valid 
measurements using the field-testing 
procedures in 40 CFR part 1065, subpart 
J. 

(c) EPA access to broadcast informa-
tion. If we request it, you must provide 
us any hardware or tools we would need 
to readily read, interpret, and record 
all information broadcast by an en-
gine’s on-board computers and elec-
tronic control modules. If you broad-
cast a surrogate parameter for torque 
values, you must provide us what we 
need to convert these into torque 
units. We will not ask for hardware or 
tools if they are readily available com-
mercially. 

(d) Altitude adjustments. Engines must 
meet applicable emission standards for 
valid tests conducted under the ambi-
ent conditions specified in 40 CFR 
1065.520. Engines must meet applicable 
emission standards at all specified at-
mospheric pressures, except that for 

atmospheric pressures below 94.0 kPa 
you may rely on an altitude kit for all 
testing if you meet the requirements 
specified in § 1054.205(s). If your rely on 
an altitude kit for certification, you 
must identify in the owners manual 
the altitude range for which you expect 
proper engine performance and emis-
sion control with and without the alti-
tude kit; you must also state in the 
owners manual that operating the en-
gine with the wrong engine configura-
tion at a given altitude may increase 
its emissions and decrease fuel effi-
ciency and performance. 

(e) Adjustable parameters. Engines 
that have adjustable parameters must 
meet all the requirements of this part 
for any adjustment in the physically 
adjustable range. An operating param-
eter is not considered adjustable if you 
permanently seal it or if it is not nor-
mally accessible using ordinary tools. 
We may require that you set adjustable 
parameters to any specification within 
the adjustable range during any test-
ing, including certification testing, 
production-line testing, or in-use test-
ing. 

(f) Prohibited controls. You may not 
design your engines with emission-con-
trol devices, systems, or elements of 
design that cause or contribute to an 
unreasonable risk to public health, 
welfare, or safety while operating. For 
example, this would apply if the engine 
emits a noxious or toxic substance it 
would otherwise not emit that contrib-
utes to such an unreasonable risk. 

(g) Defeat devices. You may not equip 
your engines with a defeat device. A 
defeat device is an auxiliary emission 
control device that reduces the effec-
tiveness of emission controls under 
conditions that the engine may reason-
ably be expected to encounter during 
normal operation and use. This does 
not apply for altitude kits installed or 
removed consistent with § 1045.655. This 
also does not apply to auxiliary emis-
sion control devices you identify in 
your application for certification if 
any of the following is true: 

(1) The conditions of concern were 
substantially included in the applica-
ble duty-cycle test procedures de-
scribed in subpart F of this part. 

(2) You show your design is necessary 
to prevent engine (or vessel) damage or 

VerDate Mar<15>2010 11:41 Sep 03, 2010 Jkt 220174 PO 00000 Frm 00282 Fmt 8010 Sfmt 8010 Y:\SGML\220174.XXX 220174er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T10:24:38-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




