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(i) For continuous sampling, record 
the mean HC concentration as overflow 
zero air flows. 

(ii) For batch sampling, fill the sam-
ple medium and record its mean con-
centration. 

(6) Record this value as the initial HC 
concentration, xTHCinit, and use it to cor-
rect measured values as described in 
§ 1065.660. 

(7) If the initial HC concentration ex-
ceeds the greater of the following val-
ues, determine the source of the con-
tamination and take corrective action, 
such as purging the system or replac-
ing contaminated portions: 

(i) 2% of the flow-weighted mean con-
centration expected at the standard or 
measured during testing. 

(ii) 2 μmol/mol. 
(8) If corrective action does not re-

solve the deficiency, you may use a 
contaminated HC system if it does not 
prevent you from demonstrating com-
pliance with the applicable emission 
standards. 

[70 FR 40516, July 13, 2005, as amended at 73 
FR 37345, June 30, 2008; 73 FR 59342, Oct. 8, 
2008] 

§ 1065.930 Engine starting, restarting, 
and shutdown. 

Unless the standard-setting part 
specifies otherwise, start, restart, and 
shut down the test engine for field test-
ing as follows: 

(a) Start or restart the engine as de-
scribed in the owners manual. 

(b) If the engine does not start after 
15 seconds of cranking, stop cranking 
and determine the reason it failed to 
start. However, you may crank the en-
gine longer than 15 seconds, as long as 
the owners manual or the service-re-
pair manual describes the longer 
cranking time as normal. 

(c) Respond to engine stalling with 
the following steps: 

(1) If the engine stalls during a re-
quired warm-up before emission sam-
pling begins, restart the engine and 
continue warm-up. 

(2) If the engine stalls at any other 
time after emission sampling begins, 
restart the engine and continue test-
ing. 

(d) Shut down and restart the engine 
according to the manufacturer’s speci-
fications, as needed during normal op-

eration in-use, but continue emission 
sampling until the field test is com-
plete. 

§ 1065.935 Emission test sequence for 
field testing. 

(a) Time the start of field testing as 
follows: 

(1) If the standard-setting part re-
quires only hot-stabilized emission 
measurements, operate the engine in- 
use until the engine coolant, block, or 
head absolute temperature is within 
±10% of its mean value for the previous 
2 min or until an engine thermostat 
controls engine temperature with cool-
ant or air flow. 

(2) If the standard-setting part re-
quires hot-start emission measure-
ments, shut down the engine after at 
least 2 min at the temperature toler-
ance specified in paragraph (a)(1) of 
this section. Start the field test within 
20 min of engine shutdown. 

(3) If the standard-setting part re-
quires cold-start emission measure-
ments, proceed to the steps specified in 
paragraph (b) of this section. 

(b) Take the following steps before 
emission sampling begins: 

(1) For batch sampling, connect clean 
storage media, such as evacuated bags 
or tare-weighed PM sample media. 

(2) Operate the PEMS according to 
the instrument manufacturer’s instruc-
tions and using good engineering judg-
ment. 

(3) Operate PEMS heaters, dilution 
systems, sample pumps, cooling fans, 
and the data-collection system. 

(4) Pre-heat or pre-cool PEMS heat 
exchangers in the sampling system to 
within their tolerances for operating 
temperatures. 

(5) Allow all other PEMS components 
such as sample lines, filters, and pumps 
to stabilize at operating temperature. 

(6) Verify that no significant vacu-
um-side leak exists in the PEMS, as de-
scribed in § 1065.345. 

(7) Adjust PEMS flow rates to desired 
levels, using bypass flow if applicable. 

(8) Zero and span all PEMS gas ana-
lyzers using NIST-traceable gases that 
meet the specifications of § 1065.750. 

(c) Start testing as follows: 
(1) Before the start of the first test 

interval, zero or re-zero any PEMS 
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