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40 CFR Ch. I (7–1–10 Edition) § 60.1190 

§ 60.1190 After the required date for 
operator certification, who may op-
erate the municipal waste combus-
tion unit? 

After the required date for full or 
provisional certifications, you must 
not operate your municipal waste com-
bustion unit unless one of four employ-
ees is on duty: 

(a) A fully certified chief facility op-
erator. 

(b) A provisionally certified chief fa-
cility operator who is scheduled to 
take the full certification exam. 

(c) A fully certified shift supervisor. 
(d) A provisionally certified shift su-

pervisor who is scheduled to take the 
full certification exam. 

§ 60.1195 What if all the certified oper-
ators must be temporarily offsite? 

If the certified chief facility operator 
and certified shift supervisor both are 
unavailable, a provisionally certified 
control room operator at the municipal 
waste combustion unit may fulfill the 
certified operator requirement. De-
pending on the length of time that a 
certified chief facility operator and 
certified shift supervisor are away, you 
must meet one of three criteria: 

(a) When the certified chief facility 
operator and certified shift supervisor 
are both offsite for 12 hours or less, and 
no other certified operator is onsite, 
the provisionally certified control 
room operator may perform those du-
ties without notice to, or approval by, 
the Administrator. 

(b) When the certified chief facility 
operator and certified shift supervisor 
are offsite for more than 12 hours, but 
for 2 weeks or less, and no other cer-
tified operator is onsite, the provision-
ally certified control room operator 
may perform those duties without no-
tice to, or approval by, the Adminis-
trator. However, you must record the 
period when the certified chief facility 
operator and certified shift supervisor 
are offsite and include that informa-
tion in the annual report as specified 
under § 60.1410(l). 

(c) When the certified chief facility 
operator and certified shift supervisor 
are offsite for more than 2 weeks, and 
no other certified operator is onsite, 
the provisionally certified control 
room operator may perform those du-

ties without notice to, or approval by, 
the Administrator. However, you must 
take two actions: 

(1) Notify the Administrator in writ-
ing. In the notice, state what caused 
the absence and what you are doing to 
ensure that a certified chief facility op-
erator or certified shift supervisor is 
onsite. 

(2) Submit a status report and correc-
tive action summary to the Adminis-
trator every 4 weeks following the ini-
tial notification. If the Administrator 
notifies you that your status report or 
corrective action summary is dis-
approved, the municipal waste combus-
tion unit may continue operation for 90 
days, but then must cease operation. If 
corrective actions are taken in the 90- 
day period such that the Administrator 
withdraws the disapproval, municipal 
waste combustion unit operation may 
continue. 

GOOD COMBUSTION PRACTICES: 
OPERATING REQUIREMENTS 

§ 60.1200 What are the operating prac-
tice requirements for my municipal 
waste combustion unit? 

(a) You must not operate your mu-
nicipal waste combustion unit at loads 
greater than 110 percent of the max-
imum demonstrated load of the munic-
ipal waste combustion unit (4-hour 
block average), as specified under 
‘‘Definitions’’ (§ 60.1465). 

(b) You must not operate your mu-
nicipal waste combustion unit so that 
the temperature at the inlet of the par-
ticulate matter control device exceeds 
17°C above the maximum demonstrated 
temperature of the particulate matter 
control device (4-hour block average), 
as specified under ‘‘Definitions’’ 
(§ 60.1465). 

(c) If your municipal waste combus-
tion unit uses activated carbon to con-
trol dioxins/furans or mercury emis-
sions, you must maintain an 8-hour 
block average carbon feed rate at or 
above the highest average level estab-
lished during the most recent dioxins/ 
furans or mercury test. 

(d) If your municipal waste combus-
tion unit uses activated carbon to con-
trol dioxins/furans or mercury emis-
sions, you must evaluate total carbon 
usage for each calendar quarter. The 
total amount of carbon purchased and 
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