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exempt from paragraph (a)(2) of this 
section when being fired with an emer-
gency fuel. 

(l) Regenerative cycle gas turbines 
with a heat input less than or equal to 
107.2 gigajoules per hour (100 million 
Btu/hour) are exempt from paragraph 
(a) of this section. 

[44 FR 52798, Sept. 10, 1979, as amended at 47 
FR 3770, Jan. 27, 1982; 65 FR 61759, Oct. 17, 
2000; 69 FR 41359, July 8, 2004] 

§ 60.333 Standard for sulfur dioxide. 
On and after the date on which the 

performance test required to be con-
ducted by § 60.8 is completed, every 
owner or operator subject to the provi-
sion of this subpart shall comply with 
one or the other of the following condi-
tions: 

(a) No owner or operator subject to 
the provisions of this subpart shall 
cause to be discharged into the atmos-
phere from any stationary gas turbine 
any gases which contain sulfur dioxide 
in excess of 0.015 percent by volume at 
15 percent oxygen and on a dry basis. 

(b) No owner or operator subject to 
the provisions of this subpart shall 
burn in any stationary gas turbine any 
fuel which contains total sulfur in ex-
cess of 0.8 percent by weight (8000 
ppmw). 

[44 FR 52798, Sept. 10, 1979, as amended at 69 
FR 41360, July 8, 2004] 

§ 60.334 Monitoring of operations. 
(a) Except as provided in paragraph 

(b) of this section, the owner or oper-
ator of any stationary gas turbine sub-
ject to the provisions of this subpart 
and using water or steam injection to 
control NOX emissions shall install, 
calibrate, maintain and operate a con-
tinuous monitoring system to monitor 
and record the fuel consumption and 
the ratio of water or steam to fuel 
being fired in the turbine. 

(b) The owner or operator of any sta-
tionary gas turbine that commenced 
construction, reconstruction or modi-
fication after October 3, 1977, but be-
fore July 8, 2004, and which uses water 
or steam injection to control NOX 
emissions may, as an alternative to op-
erating the continuous monitoring sys-
tem described in paragraph (a) of this 
section, install, certify, maintain, op-

erate, and quality-assure a continuous 
emission monitoring system (CEMS) 
consisting of NOX and O2 monitors. As 
an alternative, a CO2 monitor may be 
used to adjust the measured NOX con-
centrations to 15 percent O2 by either 
converting the CO2 hourly averages to 
equivalent O2 concentrations using 
Equation F–14a or F–14b in appendix F 
to part 75 of this chapter and making 
the adjustments to 15 percent O2, or by 
using the CO2 readings directly to 
make the adjustments, as described in 
Method 20. If the option to use a CEMS 
is chosen, the CEMS shall be installed, 
certified, maintained and operated as 
follows: 

(1) Each CEMS must be installed and 
certified according to PS 2 and 3 (for 
diluent) of 40 CFR part 60, appendix B, 
except the 7-day calibration drift is 
based on unit operating days, not cal-
endar days. Appendix F, Procedure 1 is 
not required. The relative accuracy 
test audit (RATA) of the NOX and dil-
uent monitors may be performed indi-
vidually or on a combined basis, i.e., 
the relative accuracy tests of the 
CEMS may be performed either: 

(i) On a ppm basis (for NOX) and a 
percent O2 basis for oxygen; or 

(ii) On a ppm at 15 percent O2 basis; 
or 

(iii) On a ppm basis (for NOX) and a 
percent CO2 basis (for a CO2 monitor 
that uses the procedures in Method 20 
to correct the NOX data to 15 percent 
O2). 

(2) As specified in § 60.13(e)(2), during 
each full unit operating hour, each 
monitor must complete a minimum of 
one cycle of operation (sampling, ana-
lyzing, and data recording) for each 15- 
minute quadrant of the hour, to vali-
date the hour. For partial unit oper-
ating hours, at least one valid data 
point must be obtained for each quad-
rant of the hour in which the unit oper-
ates. For unit operating hours in which 
required quality assurance and mainte-
nance activities are performed on the 
CEMS, a minimum of two valid data 
points (one in each of two quadrants) 
are required to validate the hour. 

(3) For purposes of identifying excess 
emissions, CEMS data must be reduced 
to hourly averages as specified in 
§ 60.13(h). 
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(i) For each unit operating hour in 
which a valid hourly average, as de-
scribed in paragraph (b)(2) of this sec-
tion, is obtained for both NOX and dil-
uent, the data acquisition and handling 
system must calculate and record the 
hourly NOX emissions in the units of 
the applicable NOX emission standard 
under § 60.332(a), i.e., percent NOX by 
volume, dry basis, corrected to 15 per-
cent O2 and International Organization 
for Standardization (ISO) standard con-
ditions (if required as given in 
§ 60.335(b)(1)). For any hour in which 
the hourly average O2 concentration 
exceeds 19.0 percent O2, a diluent cap 
value of 19.0 percent O2 may be used in 
the emission calculations. 

(ii) A worst case ISO correction fac-
tor may be calculated and applied 
using historical ambient data. For the 
purpose of this calculation, substitute 
the maximum humidity of ambient air 
(Ho), minimum ambient temperature 
(Ta), and minimum combustor inlet ab-
solute pressure (Po) into the ISO cor-
rection equation. 

(iii) If the owner or operator has in-
stalled a NOX CEMS to meet the re-
quirements of part 75 of this chapter, 
and is continuing to meet the ongoing 
requirements of part 75 of this chapter, 
the CEMS may be used to meet the re-
quirements of this section, except that 
the missing data substitution method-
ology provided for at 40 CFR part 75, 
subpart D, is not required for purposes 
of identifying excess emissions. In-
stead, periods of missing CEMS data 
are to be reported as monitor down-
time in the excess emissions and moni-
toring performance report required in 
§ 60.7(c). 

(c) For any turbine that commenced 
construction, reconstruction or modi-
fication after October 3, 1977, but be-
fore July 8, 2004, and which does not 
use steam or water injection to control 
NOX emissions, the owner or operator 
may, but is not required to, for pur-
poses of determining excess emissions, 
use a CEMS that meets the require-
ments of paragraph (b) of this section. 
Also, if the owner or operator has pre-
viously submitted and received EPA, 
State, or local permitting authority 
approval of a procedure for monitoring 
compliance with the applicable NOX 
emission limit under § 60.332, that ap-

proved procedure may continue to be 
used. 

(d) The owner or operator of any new 
turbine constructed after July 8, 2004, 
and which uses water or steam injec-
tion to control NOX emissions may 
elect to use either the requirements in 
paragraph (a) of this section for contin-
uous water or steam to fuel ratio moni-
toring or may use a NOX CEMS in-
stalled, certified, operated, main-
tained, and quality-assured as de-
scribed in paragraph (b) of this section. 

(e) The owner or operator of any new 
turbine that commences construction 
after July 8, 2004, and which does not 
use water or steam injection to control 
NOX emissions, may, but is not re-
quired to, elect to use a NOX CEMS in-
stalled, certified, operated, main-
tained, and quality-assured as de-
scribed in paragraph (b) of this section. 
Other acceptable monitoring ap-
proaches include periodic testing ap-
proved by EPA or the State or local 
permitting authority or continuous pa-
rameter monitoring as described in 
paragraph (f) of this section. 

(f) The owner or operator of a new 
turbine that commences construction 
after July 8, 2004, which does not use 
water or steam injection to control 
NOX emissions may, but is not required 
to, perform continuous parameter mon-
itoring as follows: 

(1) For a diffusion flame turbine 
without add-on selective catalytic re-
duction controls (SCR), the owner or 
operator shall define at least four pa-
rameters indicative of the unit’s NOX 
formation characteristics and shall 
monitor these parameters continu-
ously. 

(2) For any lean premix stationary 
combustion turbine, the owner or oper-
ator shall continuously monitor the 
appropriate parameters to determine 
whether the unit is operating in low- 
NOX mode. 

(3) For any turbine that uses SCR to 
reduce NOX emissions, the owner or op-
erator shall continuously monitor ap-
propriate parameters to verify the 
proper operation of the emission con-
trols. 

(4) For affected units that are also 
regulated under part 75 of this chapter, 
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if the owner or operator elects to mon-
itor NOX emission rate using the meth-
odology in appendix E to part 75 of this 
chapter, or the low mass emissions 
methodology in § 75.19 of this chapter, 
the requirements of this paragraph (f) 
may be met by performing the para-
metric monitoring described in section 
2.3 of appendix E or in 
§ 75.19(c)(1)(iv)(H) of this chapter. 

(g) The steam or water to fuel ratio 
or other parameters that are continu-
ously monitored as described in para-
graphs (a), (d) or (f) of this section 
shall be monitored during the perform-
ance test required under § 60.8, to estab-
lish acceptable values and ranges. The 
owner or operator may supplement the 
performance test data with engineering 
analyses, design specifications, manu-
facturer’s recommendations and other 
relevant information to define the ac-
ceptable parametric ranges more pre-
cisely. The owner or operator shall de-
velop and keep on-site a parameter 
monitoring plan which explains the 
procedures used to document proper 
operation of the NOX emission controls. 
The plan shall include the parameter(s) 
monitored and the acceptable range(s) 
of the parameter(s) as well as the basis 
for designating the parameter(s) and 
acceptable range(s). Any supplemental 
data such as engineering analyses, de-
sign specifications, manufacturer’s rec-
ommendations and other relevant in-
formation shall be included in the 
monitoring plan. For affected units 
that are also subject to part 75 of this 
chapter and that use the low mass 
emissions methodology in § 75.19 of this 
chapter or the NOX emission measure-
ment methodology in appendix E to 
part 75, the owner or operator may 
meet the requirements of this para-
graph by developing and keeping on- 
site (or at a central location for un-
manned facilities) a quality-assurance 
plan, as described in § 75.19 (e)(5) or in 
section 2.3 of appendix E and section 
1.3.6 of appendix B to part 75 of this 
chapter. 

(h) The owner or operator of any sta-
tionary gas turbine subject to the pro-
visions of this subpart: 

(1) Shall monitor the total sulfur 
content of the fuel being fired in the 
turbine, except as provided in para-
graph (h)(3) of this section. The sulfur 

content of the fuel must be determined 
using total sulfur methods described in 
§ 60.335(b)(10). Alternatively, if the total 
sulfur content of the gaseous fuel dur-
ing the most recent performance test 
was less than 0.4 weight percent (4000 
ppmw), ASTM D4084–82, 94, D5504–01, 
D6228–98, or Gas Processors Association 
Standard 2377–86 (all of which are in-
corporated by reference-see § 60.17), 
which measure the major sulfur com-
pounds may be used; and 

(2) Shall monitor the nitrogen con-
tent of the fuel combusted in the tur-
bine, if the owner or operator claims an 
allowance for fuel bound nitrogen (i.e., 
if an F-value greater than zero is being 
or will be used by the owner or oper-
ator to calculate STD in § 60.332). The 
nitrogen content of the fuel shall be de-
termined using methods described in 
§ 60.335(b)(9) or an approved alternative. 

(3) Notwithstanding the provisions of 
paragraph (h)(1) of this section, the 
owner or operator may elect not to 
monitor the total sulfur content of the 
gaseous fuel combusted in the turbine, 
if the gaseous fuel is demonstrated to 
meet the definition of natural gas in 
§ 60.331(u), regardless of whether an ex-
isting custom schedule approved by the 
administrator for subpart GG requires 
such monitoring. The owner or oper-
ator shall use one of the following 
sources of information to make the re-
quired demonstration: 

(i) The gas quality characteristics in 
a current, valid purchase contract, tar-
iff sheet or transportation contract for 
the gaseous fuel, specifying that the 
maximum total sulfur content of the 
fuel is 20.0 grains/100 scf or less; or 

(ii) Representative fuel sampling 
data which show that the sulfur con-
tent of the gaseous fuel does not exceed 
20 grains/100 scf. At a minimum, the 
amount of fuel sampling data specified 
in section 2.3.1.4 or 2.3.2.4 of appendix D 
to part 75 of this chapter is required. 

(4) For any turbine that commenced 
construction, reconstruction or modi-
fication after October 3, 1977, but be-
fore July 8, 2004, and for which a cus-
tom fuel monitoring schedule has pre-
viously been approved, the owner or op-
erator may, without submitting a spe-
cial petition to the Administrator, con-
tinue monitoring on this schedule. 
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(i) The frequency of determining the 
sulfur and nitrogen content of the fuel 
shall be as follows: 

(1) Fuel oil. For fuel oil, use one of 
the total sulfur sampling options and 
the associated sampling frequency de-
scribed in sections 2.2.3, 2.2.4.1, 2.2.4.2, 
and 2.2.4.3 of appendix D to part 75 of 
this chapter (i.e., flow proportional 
sampling, daily sampling, sampling 
from the unit’s storage tank after each 
addition of fuel to the tank, or sam-
pling each delivery prior to combining 
it with fuel oil already in the intended 
storage tank). If an emission allowance 
is being claimed for fuel-bound nitro-
gen, the nitrogen content of the oil 
shall be determined and recorded once 
per unit operating day. 

(2) Gaseous fuel. Any applicable nitro-
gen content value of the gaseous fuel 
shall be determined and recorded once 
per unit operating day. For owners and 
operators that elect not to dem-
onstrate sulfur content using options 
in paragraph (h)(3) of this section, and 
for which the fuel is supplied without 
intermediate bulk storage, the sulfur 
content value of the gaseous fuel shall 
be determined and recorded once per 
unit operating day. 

(3) Custom schedules. Notwithstanding 
the requirements of paragraph (i)(2) of 
this section, operators or fuel vendors 
may develop custom schedules for de-
termination of the total sulfur content 
of gaseous fuels, based on the design 
and operation of the affected facility 
and the characteristics of the fuel sup-
ply. Except as provided in paragraphs 
(i)(3)(i) and (i)(3)(ii) of this section, cus-
tom schedules shall be substantiated 
with data and shall be approved by the 
Administrator before they can be used 
to comply with the standard in § 60.333. 

(i) The two custom sulfur monitoring 
schedules set forth in paragraphs 
(i)(3)(i)(A) through (D) and in para-
graph (i)(3)(ii) of this section are ac-
ceptable, without prior Administrative 
approval: 

(A) The owner or operator shall ob-
tain daily total sulfur content meas-
urements for 30 consecutive unit oper-
ating days, using the applicable meth-
ods specified in this subpart. Based on 
the results of the 30 daily samples, the 
required frequency for subsequent mon-
itoring of the fuel’s total sulfur con-

tent shall be as specified in paragraph 
(i)(3)(i)(B), (C), or (D) of this section, as 
applicable. 

(B) If none of the 30 daily measure-
ments of the fuel’s total sulfur content 
exceeds 0.4 weight percent (4000 ppmw), 
subsequent sulfur content monitoring 
may be performed at 12 month inter-
vals. If any of the samples taken at 12- 
month intervals has a total sulfur con-
tent between 0.4 and 0.8 weight percent 
(4000 and 8000 ppmw), follow the proce-
dures in paragraph (i)(3)(i)(C) of this 
section. If any measurement exceeds 
0.8 weight percent (8000 ppmw), follow 
the procedures in paragraph (i)(3)(i)(D) 
of this section. 

(C) If at least one of the 30 daily 
measurements of the fuel’s total sulfur 
content is between 0.4 and 0.8 weight 
percent (4000 and 8000 ppmw), but none 
exceeds 0.8 weight percent (8000 ppmw), 
then: 

(1) Collect and analyze a sample 
every 30 days for three months. If any 
sulfur content measurement exceeds 0.8 
weight percent (8000 ppmw), follow the 
procedures in paragraph (i)(3)(i)(D) of 
this section. Otherwise, follow the pro-
cedures in paragraph (i)(3)(i)(C)(2) of 
this section. 

(2) Begin monitoring at 6-month in-
tervals for 12 months. If any sulfur con-
tent measurement exceeds 0.8 weight 
percent (8000 ppmw), follow the proce-
dures in paragraph (i)(3)(i)(D) of this 
section. Otherwise, follow the proce-
dures in paragraph (i)(3)(i)(C)(3) of this 
section. 

(3) Begin monitoring at 12-month in-
tervals. If any sulfur content measure-
ment exceeds 0.8 weight percent (8000 
ppmw), follow the procedures in para-
graph (i)(3)(i)(D) of this section. Other-
wise, continue to monitor at this fre-
quency. 

(D) If a sulfur content measurement 
exceeds 0.8 weight percent (8000 ppmw), 
immediately begin daily monitoring 
according to paragraph (i)(3)(i)(A) of 
this section. Daily monitoring shall 
continue until 30 consecutive daily 
samples, each having a sulfur content 
no greater than 0.8 weight percent (8000 
ppmw), are obtained. At that point, the 
applicable procedures of paragraph 
(i)(3)(i)(B) or (C) of this section shall be 
followed. 
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(ii) The owner or operator may use 
the data collected from the 720-hour 
sulfur sampling demonstration de-
scribed in section 2.3.6 of appendix D to 
part 75 of this chapter to determine a 
custom sulfur sampling schedule, as 
follows: 

(A) If the maximum fuel sulfur con-
tent obtained from the 720 hourly sam-
ples does not exceed 20 grains/100 scf 
(i.e., the maximum total sulfur content 
of natural gas as defined in § 60.331(u)), 
no additional monitoring of the sulfur 
content of the gas is required, for the 
purposes of this subpart. 

(B) If the maximum fuel sulfur con-
tent obtained from any of the 720 hour-
ly samples exceeds 20 grains/100 scf, but 
none of the sulfur content values (when 
converted to weight percent sulfur) ex-
ceeds 0.4 weight percent (4000 ppmw), 
then the minimum required sampling 
frequency shall be one sample at 12 
month intervals. 

(C) If any sample result exceeds 0.4 
weight percent sulfur (4000 ppmw), but 
none exceeds 0.8 weight percent sulfur 
(8000 ppmw), follow the provisions of 
paragraph (i)(3)(i)(C) of this section. 

(D) If the sulfur content of any of the 
720 hourly samples exceeds 0.8 weight 
percent (8000 ppmw), follow the provi-
sions of paragraph (i)(3)(i)(D) of this 
section. 

(j) For each affected unit that elects 
to continuously monitor parameters or 
emissions, or to periodically determine 
the fuel sulfur content or fuel nitrogen 
content under this subpart, the owner 
or operator shall submit reports of ex-
cess emissions and monitor downtime, 
in accordance with § 60.7(c). Excess 
emissions shall be reported for all peri-
ods of unit operation, including start-
up, shutdown and malfunction. For the 
purpose of reports required under 
§ 60.7(c), periods of excess emissions and 
monitor downtime that shall be re-
ported are defined as follows: 

(1) Nitrogen oxides. 
(i) For turbines using water or steam 

to fuel ratio monitoring: 
(A) An excess emission shall be any 

unit operating hour for which the aver-
age steam or water to fuel ratio, as 
measured by the continuous moni-
toring system, falls below the accept-
able steam or water to fuel ratio need-
ed to demonstrate compliance with 

§ 60.332, as established during the per-
formance test required in § 60.8. Any 
unit operating hour in which no water 
or steam is injected into the turbine 
shall also be considered an excess emis-
sion. 

(B) A period of monitor downtime 
shall be any unit operating hour in 
which water or steam is injected into 
the turbine, but the essential para-
metric data needed to determine the 
steam or water to fuel ratio are un-
available or invalid. 

(C) Each report shall include the av-
erage steam or water to fuel ratio, av-
erage fuel consumption, ambient condi-
tions (temperature, pressure, and hu-
midity), gas turbine load, and (if appli-
cable) the nitrogen content of the fuel 
during each excess emission. You do 
not have to report ambient conditions 
if you opt to use the worst case ISO 
correction factor as specified in 
§ 60.334(b)(3)(ii), or if you are not using 
the ISO correction equation under the 
provisions of § 60.335(b)(1). 

(ii) If the owner or operator elects to 
take an emission allowance for fuel 
bound nitrogen, then excess emissions 
and periods of monitor downtime are as 
described in paragraphs (j)(1)(ii)(A) and 
(B) of this section. 

(A) An excess emission shall be the 
period of time during which the fuel- 
bound nitrogen (N) is greater than the 
value measured during the perform-
ance test required in § 60.8 and used to 
determine the allowance. The excess 
emission begins on the date and hour of 
the sample which shows that N is 
greater than the performance test 
value, and ends with the date and hour 
of a subsequent sample which shows a 
fuel nitrogen content less than or equal 
to the performance test value. 

(B) A period of monitor downtime be-
gins when a required sample is not 
taken by its due date. A period of mon-
itor downtime also begins on the date 
and hour that a required sample is 
taken, if invalid results are obtained. 
The period of monitor downtime ends 
on the date and hour of the next valid 
sample. 

(iii) For turbines using NOX and dil-
uent CEMS: 

(A) An hour of excess emissions shall 
be any unit operating hour in which 
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the 4-hour rolling average NOX con-
centration exceeds the applicable emis-
sion limit in § 60.332(a)(1) or (2). For the 
purposes of this subpart, a ‘‘4-hour roll-
ing average NOX concentration’’ is the 
arithmetic average of the average NOX 
concentration measured by the CEMS 
for a given hour (corrected to 15 per-
cent O2 and, if required under 
§ 60.335(b)(1), to ISO standard condi-
tions) and the three unit operating 
hour average NOX concentrations im-
mediately preceding that unit oper-
ating hour. 

(B) A period of monitor downtime 
shall be any unit operating hour in 
which sufficient data are not obtained 
to validate the hour, for either NOX 
concentration or diluent (or both). 

(C) Each report shall include the am-
bient conditions (temperature, pres-
sure, and humidity) at the time of the 
excess emission period and (if the 
owner or operator has claimed an emis-
sion allowance for fuel bound nitrogen) 
the nitrogen content of the fuel during 
the period of excess emissions. You do 
not have to report ambient conditions 
if you opt to use the worst case ISO 
correction factor as specified in 
§ 60.334(b)(3)(ii), or if you are not using 
the ISO correction equation under the 
provisions of § 60.335(b)(1). 

(iv) For owners or operators that 
elect, under paragraph (f) of this sec-
tion, to monitor combustion param-
eters or parameters that document 
proper operation of the NOX emission 
controls: 

(A) An excess emission shall be a 4- 
hour rolling unit operating hour aver-
age in which any monitored parameter 
does not achieve the target value or is 
outside the acceptable range defined in 
the parameter monitoring plan for the 
unit. 

(B) A period of monitor downtime 
shall be a unit operating hour in which 
any of the required parametric data are 
either not recorded or are invalid. 

(2) Sulfur dioxide. If the owner or op-
erator is required to monitor the sulfur 
content of the fuel under paragraph (h) 
of this section: 

(i) For samples of gaseous fuel and 
for oil samples obtained using daily 
sampling, flow proportional sampling, 
or sampling from the unit’s storage 
tank, an excess emission occurs each 

unit operating hour included in the pe-
riod beginning on the date and hour of 
any sample for which the sulfur con-
tent of the fuel being fired in the gas 
turbine exceeds 0.8 weight percent and 
ending on the date and hour that a sub-
sequent sample is taken that dem-
onstrates compliance with the sulfur 
limit. 

(ii) If the option to sample each de-
livery of fuel oil has been selected, the 
owner or operator shall immediately 
switch to one of the other oil sampling 
options (i.e., daily sampling, flow pro-
portional sampling, or sampling from 
the unit’s storage tank) if the sulfur 
content of a delivery exceeds 0.8 weight 
percent. The owner or operator shall 
continue to use one of the other sam-
pling options until all of the oil from 
the delivery has been combusted, and 
shall evaluate excess emissions accord-
ing to paragraph (j)(2)(i) of this sec-
tion. When all of the fuel from the de-
livery has been burned, the owner or 
operator may resume using the as-de-
livered sampling option. 

(iii) A period of monitor downtime 
begins when a required sample is not 
taken by its due date. A period of mon-
itor downtime also begins on the date 
and hour of a required sample, if in-
valid results are obtained. The period 
of monitor downtime shall include only 
unit operating hours, and ends on the 
date and hour of the next valid sample. 

(3) Ice fog. Each period during which 
an exemption provided in § 60.332(f) is in 
effect shall be reported in writing to 
the Administrator quarterly. For each 
period the ambient conditions existing 
during the period, the date and time 
the air pollution control system was 
deactivated, and the date and time the 
air pollution control system was reac-
tivated shall be reported. All quarterly 
reports shall be postmarked by the 30th 
day following the end of each calendar 
quarter. 

(4) Emergency fuel. Each period during 
which an exemption provided in 
§ 60.332(k) is in effect shall be included 
in the report required in § 60.7(c). For 
each period, the type, reasons, and du-
ration of the firing of the emergency 
fuel shall be reported. 

(5) All reports required under § 60.7(c) 
shall be postmarked by the 30th day 
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following the end of each 6-month pe-
riod. 

[44 FR 52798, Sept. 10, 1979, as amended at 47 
FR 3770, Jan. 27, 1982; 65 FR 61759, Oct. 17, 
2000; 69 FR 41360, July 8, 2004; 71 FR 9457, Feb. 
24, 2006] 

§ 60.335 Test methods and procedures. 
(a) The owner or operator shall con-

duct the performance tests required in 
§ 60.8, using either 

(1) EPA Method 20, 
(2) ASTM D6522–00 (incorporated by 

reference, see § 60.17), or 
(3) EPA Method 7E and either EPA 

Method 3 or 3A in appendix A to this 
part, to determine NOX and diluent 
concentration. 

(4) Sampling traverse points are to be 
selected following Method 20 or Method 
1, (non-particulate procedures) and 
sampled for equal time intervals. The 
sampling shall be performed with a tra-
versing single-hole probe or, if feasible, 
with a stationary multi-hole probe 
that samples each of the points sequen-
tially. Alternatively, a multi-hole 
probe designed and documented to sam-
ple equal volumes from each hole may 
be used to sample simultaneously at 
the required points. 

(5) Notwithstanding paragraph (a)(4) 
of this section, the owner or operator 
may test at few points than are speci-
fied in Method 1 or Method 20 if the fol-
lowing conditions are met: 

(i) You may perform a stratification 
test for NOX and diluent pursuant to 

(A) [Reserved] 
(B) The procedures specified in sec-

tion 6.5.6.1(a) through (e) appendix A to 
part 75 of this chapter. 

(ii) Once the stratification sampling 
is completed, the owner or operator 
may use the following alternative sam-
ple point selection criteria for the per-
formance test: 

(A) If each of the individual traverse 
point NOX concentrations, normalized 
to 15 percent O2, is within ± 10 percent 
of the mean normalized concentration 
for all traverse points, then you may 
use 3 points (located either 16.7, 50.0, 
and 83.3 percent of the way across the 
stack or duct, or, for circular stacks or 
ducts greater than 2.4 meters (7.8 feet) 
in diameter, at 0.4, 1.2, and 2.0 meters 
from the wall). The 3 points shall be lo-
cated along the measurement line that 

exhibited the highest average normal-
ized NOX concentration during the 
stratification test; or 

(B) If each of the individual traverse 
point NOX concentrations, normalized 
to 15 percent O2, is within ± 5 percent of 
the mean normalized concentration for 
all traverse points, then you may sam-
ple at a single point, located at least 1 
meter from the stack wall or at the 
stack centroid. 

(6) Other acceptable alternative ref-
erence methods and procedures are 
given in paragraph (c) of this section. 

(b) The owner or operator shall deter-
mine compliance with the applicable 
nitrogen oxides emission limitation in 
§ 60.332 and shall meet the performance 
test requirements of § 60.8 as follows: 

(1) For each run of the performance 
test, the mean nitrogen oxides emis-
sion concentration (NOXo) corrected to 
15 percent O2 shall be corrected to ISO 
standard conditions using the following 
equation. Notwithstanding this re-
quirement, use of the ISO correction 
equation is optional for: Lean premix 
stationary combustion turbines; units 
used in association with heat recovery 
steam generators (HRSG) equipped 
with duct burners; and units equipped 
with add-on emission control devices: 

NOX=(NOXo)(Pr/Po)0.5 e19 (Ho¥0.00633) 
(288°K/Ta)1.53 

Where: 

NOX = emission concentration of NOX at 15 
percent O2 and ISO standard ambient con-
ditions, ppm by volume, dry basis, 

NOXo = mean observed NOX concentration, 
ppm by volume, dry basis, at 15 percent O2, 

Pr = reference combustor inlet absolute pres-
sure at 101.3 kilopascals ambient pressure, 
mm Hg, 

Po = observed combustor inlet absolute pres-
sure at test, mm Hg, 

Ho = observed humidity of ambient air, g 
H2O/g air, 

e = transcendental constant, 2.718, and 
Ta = ambient temperature, °K. 

(2) The 3-run performance test re-
quired by § 60.8 must be performed 
within ± 5 percent at 30, 50, 75, and 90- 
to-100 percent of peak load or at four 
evenly-spaced load points in the nor-
mal operating range of the gas turbine, 
including the minimum point in the 
operating range and 90-to-100 percent of 
peak load, or at the highest achievable 
load point if 90-to-100 percent of peak 
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