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(ii) A batch HMIWI whose maximum 
charge rate is more than 1,600 pounds 
per day. 

Standard conditions means a tempera-
ture of 20 °C and a pressure of 101.3 
kilopascals. 

Startup means the period of time be-
tween the activation of the system and 
the first charge to the unit. For batch 
HMIWI, startup means the period of 
time between activation of the system 
and ignition of the waste. 

Wet scrubber means an add-on air pol-
lution control device that utilizes an 
alkaline scrubbing liquor to collect 
particulate matter (including non-
vaporous metals and condensed 
organics) and/or to absorb and neu-
tralize acid gases. 

[62 FR 48382, Sept. 15, 1997, as amended at 74 
FR 51408, Oct. 6, 2009] 

§ 60.52c Emission limits. 
(a) On and after the date on which 

the initial performance test is com-
pleted or is required to be completed 
under § 60.8, whichever date comes first, 
no owner or operator of an affected fa-
cility shall cause to be discharged into 
the atmosphere: 

(1) From an affected facility as de-
fined in § 60.50c(a)(1) and (2), any gases 
that contain stack emissions in excess 
of the limits presented in Table 1A to 
this subpart. 

(2) From an affected facility as de-
fined in § 60.50c(a)(3) and (4), any gases 
that contain stack emissions in excess 
of the limits presented in Table 1B to 
this subpart. 

(b) On and after the date on which 
the initial performance test is com-
pleted or is required to be completed 
under § 60.8, whichever date comes first, 
no owner or operator of an affected fa-
cility shall cause to be discharged into 
the atmosphere: 

(1) From an affected facility as de-
fined in § 60.50c(a)(1) and (2), any gases 
that exhibit greater than 10 percent 
opacity (6-minute block average). 

(2) From an affected facility as de-
fined in § 60.50c(a)(3) and (4), any gases 
that exhibit greater than 6 percent 
opacity (6-minute block average). 

(c) On and after the date on which 
the initial performance test is com-
pleted or is required to be completed 
under § 60.8, whichever date comes first, 

no owner or operator of an affected fa-
cility as defined in § 60.50c(a)(1) and (2) 
and utilizing a large HMIWI, and in 
§ 60.50c(a)(3) and (4), shall cause to be 
discharged into the atmosphere visible 
emissions of combustion ash from an 
ash conveying system (including con-
veyor transfer points) in excess of 5 
percent of the observation period (i.e., 9 
minutes per 3-hour period), as deter-
mined by EPA Reference Method 22 of 
appendix A–1 of this part, except as 
provided in paragraphs (d) and (e) of 
this section. 

(d) The emission limit specified in 
paragraph (c) of this section does not 
cover visible emissions discharged in-
side buildings or enclosures of ash con-
veying systems; however, the emission 
limit does cover visible emissions dis-
charged to the atmosphere from build-
ings or enclosures of ash conveying 
systems. 

(e) The provisions specified in para-
graph (c) of this section do not apply 
during maintenance and repair of ash 
conveying systems. Maintenance and/ 
or repair shall not exceed 10 operating 
days per calendar quarter unless the 
owner or operator obtains written ap-
proval from the State agency estab-
lishing a date whereby all necessary 
maintenance and repairs of ash con-
veying systems shall be completed. 

[62 FR 48382, Sept. 15, 1997, as amended at 74 
FR 51409, Oct. 6, 2009] 

§ 60.53c Operator training and quali-
fication requirements. 

(a) No owner or operator of an af-
fected facility shall allow the affected 
facility to operate at any time unless a 
fully trained and qualified HMIWI op-
erator is accessible, either at the facil-
ity or available within 1 hour. The 
trained and qualified HMIWI operator 
may operate the HMIWI directly or be 
the direct supervisor of one or more 
HMIWI operators. 

(b) Operator training and qualifica-
tion shall be obtained through a State- 
approved program or by completing the 
requirements included in paragraphs 
(c) through (g) of this section. 

(c) Training shall be obtained by 
completing an HMIWI operator train-
ing course that includes, at a min-
imum, the following provisions: 
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(1) 24 hours of training on the fol-
lowing subjects: 

(i) Environmental concerns, includ-
ing pathogen destruction and types of 
emissions; 

(ii) Basic combustion principles, in-
cluding products of combustion; 

(iii) Operation of the type of inciner-
ator to be used by the operator, includ-
ing proper startup, waste charging, and 
shutdown procedures; 

(iv) Combustion controls and moni-
toring; 

(v) Operation of air pollution control 
equipment and factors affecting per-
formance (if applicable); 

(vi) Methods to monitor pollutants 
(continuous emission monitoring sys-
tems and monitoring of HMIWI and air 
pollution control device operating pa-
rameters) and equipment calibration 
procedures (where applicable); 

(vii) Inspection and maintenance of 
the HMIWI, air pollution control de-
vices, and continuous emission moni-
toring systems; 

(viii) Actions to correct malfunctions 
or conditions that may lead to mal-
function; 

(ix) Bottom and fly ash characteris-
tics and handling procedures; 

(x) Applicable Federal, State, and 
local regulations; 

(xi) Work safety procedures; 
(xii) Pre-startup inspections; and 
(xiii) Recordkeeping requirements. 
(2) An examination designed and ad-

ministered by the instructor. 
(3) Reference material distributed to 

the attendees covering the course top-
ics. 

(d) Qualification shall be obtained 
by: 

(1) Completion of a training course 
that satisfies the criteria under para-
graph (c) of this section; and 

(2) Either 6 months experience as an 
HMIWI operator, 6 months experience 
as a direct supervisor of an HMIWI op-
erator, or completion of at least two 
burn cycles under the observation of 
two qualified HMIWI operators. 

(e) Qualification is valid from the 
date on which the examination is 
passed or the completion of the re-
quired experience, whichever is later. 

(f) To maintain qualification, the 
trained and qualified HMIWI operator 
shall complete and pass an annual re-

view or refresher course of at least 4 
hours covering, at a minimum, the fol-
lowing: 

(1) Update of regulations; 
(2) Incinerator operation, including 

startup and shutdown procedures; 
(3) Inspection and maintenance; 
(4) Responses to malfunctions or con-

ditions that may lead to malfunction; 
and 

(5) Discussion of operating problems 
encountered by attendees. 

(g) A lapsed qualification shall be re-
newed by one of the following methods: 

(1) For a lapse of less than 3 years, 
the HMIWI operator shall complete and 
pass a standard annual refresher course 
described in paragraph (f) of this sec-
tion. 

(2) For a lapse of 3 years or more, the 
HMIWI operator shall complete and 
pass a training course with the min-
imum criteria described in paragraph 
(c) of this section. 

(h) The owner or operator of an af-
fected facility shall maintain docu-
mentation at the facility that address 
the following: 

(1) Summary of the applicable stand-
ards under this subpart; 

(2) Description of basic combustion 
theory applicable to an HMIWI; 

(3) Procedures for receiving, han-
dling, and charging waste; 

(4) HMIWI startup, shutdown, and 
malfunction procedures; 

(5) Procedures for maintaining proper 
combustion air supply levels; 

(6) Procedures for operating the 
HMIWI and associated air pollution 
control systems within the standards 
established under this subpart; 

(7) Procedures for responding to peri-
odic malfunction or conditions that 
may lead to malfunction; 

(8) Procedures for monitoring HMIWI 
emissions; 

(9) Reporting and recordkeeping pro-
cedures; and 

(10) Procedures for handling ash. 
(i) The owner or operator of an af-

fected facility shall establish a pro-
gram for reviewing the information 
listed in paragraph (h) of this section 
annually with each HMIWI operator 
(defined in § 60.51c). 

(1) The initial review of the informa-
tion listed in paragraph (h) of this sec-
tion shall be conducted within 6 
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months after the effective date of this 
subpart or prior to assumption of re-
sponsibilities affecting HMIWI oper-
ation, whichever date is later. 

(2) Subsequent reviews of the infor-
mation listed in paragraph (h) of this 
section shall be conducted annually. 

(j) The information listed in para-
graph (h) of this section shall be kept 
in a readily accessible location for all 
HMIWI operators. This information, 
along with records of training shall be 
available for inspection by the EPA or 
its delegated enforcement agent upon 
request. 

§ 60.54c Siting requirements. 
(a) The owner or operator of an af-

fected facility for which construction 
is commenced after September 15, 1997 
shall prepare an analysis of the im-
pacts of the affected facility. The anal-
ysis shall consider air pollution control 
alternatives that minimize, on a site- 
specific basis, to the maximum extent 
practicable, potential risks to public 
health or the environment. In consid-
ering such alternatives, the analysis 
may consider costs, energy impacts, 
non-air environmental impacts, or any 
other factors related to the practica-
bility of the alternatives. 

(b) Analyses of facility impacts pre-
pared to comply with State, local, or 
other Federal regulatory requirements 
may be used to satisfy the require-
ments of this section, as long as they 
include the consideration of air pollu-
tion control alternatives specified in 
paragraph (a) of this section. 

(c) The owner or operator of the af-
fected facility shall complete and sub-
mit the siting requirements of this sec-
tion as required under § 60.58c(a)(1)(iii). 

§ 60.55c Waste management plan. 
The owner or operator of an affected 

facility shall prepare a waste manage-
ment plan. The waste management 
plan shall identify both the feasibility 
and the approach to separate certain 
components of solid waste from the 
health care waste stream in order to 
reduce the amount of toxic emissions 
from incinerated waste. A waste man-
agement plan may include, but is not 
limited to, elements such as segrega-
tion and recycling of paper, cardboard, 
plastics, glass, batteries, food waste, 

and metals (e.g., aluminum cans, met-
als-containing devices); segregation of 
non-recyclable wastes (e.g., poly-
chlorinated biphenyl-containing waste, 
pharmaceutical waste, and mercury- 
containing waste, such as dental 
waste); and purchasing recycled or re-
cyclable products. A waste manage-
ment plan may include different goals 
or approaches for different areas or de-
partments of the facility and need not 
include new waste management goals 
for every waste stream. It should iden-
tify, where possible, reasonably avail-
able additional waste management 
measures, taking into account the ef-
fectiveness of waste management 
measures already in place, the costs of 
additional measures, the emissions re-
ductions expected to be achieved, and 
any other environmental or energy im-
pacts they might have. The American 
Hospital Association publication enti-
tled ‘‘An Ounce of Prevention: Waste 
Reduction Strategies for Health Care 
Facilities’’ (incorporated by reference, 
see § 60.17) shall be considered in the de-
velopment of the waste management 
plan. The owner or operator of each 
commercial HMIWI company shall con-
duct training and education programs 
in waste segregation for each of the 
company’s waste generator clients and 
ensure that each client prepares its 
own waste management plan that in-
cludes, but is not limited to, the provi-
sions listed previously in this section. 

[74 FR 51409, Oct. 6, 2009] 

§ 60.56c Compliance and performance 
testing. 

(a) The emissions limits apply at all 
times. 

(b) The owner or operator of an af-
fected facility as defined in § 60.50c(a)(1) 
and (2), shall conduct an initial per-
formance test as required under § 60.8 
to determine compliance with the 
emissions limits using the procedures 
and test methods listed in paragraphs 
(b)(1) through (b)(6) and (b)(9) through 
(b)(14) of this section. The owner or op-
erator of an affected facility as defined 
in § 60.50c(a)(3) and (4), shall conduct an 
initial performance test as required 
under § 60.8 to determine compliance 
with the emissions limits using the 
procedures and test methods listed in 
paragraphs (b)(1) through (b)(14). The 
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