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dryer(s), the total manufacturers’ 
rated dryer capacity is the summation 
of the manufacturers’ rated capacity 
for each existing petroleum solvent 
dryer. 

(2) When the affected facility is in-
stalled in a plant that is expanding the 
manufacturers’ rated capacity of its 
petroleum solvent dryers, the total 
manufacturers’ rated dryer capacity is 
the summation of the manufacturers’ 
rated dryer capacity for each existing 
and proposed new petroleum solvent 
dryer. 

(3) When the affected facilty is in-
stalled in a new plant, the total manu-
facturers’ rated dryer capacity is the 
summation of the manufacturers’ rated 
dryer capacity for each proposed new 
petroleum solvent dryer. 

(4) The petroleum solvent dryers con-
sidered in the determination of the 
total manufacturers’ rated dryer ca-
pacity are those new and existing dry-
ers in the plant that will be in service 
at any time after the proposed new 
source or modification commences op-
eration. 

(b) Any facility under paragraph (a) 
of this section that commences con-
struction or modification after Decem-
ber 14, 1982, is subject to the require-
ments of this subpart with the fol-
lowing exception. A dryer installed be-
tween December 14, 1982, and Sep-
tember 21, 1984, in a plant with an an-
nual solvent consumption level of less 
than 17,791 liters (4,700 gallons), is ex-
empt from the requirements of this 
subpart. 

[49 FR 37331, Sept. 21, 1984, as amended at 50 
FR 49026, Nov. 27, 1985; 65 FR 61773, Oct. 17, 
2000] 

§ 60.621 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the same 
meaning given them in the Act and in 
subpart A of this part. 

Cartridge filter means a discrete filter 
unit containing both filter paper and 
activated carbon that traps and re-
moves contaminants from petroleum 
solvent, together with the piping and 
ductwork used in the installation of 
this device. 

Dryer means a machine used to re-
move petroleum solvent from articles 
of clothing or other textile or leather 

goods, after washing and removing of 
excess petroleum solvent, together 
with the piping and ductwork used in 
the installation of this device. 

Manufacturers’ rated dryer capacity 
means the dryer’s rated capacity of ar-
ticles, in pounds or kilograms of cloth-
ing articles per load, dry basis, that is 
typically found on each dryer on the 
manufacturer’s name-plate or in the 
manufacturer’s equipment specifica-
tions. 

Perceptible leaks means any petroleum 
solvent vapor or liquid leaks that are 
conspicuous from visual observation or 
that bubble after application of a soap 
solution, such as pools or droplets of 
liquid, open containers or solvent, or 
solvent laden waste standing open to 
the atmosphere. 

Petroleum dry cleaner means a dry 
cleaning facility that uses petroleum 
solvent in a combination of washers, 
dryers, filters, stills, and settling 
tanks. 

Settling tank means a container that 
gravimetrically separates oils, grease, 
and dirt from petroleum solvent, to-
gether with the piping and ductwork 
used in the installation of this device. 

Solvent filter means a discrete solvent 
filter unit containing a porous medium 
that traps and removes contaminants 
from petroleum solvent, together with 
the piping and ductwork used in the in-
stallation of this device. 

Solvent recovery dryer means a class of 
dry cleaning dryers that employs a 
condenser to condense and recover sol-
vent vapors evaporated in a closed-loop 
stream of heated air, together with the 
piping and ductwork used in the instal-
lation of this device. 

Still means a device used to vola-
tilize, separate, and recover petroleum 
solvent from contaminated solvent, to-
gether with the piping and ductwork 
used in the installation of this device. 

Washer means a machine which agi-
tates fabric articles in a petroleum sol-
vent bath and spins the articles to re-
move the solvent, together with the 
piping and ductwork used in the instal-
lation of this device. 

§ 60.622 Standards for volatile organic 
compounds. 

(a) Each affected petroleum solvent 
dry cleaning dryer that is installed at 
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