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process rate data is not necessary. Cal-
culate the SO2 emission rate as follows: 

Es=(Cs S)/[0.265¥(0.126 %O2)¥(A %CO2)] 

where: 
Es=emission rate of SO2, kg/metric ton (lb/ 

ton) of 100 percent of H2SO4 produced. 
Cs=concentration of SO2, kg/dscm (lb/dscf). 
S=acid production rate factor, 368 dscm/met-

ric ton (11,800 dscf/ton) of 100 percent 
H2SO4 produced. 

%O2=oxygen concentration, percent dry 
basis. 

A=auxiliary fuel factor, 
=0.00 for no fuel. 
=0.0226 for methane. 
=0.0217 for natural gas. 
=0.0196 for propane. 
=0.0172 for No 2 oil. 
=0.0161 for No 6 oil. 
=0.0148 for coal. 
=0.0126 for coke. 

%CO2= carbon dioxide concentration, percent 
dry basis. 

NOTE: It is necessary in some cases to con-
vert measured concentration units to other 
units for these calculations: 

Use the following table for such conversions: 

From— To— Multiply by— 

g/scm ......................... kg/scm ................... 10¥3 
mg/scm ...................... kg/scm ................... 10¥6 
ppm (SO2) .................. kg/scm ................... 2.660×10¥6 
ppm (SO2) .................. lb/scf ...................... 1.660×10¥7 

(e) For the purpose of reports under 
§ 60.7(c), periods of excess emissions 
shall be all three-hour periods (or the 
arithmetic average of three consecu-
tive one-hour periods) during which the 
integrated average sulfur dioxide emis-
sions exceed the applicable standards 
under § 60.82. 

[39 FR 20794, June 14, 1974, as amended at 40 
FR 46258, Oct. 6, 1975; 48 FR 23611, May 25, 
1983; 48 FR 4700, Sept. 29, 1983; 48 FR 48669, 
Oct. 20, 1983; 54 FR 6666, Feb. 14, 1989; 65 FR 
61753, Oct. 17, 2000] 

§ 60.85 Test methods and procedures. 
(a) In conducting the performance 

tests required in § 60.8, the owner or op-
erator shall use as reference methods 
and procedures the test methods in ap-
pendix A of this part or other methods 
and procedures as specified in this sec-
tion, except as provided in § 60.8(b). Ac-
ceptable alternative methods and pro-
cedures are given in paragraph (c) of 
this section. 

(b) The owner or operator shall deter-
mine compliance with the SO2 acid 

mist, and visible emission standards in 
§§ 60.82 and 60.83 as follows: 

(1) The emission rate (E) of acid mist 
or SO2 shall be computed for each run 
using the following equation: 

E=(CQsd)/(PK) 

where: 

E=emission rate of acid mist or SO2 kg/met-
ric ton (lb/ton) of 100 percent H2SO4 pro-
duced. 

C=concentration of acid mist or SO2, g/dscm 
(lb/dscf). 

Qsd=volumetric flow rate of the effluent gas, 
dscm/hr (dscf/hr). 

P=production rate of 100 percent H2SO4, met-
ric ton/hr (ton/hr). 

K=conversion factor, 1000 g/kg (1.0 lb/lb). 

(2) Method 8 shall be used to deter-
mine the acid mist and SO2 concentra-
tions (C’s) and the volumetric flow rate 
(Qsd) of the effluent gas. The moisture 
content may be considered to be zero. 
The sampling time and sample volume 
for each run shall be at least 60 min-
utes and 1.15 dscm (40.6 dscf). 

(3) Suitable methods shall be used to 
determine the production rate (P) of 
100 percent H2SO4 for each run. Mate-
rial balance over the production sys-
tem shall be used to confirm the pro-
duction rate. 

(4) Method 9 and the procedures in 
§ 60.11 shall be used to determine opac-
ity. 

(c) The owner or operator may use 
the following as alternatives to the ref-
erence methods and procedures speci-
fied in this section: 

(1) If a source processes elemental 
sulfur or an ore that contains ele-
mental sulfur and uses air to supply 
oxygen, the following procedure may 
be used instead of determining the vol-
umetric flow rate and production rate: 

(i) The integrated technique of Meth-
od 3 is used to determine the O2 con-
centration and, if required, CO2 con-
centration. 

(ii) The SO2 or acid mist emission 
rate is calculated as described in 
§ 60.84(d), substituting the acid mist 
concentration for Cs as appropriate. 

[54 FR 6666, Feb. 14, 1989] 
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