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Polarized Light Microscopy, except as 
provided in paragraph (c) of this sec-
tion. 

(b) For spray-on application of mate-
rials that contain more than 1 percent 
asbestos as determined using the meth-
od specified in appendix E, subpart E, 
40 CFR part 763, section 1, Polarized 
Light Microscopy, on equipment and 
machinery, except as provided in para-
graph (c) of this section: 

(1) Notify the Administrator at least 
20 days before beginning the spraying 
operation. Include the following infor-
mation in the notice: 

(i) Name and address of owner or op-
erator. 

(ii) Location of spraying operation. 
(iii) Procedures to be followed to 

meet the requirements of this para-
graph. 

(2) Discharge no visible emissions to 
the outside air from spray-on applica-
tion of the asbestos-containing mate-
rial or use the methods specified by 
§ 61.152 to clean emissions containing 
particulate asbestos material before 
they escape to, or are vented to, the 
outside air. 

(c) The requirements of paragraphs 
(a) and (b) of this section do not apply 
to the spray-on application of mate-
rials where the asbestos fibers in the 
materials are encapsulated with a bitu-
minous or resinous binder during 
spraying and the materials are not fri-
able after drying. 

(d) Owners or operators of sources 
subject to this paragraph are exempt 
from the requirements of §§ 61.05(a), 
61.07 and 61.09. 

[49 FR 13661, Apr. 5, 1984. Redesignated and 
amended at 55 FR 48424, Nov. 20, 1990; 60 FR 
31920, June 19, 1995] 

§ 61.147 Standard for fabricating. 
(a) Applicability. This section applies 

to the following fabricating operations 
using commercial asbestos: 

(1) The fabrication of cement build-
ing products. 

(2) The fabrication of friction prod-
ucts, except those operations that pri-
marily install asbestos friction mate-
rials on motor vehicles. 

(3) The fabrication of cement or sili-
cate board for ventilation hoods; ovens; 
electrical panels; laboratory furniture, 
bulkheads, partitions, and ceilings for 

marine construction; and flow control 
devices for the molten metal industry. 

(b) Standard. Each owner or operator 
of any of the fabricating operations to 
which this section applies shall either: 

(1) Discharge no visible emissions to 
the outside air from any of the oper-
ations or from any building or struc-
ture in which they are conducted or 
from any other fugitive sources; or 

(2) Use the methods specified by 
§ 61.152 to clean emissions containing 
particulate asbestos material before 
they escape to, or are vented to, the 
outside air. 

(3) Monitor each potential source of 
asbestos emissions from any part of the 
fabricating facility, including air 
cleaning devices, process equipment, 
and buildings that house equipment for 
material processing and handling, at 
least once each day, during daylight 
hours, for visible emissions to the out-
side air during periods of operation. 
The monitoring shall be by visual ob-
servation of at least 15 seconds dura-
tion per source of emissions. 

(4) Inspect each air cleaning device at 
least once each week for proper oper-
ation and for changes that signal the 
potential for malfunctions, including, 
to the maximum extent possible with-
out dismantling other than opening the 
device, the presence of tears, holes, and 
abrasions in filter bags and for dust de-
posits on the clean side of bags. For air 
cleaning devices that cannot be in-
spected on a weekly basis according to 
this paragraph, submit to the Adminis-
trator, and revise as necessary, a writ-
ten maintenance plan to include, at a 
minimum, the following: 

(i) Maintenance schedule. 
(ii) Recordkeeping plan. 
(5) Maintain records of the results of 

visible emission monitoring and air 
cleaning device inspections using a for-
mat similar to that shown in Figures 1 
and 2 and include the following: 

(i) Date and time of each inspection. 
(ii) Presence or absence of visible 

emissions. 
(iii) Condition of fabric filters, in-

cluding presence of any tears, holes, 
and abrasions. 

(iv) Presence of dust deposits on 
clean side of fabric filters. 

(v) Brief description of corrective ac-
tions taken, including date and time. 
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(vi) Daily hours of operation for each 
air cleaning device. 

(6) Furnish upon request and make 
available at the affected facility during 
normal business hours for inspection 
by the Administrator, all records re-
quired under this section. 

(7) Retain a copy of all monitoring 
and inspection records for at least 2 
years. 

(8) Submit semiannually a copy of 
the visible emission monitoring 
records to the Administrator if visible 
emission occurred during the report pe-
riod. Semiannual reports shall be post-
marked by the 30th day following the 
end of the six-month period. 

[49 FR 13661, Apr. 5, 1984. Redesignated and 
amended at 55 FR 48424, Nov. 20, 1991; 64 FR 
7467, Feb. 12, 1999] 

§ 61.148 Standard for insulating mate-
rials. 

No owner or operator of a facility 
may install or reinstall on a facility 
component any insulating materials 
that contain commercial asbestos if 
the materials are either molded and 
friable or wet-applied and friable after 
drying. The provisions of this section 
do not apply to spray-applied insu-
lating materials regulated under 
§ 61.146. 

[55 FR 48424, Nov. 20, 1990] 

§ 61.149 Standard for waste disposal 
for asbestos mills. 

Each owner or operator of any source 
covered under the provisions of § 61.142 
shall: 

(a) Deposit all asbestos-containing 
waste material at a waste disposal site 
operated in accordance with the provi-
sions of § 61.154; and 

(b) Discharge no visible emissions to 
the outside air from the transfer of 
control device asbestos waste to the 
tailings conveyor, or use the methods 
specified by § 61.152 to clean emissions 
containing particulate asbestos mate-
rial before they escape to, or are vent-
ed to, the outside air. Dispose of the as-
bestos waste from control devices in 
accordance with § 61.150(a) or paragraph 
(c) of this section; and 

(c) Discharge no visible emissions to 
the outside air during the collection, 
processing, packaging, or on-site trans-
porting of any asbestos-containing 

waste material, or use one of the dis-
posal methods specified in paragraphs 
(c) (1) or (2) of this section, as follows: 

(1) Use a wetting agent as follows: 
(i) Adequately mix all asbestos-con-

taining waste material with a wetting 
agent recommended by the manufac-
turer of the agent to effectively wet 
dust and tailings, before depositing the 
material at a waste disposal site. Use 
the agent as recommended for the par-
ticular dust by the manufacturer of the 
agent. 

(ii) Discharge no visible emissions to 
the outside air from the wetting oper-
ation or use the methods specified by 
§ 61.152 to clean emissions containing 
particulate asbestos material before 
they escape to, or are vented to, the 
outside air. 

(iii) Wetting may be suspended when 
the ambient temperature at the waste 
disposal site is less than ¥9.5 °C (15 °F), 
as determined by an appropriate meas-
urement method with an accuracy of ±1 
°C (±2 °F). During periods when wetting 
operations are suspended, the tempera-
ture must be recorded at least at hour-
ly intervals, and records must be re-
tained for at least 2 years in a form 
suitable for inspection. 

(2) Use an alternative emission con-
trol and waste treatment method that 
has received prior written approval by 
the Administrator. To obtain approval 
for an alternative method, a written 
application must be submitted to the 
Administrator demonstrating that the 
following criteria are met: 

(i) The alternative method will con-
trol asbestos emissions equivalent to 
currently required methods. 

(ii) The suitability of the alternative 
method for the intended application. 

(iii) The alternative method will not 
violate other regulations. 

(iv) The alternative method will not 
result in increased water pollution, 
land pollution, or occupational haz-
ards. 

(d) When waste is transported by ve-
hicle to a disposal site: 

(1) Mark vehicles used to transport 
asbestos-containing waste material 
during the loading and unloading of the 
waste so that the signs are visible. The 
markings must: 
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