
39 

Coast Guard, DHS § 72.01–25 

Subpart 72.01—Hull Structure 

§ 72.01–1 Application. 
The provisions of this subpart, with 

the exception of § 72.01–90, shall apply 
to all vessels contracted for on or after 
November 19, 1952. Vessels contracted 
for prior to November 19, 1952, shall 
meet the requirements of § 72.01–90. 

[CGD 95–028, 62 FR 51204, Sept. 30, 1997] 

§ 72.01–5 Vessels subject to load line. 
(a) For vessels assigned a load line, 

see subchapter E (Load Lines) of this 
chapter, for special requirements as to 
strength, closure of openings, etc. 

(b) [Reserved] 

§ 72.01–10 Vessels using fuel having a 
flashpoint of 110 degrees F. or 
lower. 

(a) Where liquid fuel having a 
flashpoint of 110 degrees F. or lower is 
carried for main or auxiliary machin-
ery or for starting purposes, such ma-
chinery and fuel tanks shall be in sepa-
rate vapor tight compartments sepa-
rating each from the other and from 
the remainder of the vessel. 

(b) [Reserved] 

§ 72.01–15 Structural standards. 
(a) In general, compliance with the 

standards established by the American 
Bureau of Shipping, see subpart 70.35 of 
this subchapter, will be considered sat-
isfactory evidence of the structural ef-
ficiency of the vessel. However, in spe-
cial cases, a detailed analysis of the en-
tire structure or some integral part 
may be made by the Coast Guard to de-
termine the structural requirements. 

(b) [Reserved] 

§ 72.01–20 Special consideration. 
(a) Special consideration will be 

given to the structural requirements 
for vessels, such as small vessels or 
vessels of unusual design not con-
templated by the standards established 
by the American Bureau of Shipping, 
see subpart 70.35 of this subchapter. 

(b) [Reserved] 

§ 72.01–25 Additional structural re-
quirements. 

(a) Vessels required by part 171 of 
this chapter to have subdivision bulk-

heads, double bottoms, etc. must com-
ply with the following structural re-
quirements: 

(1) Each watertight subdivision bulk-
head, whether transverse or longitu-
dinal, shall be constructed in such a 
manner that it shall be capable of sup-
porting, with a proper margin of resist-
ance, the pressure due to the maximum 
head of water which it might have to 
sustain in the event of damage to the 
vessel, but at least the pressure due to 
a head of water up to the margin line. 
The construction of the bulkheads 
shall be to the satisfaction of the Com-
mandant. 

(2) Steps and recesses in subdivision 
bulkheads shall be watertight and as 
strong as the bulkhead at the place 
where each occurs. Decks, trunks, tun-
nels, duct keels, ventilators, etc., that 
are made watertight to maintain the 
subdivision requirements for a vessel 
shall be of the same strength as the 
bulkhead at the corresponding levels. 
The means used for making them wa-
tertight and the arrangements adopted 
for closing openings in them shall be to 
the satisfaction of the Commandant. 
Watertight ventilators and trunks 
shall be carried at least up to the bulk-
head deck. 

(3) Where frames or beams pass 
through a watertight bulkhead or deck, 
such bulkhead or deck shall be made 
structurally watertight without the 
use of wood, cement, or similar mate-
rials. 

(4) Subdivision bulkheads, including 
steps, recesses, trunks, tunnels, ven-
tilators, etc., which might form part of 
such bulkheads, shall be thoroughly ex-
amined and hose tested upon comple-
tion of construction. The water pres-
sure for such tests shall be at least 30 
p.s.i. Testing of main compartments by 
filling them with water is not compul-
sory. 

(5) The forepeak, double bottoms (in-
cluding duct keels), and inner skins 
shall be tested with water to-a-head 
corresponding to the requirements of 
paragraph (a)(1) of this section upon 
completion of construction. 

(6) The watertight space enclosing 
the stern tube shall be tested by filling 
with water to-a-head up to the deepest 
subdivision load line. 
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