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§ 107.231 except § 107.231(x) and (y). The 
OCMI will insure that the MODU is in 
satisfactory condition and fit for the 
service for which it is intended. If your 
MODU passes the periodic inspection, 
the marine inspector will endorse your 
current Certificate of Inspection. 

(d) If the periodic inspection reveals 
deficiencies in your MODU’s mainte-
nance, you must make any or all re-
pairs or improvements within the time 
period specified by the OCMI. 

(e) Nothing in this subpart limits the 
marine inspector from conducting such 
tests or inspections he or she deems 
necessary to be assured of the vessel’s 
seaworthiness. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000] 

§ 107.271 Inspection: Alterations. 
After plans are approved for alter-

ations affecting the safety of the unit 
the Coast Guard conducts inspections 
of the affected— 

(a) Hull; 
(b) Machinery; or 
(c) Equipment. 

§ 107.275 Other inspections. 
When the Coast Guard receives the 

report required in § 109.411 or § 109.425, 
the Coast Guard conducts the following 
inspections of a unit to determine if 
the unit meets the requirements under 
which it was issued its original Certifi-
cate of Inspection: 

(a) An inspection after an accident. 
(b) An inspection after a defect is 

found that affects— 
(1) The seaworthiness of the unit; or 
(2) The safety or efficiency of a life-

saving device, or firefighting device. 
(c) An inspection of repairs made be-

cause of an accident or a defect. 

§ 107.279 Certificate of Inspection: 
Failure to meet requirements. 

If a unit fails to meet the require-
ments in § 107.231, the Coast Guard 
may— 

(a) Withhold issuance of an original 
Certificate of Inspection after an origi-
nal inspection for certification, until 
the unit meets the requirements in 
§ 107.231; 

(b) Withhold renewal of the Certifi-
cate of Inspection until the MODU 
meets the requirements of § 107.231, ex-
cept § 107.231(x) and (y). 

(c) Suspend a valid Certificate of In-
spection after an annual or periodic in-
spection until the MODU meets the re-
quirements of § 107.231, except 
§ 107.231(x) and (y). 

(d) Revoke a valid Certificate of In-
spection after an annual or periodic in-
spection if the unit operates without 
complying with Coast Guard orders to 
correct unlawful conditions. 

(e) Revoke or suspend an unexpired 
Certificate of Inspection; 

(f) Withhold issuance of a safety 
equipment certificate; 

(g) Withhold renewal of safety equip-
ment certificate; 

(h) Suspend an unexpired safety 
equipment certificate; 

(i) Revoke an unexpired safety equip-
ment certificate; and 

(j) Withhold, suspend, or revoke an 
exemption certificate. 

[CGD 73–251, 43 FR 56802, Dec. 4, 1978, as 
amended by USCG–1999–6216, 64 FR 53226, Oct. 
1, 1999; USCG 1999–4976, 65 FR 6504, Feb. 9, 
2000] 

§ 107.283 Certificate of Inspection: 
Conditions of validity. 

To maintain a valid Certificate of In-
spection, you must complete your an-
nual and periodic inspections within 
the periods specified in §§ 107.269 and 
107.270 and your Certificate of Inspec-
tion must be endorsed. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000] 

Subpart C—Plan Approval 

§ 107.301 Purpose. 

This subpart prescribes procedures 
for submitting plans and specifications 
for plan approval and describes the in-
formation that must be submitted. 

§ 107.305 Plans and information. 

Each applicant for approval of plans 
must submit three copies of each of the 
following described plans, specifica-
tions, and structural calculations con-
cerning the construction, arrangement, 
required equipment, and safety fea-
tures of the unit: 

GENERAL 

(a) Specifications. 
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1 The asterisk (*) indicates items that are 
approved by the American Bureau of Ship-
ping for vessels classed by it. Items approved 
by the American Bureau of Shipping are gen-
erally accepted as satisfactory unless the 
law or Coast Guard regulations contain re-
quirements that are not covered by the 
American Bureau of Shipping. 

2 This portfolio may be included in the op-
erating manual required in § 109.121. 

(b) General arrangement plan of 
decks, holds, inner bottoms, etc. in-
cluding inboard and outboard profile. 

HULL STRUCTURE 1 

(c) *Inner bottom plating and fram-
ing. 

(d) *Midship section. 
(e) *Shell plating and framing. 
(f) *Stern, stern frame, and rudder. 
(g) *Structural deck plans for 

strength decks. 
(h) *Pillars and girders. 
(i) *Watertight and oiltight bulk-

heads. 
(j) *Foundations for main machinery 

and boilers. 
(k) *Arrangement of ports, doors, and 

airports in shell plating. 
(l) *Hatch coamings and covers in 

weather and watertight decks. 
(m) *Details of hinged subdivision 

watertight doors and operating gear. 
(n) *Scuppers and drains penetrating 

shell plating. 
(o) Arrangement of cranes. 
(p) For self-elevating units, column 

stabilized units, and units with special 
hull configuration, structural calcula-
tions and plans showing special struc-
tural features. 

STABILITY 

(q) The plans and information re-
quired by Subchapter S of this chapter. 

(r) For vessels of 100 meters (328 feet) 
or more in length contracted for on or 
after September 7, 1990, a plan must be 
included which shows how visibility 
from the navigation bridge will meet 
the standards contained in § 108.801 of 
this subchapter. 

(s)–(u) [Reserved] 

FIRE CONTROL 

(v) General arrangement plans show-
ing, for each deck, the control stations, 
fire sections enclosed by fire resisting 
bulkheads, alarm and extinguishing 
systems, fire extinguishers, means of 

access to compartments and other 
decks, and the ventilation system, in-
cluding location of ventilation shut-
downs, positions of dampers, and the 
numbers identifying each system. 

(w) Ventilation diagram, including 
dampers and other fire control fea-
tures. 

(x) Details of fire alarm systems. 
(y) Details of fixed fire extinguishing 

systems. 

MARINE ENGINEERING 

(z) Plans required for marine engi-
neering equipment and systems by 
Subchapter F of this chapter. 

ELECTRICAL ENGINEERING 

(aa) Plans required for electrical en-
gineering equipment and systems by 
Subchapter J of this chapter. 

LIFE SAVING EQUIPMENT 

(bb) The location and arrangement of 
each lifesaving system including each 
embarkation deck, showing each over-
board discharge and clearances from 
projections and obstructions in the 
way of launching lifeboats, rescue 
boats, and liferafts throughout the 
range of list and trim angles required 
under part 108, subpart E of this chap-
ter. 

(cc) The design weight of each life-
boat, rescue boat, and davit-launched 
liferaft when fully equipped and loaded. 

(dd) Working loads of davits and 
winches. 

(ee) Types and sizes of falls. 
(ff) Manufacturer’s name and identi-

fication of each item of equipment. 

PERSONNEL ACCOMMODATIONS 

(gg) Arrangement plans showing each 
accommodation space, ventilation, and 
means of escape. 

CONSTRUCTION PORTFOLIO 2 

(hh) A construction portfolio must be 
prepared for each unit and must be ap-
proved by the Coast Guard. The port-
folio must document the location and 
extent of application of different 
grades and strengths of materials and 
include a description of the materials 
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and welding procedures employed and 
any other relevant construction infor-
mation. The portfolio must contain the 
following: 

(1) Structural plans showing areas in-
corporating different grades and 
strengths of materials. A simplified 
plan may be included in the portfolio if 
it adequately defines the different 
areas of application. 

(2) A list of different grades or 
strengths of material that conform to 
American Bureau of Shipping (ABS) or 
American Society of Testing and Mate-
rials (ASTM) specifications. For mate-
rials that do not conform to ABS or 
ASTM specifications, complete speci-
fications, including chemical and phys-
ical properties, special testing and any 
heat treatment. 

(3) Each approved weld procedure for 
the fabrication of each structure using 
different grades or strengths of mate-
rial and each approved weld test proce-
dure. 

(4) Information, restrictions or prohi-
bitions regarding repairs or modifica-
tions. 

OPERATING MANUAL 

(ii) The operating manual required in 
§ 109.121. If an approved manual is 
changed, only the pages affected by the 
change need be submitted if the man-
ual is bound in such a way as to allow 
old pages to be removed easily and new 
ones inserted and if the manual has a 
record of page changes. 

[CGD 73–251, 43 FR 56802, Dec. 4, 1978, as 
amended by CGD 79–023, 48 FR 51008, Nov. 4, 
1983; CGD 83–071, 52 FR 6978, Mar. 6, 1987; CGD 
85–099, 55 FR 32248, Aug. 8, 1990; CGD 88–032, 
56 FR 35826, July 29, 1991; CGD 84–069, 61 FR 
25290, May 20, 1996; 63 FR 52814, Oct. 1, 1998] 

§ 107.309 Crane plans and information. 
(a) Three copies of each of the fol-

lowing must be submitted: 
(1) Stress and arrangement diagrams, 

bill of materials, and supporting cal-
culations for all structural components 
listed in API Spec. 2C, Second Edition, 
February 1972 (with supplement 2). 

(2) Drawings of foundations and sub-
structures with supporting calcula-
tions for support and stability of each 
crane under its rated load. 

(3) Plans showing the installation of 
the safety features required in § 108.601. 

(4) Drawings of the means provided to 
stop motion and set brakes during a 
power failure. 

NOTE TO § 107.309(a)(4): These plans must be 
submitted to the Coast Guard, if the crane is 
not certified. If the crane is to be certified, 
four copies must be sent to the American Bu-
reau of Shipping or the International Cargo 
Gear Bureau, Inc. 

(b) In addition to the plans and infor-
mation required in paragraph (a), the 
following plans and information must 
be submitted to the Coast Guard only: 

(1) One line diagrams of the electrical 
power circuits of the electric power 
crane overload protection required in 
Subpart 111.50 of this chapter. 

(2) Diagrams of the hydraulic or 
pneumatic power and control systems, 
as required by Subpart 58.30–40 or 58.30– 
50 of this chapter, as applicable. 

[CGD 73–251, 43 FR 56802, Dec. 4, 1978, as 
amended by USCG–2008–0906, 73 FR 56510, 
Sept. 29, 2008] 

§ 107.317 Addresses for submittal of 
plans, specifications, and calcula-
tions. 

The copies of each plan, specifica-
tion, and calculation required under 
§ 107.305 and § 107.309 must be submitted 
to one of the following as applicable: 

(a) The Officer in Charge, Marine In-
spection, in the zone in which the unit 
is to be built or altered. 

(b) By visitors to the Commanding 
Officer, U.S. Coast Guard Marine Safe-
ty Center, 1900 Half Street, SW., Suite 
1000, Room 525, Washington, DC 20024, 
or by mail to: Commanding Officer, 
U.S. Coast Guard Marine Safety Cen-
ter, 2100 2nd St. SW., Stop 7102, Wash-
ington, DC 20593–7102, in a written or 
electronic format. Information for sub-
mitting the VSP electronically can be 
found at http://www.uscg.mil/HQ/MSC. 

(c) The American Bureau of Shipping, 
(ABS) ABS Plaza, 16855 Northchase 
Drive, Houston, TX 77060. 

NOTE: For classed vessels, the American 
Bureau of Shipping will, upon request by the 
submitter, arrange to forward the plans indi-
cated with an asterisk in § 107.305 to the 
Coast Guard indicating ABS’s action there-
on. 

(d) International Cargo Gear Bureau, 
Inc., 321 West 44th Street, New York, 
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