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Coast Guard, DHS § 131.830 

§ 131.630 Entries in official logbooks. 
On each vessel required to have an 

Official Logbook, the items required by 
46 U.S.C. 11301, as well as the items re-
quired by § 131.620, must be entered in 
the logbook. 

Subpart G—Work Vests 

§ 131.710 Approved work vests. 
Each buoyant work vest carried 

aboard must be approved under subpart 
160.053 of this chapter or, as a commer-
cial hybrid personal flotation device, 
under subpart 160.077 of this chapter. 

§ 131.720 Use. 
(a) An approved buoyant work vest is 

an item of safety apparel and may be 
carried aboard for wear by a crew mem-
ber when working near or over the 
water. 

(b) The vest may not count towards 
the vessel’s complement of lifejackets. 

(c) The vest may not be worn instead 
of a lifejacket during a drill. 

§ 131.730 Shipboard stowage. 
The master shall ensure that no work 

vest is stowed where any lifejacket is 
stowed. 

§ 131.740 Shipboard inspections. 
Each buoyant work vest must be sub-

ject to examination by a marine in-
spector, to determine its service-
ability. If found serviceable, it may 
continue in service; but no buoyant 
work vest is stamped as inspected. If 
not found serviceable, and if deter-
mined irreparable by the inspector, a 
buoyant work vest must be destroyed 
in the presence of the inspector. 

Subpart H—Markings for Fire 
Equipment and Emergency 
Equipment 

§ 131.800 General. 
(a) This section prescribes markings 

necessary for the guidance of persons 
aboard in case of an emergency. The 
markings may be modified or omitted 
if they are unnecessary, because either 
the vessel is small or particular cir-
cumstances warrant, and if the cog-
nizant OCMI approves. 

(b) Each stateroom notice, direc-
tional sign, and the like must be print-
ed in English and in other languages 
appropriate to the service of the vessel. 

(c) Where this subpart specifies red 
letters, letters of a contrasting color 
on a red background are acceptable. 

§ 131.805 General alarm bell, switch. 
The switch in the pilothouse that ac-

tivates the general alarm bell must be 
clearly and permanently identified ei-
ther by letters on a metal plate or with 
a sign in red letters on a suitable back-
ground that state the following: 
‘‘GENERAL ALARM.’’ 

§ 131.810 General alarm bell. 
Each general alarm bell must be 

identified by red letters at least 13 mil-
limeters (1⁄2-inch) high that state the 
following: ‘‘GENERAL ALARM— 
WHEN BELL RINGS GO TO YOUR 
STATION.’’ 

§ 131.815 Alarm for fixed gaseous fire- 
extinguishing system. 

Each alarm for a fixed gaseous fire- 
extinguishing system must be con-
spicuously identified, using the fol-
lowing statement: ‘‘WHEN ALARM 
SOUNDS, LEAVE AT ONCE: [CARBON 
DIOXIDE] [HALON] BEING RE-
LEASED.’’ 

§ 131.820 Branch lines of fire-extin-
guishing system. 

The valves of each branch line in the 
fire extinguishing system must be 
plainly and permanently marked, indi-
cating the spaces served. 

§ 131.825 Controls of fire-extinguishing 
system. 

Each control cabinet or space con-
taining a valve or manifold for a fire 
extinguishing system must be dis-
tinctly marked in conspicuous red let-
ters at least 50 millimeters (2 inches) 
high that state the following: ‘‘FIRE 
APPARATUS FOR [CARBON DIOX-
IDE] [HALON]’’. 

§ 131.830 Fire-hose stations. 
Each fire station must be identified 

in red letters and figures at least 50 
millimeters (2 inches) high that state 
the following: ‘‘FIRE STATION #1,’’ 
‘‘* * * 2,’’ ‘‘* * * 3,’’ and so on. Where 
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