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Subpart 167.50— 
Accommodations 

§ 167.50–1 Hospital accommodations. 

Each nautical school ship, which 
makes voyages of more than 3 days’ du-
ration between ports and carries 12 or 
more persons, shall be equipped with a 
compartment suitably separated from 
other spaces for hospital purposes, and 
such compartment shall have at least 1 
bunk for every 12 persons allowed to be 
carried: Provided, That not more than 6 
bunks shall be required in any case. 

Subpart 167.55—Special Markings 
Required 

§ 167.55–1 Draft marks and draft indi-
cating systems. 

(a) All vessels must have draft marks 
plainly and legibly visible upon the 
stem and upon the sternpost or 
rudderpost or at any place at the stern 
of the vessel as may be necessary for 
easy observance. The bottom of each 
mark must indicate the draft. 

(b) The draft must be taken from the 
bottom of the keel to the surface of the 
water at the location of the marks. 

(c) In cases where the keel does not 
extend forward or aft to the location of 
the draft marks, due to a raked stem or 
cut away skeg, the draft must be meas-
ured from a line projected from the 
bottom of the keel forward or aft, as 
the case may be, to the location of the 
draft marks. 

(d) In cases where a vessel may have 
a skeg or other appendage extending 
locally below the line of the keel, the 
draft at the end of the vessel adjacent 
to such appendage must be measured to 
a line tangent to the lowest part of 
such appendage and parallel to the line 
of the bottom of the keel. 

(e) Draft marks must be separated so 
that the projections of the marks onto 
a vertical plane are of uniform height 
equal to the vertical spacing between 
consecutive marks. 

(f) Draft marks must be painted in 
contrasting color to the hull. 

(g) In cases where draft marks are ob-
scured due to operational constraints 
or by protrusions, the vessel must be 
fitted with a reliable draft indicating 

system from which the bow and stern 
drafts can be determined. 

[CGD 89–037, 57 FR 41824, Sept. 11, 1992] 

§ 167.55–5 Marking of fire and emer-
gency equipment. 

Marking of fire and emergency appa-
ratus, watertight doors, lifeboat em-
barkation stations and direction signs, 
stateroom notices, instructions for 
changing steering gears, etc., shall be 
carried out as follows: 

(a) General alarm bell switch. The gen-
eral alarm bell switch in the pilot- 
house or fire control station shall be 
clearly marked with lettering on a 
brass plate or with a sign in red letters 
on suitable background: ‘‘General 
Alarm.’’ 

(b) General alarm bells. General alarm 
bells shall be marked in not less than 
1⁄2-inch red letters: ‘‘General Alarm— 
When Bell Rings Go to Your Station.’’ 

(c) Steam, foam or CO2 fire smothering 
apparatus. Steam, foam or CO2 fire 
smothering apparatus shall be marked 
‘‘Steam Fire Apparatus’’ or ‘‘Foam 
Fire Apparatus’’ or ‘‘CO2 Fire Appa-
ratus’’, as appropriate, in not less than 
2-inch red letters. The valves of all 
branch piping leading to the several 
compartments shall be distinctly 
marked to indicate the compartments 
or parts of the nautical school ship to 
which they lead. 

(d) Fire hose stations. At each fire 
hose valve there shall be marked in not 
less than 2-inch red letters and figures 
‘‘Fire Station 1,’’ 2, 3, etc. 

(e) Emergency squad equipment. Lock-
ers or spaces containing equipment for 
use of the emergency squad shall be 
marked ‘‘Emergency Squad Equip-
ment.’’ Lockers or spaces where oxygen 
or fresh air breathing apparatus is 
stowed shall be marked ‘‘Oxygen 
Breathing Apparatus’’ or ‘‘Fresh Air 
Breathing Apparatus,’’ as appropriate. 

(f) Fire extinguishers. Each fire extin-
guisher shall be marked with a number 
and the location where stowed shall be 
marked in corresponding numbers in 
not less than 1-inch figures. 

(g) Watertight doors. Each watertight 
door shall be numbered in at least 2- 
inch letters and figures ‘‘W.T.D. 1,’’ 2, 
3, etc. The color of the marking shall 
be in contrast to the background. All 
watertight door remote hand-closing 
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stations shall be marked in at least 2- 
inch letters and figures ‘‘W. T. D. 1,’’ 2, 
3, etc. The direction of operation of the 
lever or wheel provided to close or open 
the door at all watertight door remote 
hand-closing stations shall be marked. 
The color of the sign shall contrast 
with the background. 

(h) Instructions for changing steering 
gear. Instructions in at least 1⁄2-inch 
letters and figures shall be posted at 
each emergency steering station and in 
the steering engine room, relating in 
order, the different steps to be taken in 
changing to the emergency steering 
gear. Each clutch, gear wheel, level, 
valve, or switch which is used during 
the changeover shall be numbered or 
lettered on a brass plate or painted so 
that the markings can be recognized at 
a reasonable distance. The instructions 
shall indicate each clutch or pin to be 
‘‘in’’ or ‘‘out’’ and each valve or switch 
which is to be ‘‘opened’’ or ‘‘closed’’ in 
shifting to any means of steering for 
which the vessel is equipped. Instruc-
tions shall be included to line up all 
steering wheels and rudder amidship 
before changing gears. 

(i) Rudder orders. At all steering sta-
tions, there shall be installed a suit-
able notice on the wheel or device or at 
such other position as to be directly in 
the helmsman’s line of vision, to indi-
cate the direction in which the wheel 
or device must be turned for ‘‘right 
rudder’’ and for ‘‘left rudder.’’ 

(j) Lifesaving appliances. Each life-
saving appliance must be marked as re-
quired under subchapter W (Lifesaving 
Appliances and Arrangements) of this 
chapter. 

[CGFR 51–11, 16 FR 3218, Apr. 12, 1951, as 
amended by CGFR 54–46, 19 FR 8708, Dec. 18, 
1954; CGFR 60–36, 25 FR 10642, Nov. 5, 1960; 
CGD 73–24R, 39 FR 10139, Mar. 18, 1974; CGD 
75–040, 40 FR 58454, Dec. 17, 1975; CGD 84–069, 
61 FR 25311, May 20, 1996] 

Subpart 167.60—Certificates of 
Inspection 

§ 167.60–1 Issuance by Officer in 
Charge, Marine Inspection. 

(a) Every nautical school ship shall 
be inspected annually and if in the 
opinion of the Officer in Charge, Ma-
rine Inspection, the nautical school 
ship can be operated safely, he shall 

issue a certificate of inspection with 
the following indorsement: ‘‘Nautical 
School Ship’’ in lieu of the classifica-
tion ‘‘Passenger vessel’’, ‘‘cargo ves-
sel’’, etc. 

(b) When a nautical school ship, in 
the opinion of the Officer in Charge, 
Marine Inspection, may be navigated 
on the waters of any ocean or the Gulf 
of Mexico more than 20 nautical miles 
offshore, the route shall be designated 
on certificate of inspection as ‘‘Ocean’’. 

(c) When a nautical school ship, in 
the opinion of the Officer in Charge, 
Marine Inspection, may be navigated 
on the waters of any ocean or the Gulf 
of Mexico 20 nautical miles or less off-
shore, the route shall be designated on 
the certificate of inspection as ‘‘Coast-
wise’’. 

(d) Documented vessels of 500 gross 
tons or more, certificated for ocean or 
coastwise service, which do not comply 
with the requirements of SOLAS 74 for 
cargo vessels shall have their certifi-
cate of inspection endorsed ‘‘Domestic 
Voyages Only.’’ 

[CGFR 51–11, 16 FR 3218, Apr. 12, 1951, as 
amended by CGFR 69–127, 35 FR 9982, June 17, 
1970; CGD 90–008, 55 FR 30663, July 26, 1990] 

§ 167.60–5 Period of time for which 
valid. 

A certificate of inspection for any pe-
riod less than one year shall not be 
issued, but nothing herein shall be con-
strued as preventing the revocation or 
suspension of a certificate of inspec-
tion in case such process is authorized 
by law. 

§ 167.60–10 Exhibition of certificate of 
inspection. 

On every nautical school ship, the 
original certificate of inspection shall 
be framed under glass and posted in a 
conspicuous place. 

§ 167.60–15 Manning and persons al-
lowed to be carried. 

The Officer in Charge, Marine Inspec-
tion, shall specify in the Certificate of 
Inspection the minimum complement 
of officers and crew necessary for the 
safe navigation of the vessel and shall 
specify the total number of persons al-
lowed to be carried. 

[CGD 74–201, 41 FR 19647, May 13, 1976] 
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