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(2) The location where the under-
water survey will be accomplished. 

(3) The method to be used to accu-
rately determine the diver location rel-
ative to the hull. 

(4) The means that will be provided 
for examining through-hull fittings. 

(5) The means that will be provided 
for taking shaft bearing clearances. 

(6) The condition of the vessel, in-
cluding the anticipated draft of the 
vessel at the time of the survey. 

(7) A description of the hull protec-
tion system. 

(e) Vessels otherwise qualifying 
under paragraph (d) of this section, 
that are 15 years of age or older, may 
be considered for continued participa-
tion in or entry into the underwater 
survey program on a case-by-case basis 
if— 

(1) Before the vessel’s next scheduled 
drydocking, the owner or operator sub-
mits a request for participation or con-
tinued participation to Commandant 
(CG–543); 

(2) During the vessel’s next 
drydocking after the request is sub-
mitted, no appreciable hull deteriora-
tion is indicated as a result of a com-
plete set of hull gaugings; and 

(3) The results of the hull gauging 
and the results of the Coast Guard dry-
dock examination together with the 
recommendation of the Officer in 
Charge, Marine Inspection, are sub-
mitted to Commandant (CG–543) for 
final approval. 

(f) Each vessel which has not met 
with the applicable examination sched-
ules in paragraph (a) through (e) of this 
section because it is on a voyage, must 
undergo the required examinations 
upon completion of the voyage. 

(g) The Commandant (CG–543) may 
authorize extensions to the examina-
tion intervals specified in paragraphs 
(a) and (b) of this section. 

[CGD 84–024, 52 FR 39656, Oct. 23, 1987, as 
amended at 53 FR 32232, Aug. 24, 1988; CGD 
95–072, 60 FR 50469, Sept. 29, 1995; CGD 96–041, 
61 FR 50735, Sept. 27, 1996; CGD 95–028, 62 FR 
51220, Sept. 30, 1997; USCG–2009–0702, 74 FR 
49240, Sept. 25, 2009] 

§ 189.40–5 Notice and plans required. 
(a) The master, owner, operator, or 

agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection, 

whenever the vessel is to be drydocked 
regardless of the reason for 
drydocking. 

(b) Each vessel, except barges, that 
holds a Load Line Certificate must 
have on board a plan showing the ves-
sel’s scantlings. This plan must be 
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination, inter-
nal structural examination, or under-
water survey or whenever repairs are 
made to the vessel’s hull. 

(c) Each barge that holds a Load Line 
Certificate must have a plan showing 
the barge’s scantlings. The plan need 
not be maintained on board the barge 
but must be made available to the 
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination, internal structural exam-
ination, or underwater survey or when-
ever repairs are made to the barge’s 
hull. 

[CGD 84–024, 52 FR 39657, Oct. 23, 1987] 

Subpart 189.43—Integral Fuel Oil 
Tank Examinations 

§ 189.43–1 When required. 

(a) Each fuel oil tank with at least 
one side integral to the vessel’s hull 
and located within the hull (‘‘integral 
fuel oil tank’’) is subject to inspection 
as provided in this section. The owner 
or operator of the vessel shall have the 
tanks cleaned out and gas freed as nec-
essary to permit internal examination 
of the tank or tanks designated by the 
marine inspector. The owner or oper-
ator shall arrange for an examination 
of the fuel tanks of each vessel during 
an internal structural examination at 
intervals not to exceed five years. 

(b) Integral non-double-bottom fuel 
oil tanks need not be cleaned out and 
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory. 

(c) Double-bottom fuel oil tanks on 
vessels less than 10 years of age need 
not be cleaned out and internally ex-
amined if the marine inspector is able 
to determine by external examination 
that the general condition of the tanks 
is satisfactory. 
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(d) All double-bottom fuel oil tanks 
on vessels 10 years of age or older but 
less than 15 years of age need not be 
cleaned out and internally examined if 
the marine inspector is able to deter-
mine by internal examination of at 
least one forward double-bottom fuel 
oil tank, and by external examination 
of all other double-bottom fuel oil 
tanks on the vessel, that the general 
condition of the tanks is satisfactory. 

(e) All double-bottom fuel oil tanks 
on vessels 15 years of age or older need 
not be cleaned out and internally ex-
amined if the marine inspector is able 
to determine by internal examination 
of at least one forward, one amidships, 
and one aft double-bottom fuel oil 
tank, and by external examination of 
all other double-bottom fuel oil tanks 
on the vessel, that the general condi-
tion of the tanks is satisfactory. 

[CGD 84–024, 52 FR 39657, Oct. 23, 1987, as 
amended at 53 FR 32232, Aug. 24, 1988] 

Subpart 189.45—Repairs and 
Alterations 

§ 189.45–1 Notice required. 

(a) No repairs or alterations affecting 
the stability or safety of the vessel 
with regard to the hull, machinery, and 
equipment shall be made without the 
knowledge of the Officer in Charge, 
Marine Inspection. 

(b) Drawings of alterations shall be 
approved before work is started unless 
deemed unnecessary by the Officer in 
Charge, Marine Inspection. 

(c) Drawings will not be required for 
repairs in kind. 

(d) Notice is not required for repairs 
or alterations to scientific equipment 
where the stability or safety of the ves-
sel with regard to the hull and machin-
ery or equipment is not affected. 

§ 189.45–5 Inspection required. 

(a) An inspection, either general or 
partial depending upon the cir-
cumstances, shall be made whenever 
any important repairs or alterations 
are undertaken. 

Subpart 189.50—Special 
Operating Requirements 

§ 189.50–1 Inspection and testing re-
quired when making alterations, re-
pairs, or other such operations in-
volving riveting, welding, burning, 
or like fire-producing actions. 

(a) The provisions of ‘‘Standard for 
the Control of Gas Hazards on Vessels 
To Be Repaired,’’ NFPA No. 306, pub-
lished by National Fire Protection As-
sociation, 1 Batterymarch Park, Quin-
cy, MA 02269, shall be used as a guide in 
conducting the inspections and 
issuance of certificates required by this 
section. 

(b) Until an inspection has been made 
to determine that such operation can 
be undertaken with safety, no alter-
ations, repairs, or other such oper-
ations involving riveting, burning, 
welding, or like fire-producing actions 
shall be made: 

(1) Within or on the boundaries of 
tanks which have been used to carry 
combustible liquids or chemicals; or, 

(2) Within spaces adjacent to tanks 
which have been used to carry Grade D 
combustible liquids, except where the 
distance between such tanks and the 
work to be performed is not less than 
twenty-five (25) feet; or, 

(3) Within or on the boundaries of 
fuel tanks; or, 

(4) Within or on the boundaries of 
tanks carrying Grade B or Grade C 
flammable liquids or within spaces ad-
jacent to such tanks; or, 

(5) To pipelines, heat coils, pumps, 
fittings, or other appurtenances con-
nected to such fuel tanks. 

(c) Such inspections shall be made 
and evidenced as follows: 

(1) In ports or places in the United 
States or its territories and possessions 
the inspection shall be made by a ma-
rine chemist certificated by the Na-
tional Fire Protection Association; 
however, if the services of such cer-
tified marine chemist are not reason-
ably available, the Officer in Charge, 
Marine Inspection, upon the rec-
ommendation of the vessel owner and 
his contractor or their representative 
shall select a person who, in the case of 
an individual vessel, shall be author-
ized to make such inspection. If the in-
spection indicates that such operations 
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