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§ 25.283 End-of-life disposal. 
(a) Geostationary orbit space stations. 

Unless otherwise explicitly specified in 
an authorization, a space station au-
thorized to operate in the geo-
stationary satellite orbit under this 
part shall be relocated, at the end of its 
useful life, barring catastrophic failure 
of satellite components, to an orbit 
with a perigee with an altitude of no 
less than: 

36,021 km + (1000·CR·A/m) 

where CR is the solar pressure radiation coef-
ficient of the spacecraft, and A/m is the Area 
to mass ratio, in square meters per kilo-
gram, of the spacecraft. 

(b) A space station authorized to op-
erate in the geostationary satellite 
orbit under this part may operate 
using its authorized tracking, telem-
etry and control frequencies, and out-
side of its assigned orbital location, for 
the purpose of removing the satellite 
from the geostationary satellite orbit 
at the end of its useful life, provided 
that the conditions of paragraph (a) of 
this section are met, and on the condi-
tion that the space station’s tracking, 
telemetry and control transmissions 
are planned so as to avoid electrical in-
terference to other space stations, and 
coordinated with any potentially af-
fected satellite networks. 

(c) All space stations. Upon completion 
of any relocation authorized by para-
graph (b) of this section, or any reloca-
tion at end-of-life specified in an au-
thorization, or upon a spacecraft other-
wise completing its authorized mission, 
a space station licensee shall ensure, 
unless prevented by technical failures 
beyond its control, that all stored en-
ergy sources on board the satellite are 
discharged, by venting excess propel-
lant, discharging batteries, relieving 
pressure vessels, and other appropriate 
measures. 

(d) The minimum perigee require-
ment of paragraph (a) of this section 
shall not apply to space stations 
launched prior to March 18, 2002. 

[69 FR 54588, Sept. 9, 2004] 

§ 25.284 Emergency Call Center Serv-
ice. 

(a) Providers of mobile satellite serv-
ice to end-user customers (part 25, sub-

parts A–D) must provide Emergency 
Call Center service to the extent that 
they offer real-time, two way switched 
voice service that is interconnected 
with the public switched network and 
utilize an in-network switching facility 
which enables the provider to reuse fre-
quencies and/or accomplish seamless 
hand-offs of subscriber calls. Emer-
gency Call Center personnel must de-
termine the emergency caller’s phone 
number and location and then transfer 
or otherwise redirect the call to an ap-
propriate public safety answering 
point. Providers of mobile satellite 
services that utilize earth terminals 
that are not capable of use while in 
motion are exempt from providing 
Emergency Call Center service for such 
terminals. 

(b) Beginning February 11, 2005, each 
mobile satellite service carrier that is 
subject to the provisions of paragraph 
(a) of this section must maintain 
records of all 911 calls received at its 
emergency call center. Beginning Octo-
ber 15, 2005, and on each following Oc-
tober 15, mobile satellite service car-
riers providing service in the 1.6/2.4 
GHz and 2 GHz bands must submit a re-
port to the Commission regarding their 
call center data, current as of Sep-
tember 30 of that year. Beginning June 
30, 2006, and on each following June 30, 
mobile satellite service carriers pro-
viding service in bands other than 1.6/ 
2.4 GHz and 2 GHz must submit a report 
to the Commission regarding their call 
center data, current as of May 31 of 
that year. These reports must include, 
at a minimum, the following: 

(1) The name and address of the car-
rier, the address of the carrier’s emer-
gency call center, and emergency call 
center contact information; 

(2) The aggregate number of calls re-
ceived by the call center each month 
during the relevant reporting period; 

(3) An indication of how many calls 
received by the call center each month 
during the relevant reporting period re-
quired forwarding to a public safety an-
swering point and how many did not 
require forwarding to a public safety 
answering point. 

[69 FR 6582, Feb. 11, 2004, as amended at 69 
FR 54042, Sept. 7, 2004] 

Subpart E [Reserved] 
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