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47 CFR Ch. I (10–1–10 Edition) § 73.827 

FM channel num-
ber 

Class LP100 
LP100 to TV chan-

nel 6 (km) 

Class LP10 to TV 
channel 6 (km) 

209 133 131 
210 133 131 
211 133 131 
212 132 131 
213 132 131 
214 132 130 
215 131 130 
216 131 130 
217 131 130 
218 131 130 
219 130 130 
220 130 130 

(b) LPFM stations will be authorized 
on Channels 201 through 220 only if the 
pertinent minimum separation dis-
tances in the following table are met 
with respect to all low power TV, TV 
translator, and Class A TV stations au-
thorized on TV Channel 6. 

FM channel num-
ber 

Class LP100 to 
LPTV channel 6 

(km) 

Class PL10 to 
LPTV channel 6 

(km) 

201 98 93 
202 97 92 
203 95 91 
204 94 91 
205 93 90 
206 91 90 
207 91 89 
208 91 89 
209 91 89 
210 91 89 
211 91 89 
212 90 89 
213 90 89 
214 90 89 
215 90 89 
216 89 89 
217 89 89 
218 89 89 
219 89 89 
220 89 88 

[65 FR 67303, Nov. 9, 2000] 

§ 73.827 Interference to the input sig-
nals of FM translator or FM booster 
stations. 

(a) An authorized LPFM station will 
not be permitted to continue to oper-
ate if an FM translator or FM booster 
station demonstrates that the LPFM 
station is causing actual interference 
to the FM translator or FM booster 
station’s input signal, provided that 
the same input signal was in use at the 
time the LPFM station was authorized. 

(b) Complaints of actual interference 
by an LPFM station subject to para-
graph (a) of this section must be served 
on the LPFM licensee and the Federal 
Communications Commission, atten-

tion Audio Services Division. The 
LPFM station must suspend operations 
upon the receipt of such complaint un-
less the interference has been resolved 
to the satisfaction of the complainant 
on the basis of suitable techniques. 
Short test transmissions may be made 
during the period of suspended oper-
ation to check the efficacy of remedial 
measures. An LPFM station may only 
resume full operation at the direction 
of the Federal Communications Com-
mission. If the Commission determines 
that the complainant has refused to 
permit the LPFM station to apply re-
medial techniques that demonstrably 
will eliminate the interference without 
impairment of the original reception, 
the licensee of the LPFM station is ab-
solved of further responsibility for the 
complaint. 

[65 FR 67303, Nov. 9, 2000] 

§ 73.840 Operating power and mode 
tolerances. 

The transmitter power output (TPO) 
of an LPFM station must be deter-
mined by the procedures set forth in 
§ 73.267 of this part. The operating TPO 
of an LPFM station with an authorized 
TPO of more than ten watts must be 
maintained as near as practicable to 
its authorized TPO and may not be less 
than 90% of the minimum TPO nor 
greater than 105% of the maximum au-
thorized TPO. An LPFM station with 
an authorized TPO of ten watts or less 
may operate with less than the author-
ized power, but not more than 105% of 
the authorized power. 

§ 73.845 Transmission system oper-
ation. 

Each LPFM licensee is responsible 
for maintaining and operating its 
broadcast station in a manner that 
complies with the technical rules set 
forth elsewhere in this part and in ac-
cordance with the terms of the station 
authorization. In the event that an 
LPFM station is operating in a manner 
that is not in compliance with the 
technical rules set forth elsewhere in 
this part or the terms of the station 
authorization, broadcast operation 
must be terminated within three hours. 
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