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statement of eligibility, facility identi-
fication number of the associated 
broadcast station (if any), type and 
manufacturer of equipment, power out-
put, emission, frequency or frequencies 
proposed to be used, commencement 
and termination date, location of pro-
posed operation, and purpose for which 
request is made including any par-
ticular justification. 

(d) A request for special temporary 
authority shall specify a frequency 
band consistent with the provisions of 
§ 74.802: Provided, That, in the case of 
events of wide-spread interest and im-
portance which cannot be transmitted 
successfully on these frequencies, fre-
quencies assigned to other services 
may be requested upon a showing that 
operation thereon will not cause inter-
ference to established stations: And 
provided further, In no case will oper-
ation of a low power auxiliary broad-
cast station be authorized on fre-
quencies employed for the safety of life 
and property. 

(e) The user shall have full control 
over the transmitting equipment dur-
ing the period it is operated. 

(f) Special temporary authority to 
permit operation of low power auxil-
iary stations pending Commission ac-
tion on an application for regular au-
thority will not normally be granted. 

[42 FR 14729, Mar. 16, 1977, as amended at 47 
FR 9221, Mar. 4, 1982; 47 FR 55939, Dec. 14, 
1982; 58 FR 19776, Apr. 16, 1993; 68 FR 12772, 
Mar. 17, 2003] 

§ 74.851 Certification of equipment; 
prohibition on manufacture, im-
port, sale, lease, offer for sale or 
lease, or shipment of devices that 
operate in the 700 MHz Band; label-
ing for 700 MHz band equipment 
destined for non-U.S. markets; dis-
closure for the core TV bands. 

(a) Applications for new low power 
auxiliary stations will not be accepted 
unless the transmitting equipment 
specified therein has been certificated 
for use pursuant to provisions of this 
subpart. 

(b) Any manufacturer of a trans-
mitter to be used in this service may 
apply for certification for such trans-
mitter following the certification pro-
cedure set forth in part 2 of the Com-
mission’s Rules and Regulations. At-
tention is also directed to part 1 of the 

Commission’s Rules and Regulations 
which specifies the fees required when 
filing an application for certification. 

(c) An applicant for a low power aux-
iliary station may also apply for cer-
tification for an individual transmitter 
by following the certification proce-
dure set forth in part 2 of the Commis-
sion’s Rules and Regulations. The ap-
plication for certification must be ac-
companied by the proper fees as pre-
scribed in part 1 of the Commission’s 
Rules and Regulations. 

(d) Low power auxiliary station 
equipment authorized to be used pursu-
ant to an application accepted for fil-
ing prior to December 1, 1977 may con-
tinue to be used by the licensee or its 
successors or assignees: Provided, how-
ever, If operation of such equipment 
causes harmful interference due to its 
failure to comply with the technical 
standards set forth in this subpart, the 
Commission may, at its discretion, re-
quire the licensee to take such correc-
tive action as is necessary to eliminate 
the interference. 

(e) Each instrument of authority 
which permits operation of a low power 
auxiliary station using equipment 
which has not been certificated will 
specify the particular transmitting 
equipment which the licensee is au-
thorized to use. 

(f) All transmitters marketed for use 
under this subpart shall be certificated 
by the Federal Communications Com-
mission for this purpose. (Refer to sub-
part I of part 2 of the Commission’s 
rules and regulations.) 

(g) No person shall manufacture, im-
port, sell, lease, offer for sale or lease, 
or ship low power auxiliary stations 
that are capable of operating in the 700 
MHz band (698–806 MHz). This prohibi-
tion does not apply to devices manufac-
tured solely for export. 

(h) Any person who manufactures, 
sells, leases, or offers for sale or lease 
low power auxiliary stations, including 
wireless microphones, that are destined 
for non-U.S. markets and that are ca-
pable of operating in the 700 MHz band 
shall include labeling and make clear 
in all sales, marketing, and packaging 
materials, including online materials, 
relating to such devices that the de-
vices cannot be operated in the U.S. 

VerDate Mar<15>2010 10:45 Nov 16, 2010 Jkt 220203 PO 00000 Frm 00524 Fmt 8010 Sfmt 8010 Y:\SGML\220203.XXX 220203W
R

ei
er

-A
vi

le
s 

on
 D

S
K

G
B

LS
3C

1P
R

O
D

 w
ith

 C
F

R



515 

Federal Communications Commission § 74.861 

(i) Any person, whether such person 
is a wholesaler or a retailer, who man-
ufactures, sells, leases, or offers for 
sale or lease low power auxiliary sta-
tions that operate in the core TV bands 
(channels 2–51, excluding channel 37) is 
subject to the disclosure requirements 
in § 15.216 of this chapter. 

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155) 

[42 FR 14729, Mar. 16, 1977, as amended at 42 
FR 43637, Aug. 22, 1977; 43 FR 13576, Mar. 31, 
1978; 63 FR 36605, July 7, 1998; 75 FR 3639, Jan. 
22, 2010] 

§ 74.852 Equipment changes. 

(a) The licensee of a low power auxil-
iary station may make any changes in 
the equipment that are deemed desir-
able or necessary, including replace-
ment with certificated equipment, 
without prior Commission approval: 
Provided, The proposed changes will not 
depart from any of the terms of the 
station authorization or the Commis-
sion’s technical rules governing this 
service: And provided further, That any 
changes made to certificated trans-
mitted equipment shall be in compli-
ance with the provisions of part 2 of 
the Commission’s rules and regulations 
concerning modification of certificated 
equipment. 

(b) Any equipment changes made pur-
suant to paragraph (a) of this section 
shall be set forth in the next applica-
tion for renewal of license. 

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155) 

[42 FR 14729, Mar. 16, 1977, as amended at 43 
FR 13576, Mar. 31, 1978; 63 FR 36605, July 7, 
1998] 

§ 74.861 Technical requirements. 

(a) Transmitter power is the power at 
the transmitter output terminals and 
delivered to the antenna, antenna 
transmission line, or any other imped-
ance-matched, radio frequency load. 
For the purpose of this subpart, the 
transmitter power is the carrier power. 

(b) Each authorization for a new low 
power auxiliary station shall require 
the use of certificated equipment. Such 
equipment shall be operated in accord-
ance with the emission specifications 
included in the certification grant and 
as prescribed in paragraphs (c) through 
(e) of this section. 

(c) Low power auxiliary transmitters 
not required to operate on specific car-
rier frequencies shall operate suffi-
ciently within the authorized fre-
quency band edges to insure the emis-
sion bandwidth falls entirely within 
the authorized band. 

(d) For low power auxiliary stations 
operating in the bands other than 
those allocated for TV broadcasting, 
the following technical requirements 
are imposed. 

(1) The maximum transmitter power 
which will be authorized is 1 watt. Li-
censees may accept the manufacturer’s 
power rating; however, it is the licens-
ee’s responsibility to observe specified 
power limits. 

(2) If a low power auxiliary station 
employs amplitude modulation, modu-
lation shall not exceed 100 percent on 
positive or negative peaks. 

(3) The occupied bandwidth shall not 
be greater than that necessary for sat-
isfactory transmission and, in any 
event, an emission appearing on any 
discrete frequency outside the author-
ized band shall be attenuated, at least, 
43+10 log10 (mean output power, in 
watts) dB below the mean output 
power of the transmitting unit. 

(e) For low power auxiliary stations 
operating in the bands allocated for TV 
broadcasting, the following technical 
requirements apply: 

(1) The power of the measured 
unmodulated carrier power at the out-
put of the transmitter power amplifier 
(antenna input power) may not exceed 
the following: 

(i) 54–72, 76–88, and 174–216 MHz 
bands—50 mW 

(ii) 470–608 and 614–698 MHz bands—250 
mW 

(2) Transmitters may be either crys-
tal controlled or frequency syn-
thesized. 

(3) Any form of modulation may be 
used. A maximum deviation of ±75 kHz 
is permitted when frequency modula-
tion is employed. 

(4) The frequency tolerance of the 
transmitter shall be 0.005 percent. 

(5) The operating bandwidth shall not 
exceed 200 kHz. 

(6) The mean power of emissions shall 
be attenuated below the mean output 
power of the transmitter in accordance 
with the following schedule: 
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