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up to and including 250% of the author-
ized bandwidth: As specified by the fol-
lowing equation but in no event less 
than 11 dB. 

A = 11 + 0.4 (P ¥ 50) + 10 log10 B 

where: 

A=Attenuation (in dB) below the mean out-
put power level. 

P=Percent removed from the carrier fre-
quency. 

B=Authorized bandwidth in MHz. 

[Attenuation greater than 56 decibels 
is not required.] 

(ii) In any 4 kHz band, the center fre-
quency of which is removed from the 
assigned frequency by more than 250% 
of the authorized bandwidth: At least 
43=10 log10 (mean output power in 
watts) dB, or 80 dB, whichever is the 
lesser attenuation. 

(3) Amplitude Modulation: 
For vestigial sideband AM video: On 

any frequency removed from the center 
frequency of the authorized band by 
more than 50%: at least 50 dB below 
peak power of the emission. 

(d) In the event that interference to 
other stations is caused by emissions 
outside the authorized channel, the 
Commission may require greater at-
tenuation than that specified in para-
graph (b) of this section. 

(e) The maximum bandwidth that 
will be authorized per frequency as-
signment is set out in the table that 
follows. Regardless of the maximum 
authorized bandwidth specified for 
each frequency band, the Commission 
reserves the right to issue a license for 
less than the maximum bandwidth if it 
appears that a bandwidth less than the 
maximum would be sufficient to sup-
port an applicant’s intended commu-
nications. 

Frequency band (MHz) 
Maximum author-
ized band-width 

(MHz) 

1,990 to 2,110 ......................................... 17 or 18.1 
6,425 to 6,525 ......................................... 8 or 25. 
6,875 to 7,125 ......................................... 25. 
12,700 to 13,250 ..................................... 25. 
17,700 to 19,700 ..................................... 80. 

1 After a licensee has been relocated in accordance with 
§ 78.40, the maximum authorized bandwidth in the frequency 
band 2025 to 2010 MHz will be 12 megahertz. 

[37 FR 3292, Feb. 12, 1972, as amended at 37 
FR 15927, Aug. 8, 1972; 38 FR 16648, June 25, 
1973; 39 FR 26025, July 16, 1974; 48 FR 50736, 
Nov. 3, 1983; 49 FR 37779, Sept. 26, 1984; 52 FR 
7145, Mar. 9, 1987; 65 FR 48182, Aug. 7, 2000; 68 
FR 12776, Mar. 17, 2003; 68 FR 68253, Dec. 8, 
2003] 

§ 78.104 Authorized bandwidth and 
emission designator. 

(a) The authorized bandwidth per-
mitted to be used by a CARS station 
and specified in the station license 
shall be the occupied or necessary 
bandwidth, whichever is greater, ex-
cept when otherwise authorized by the 
Commission in accordance with para-
graph (b) of this section. 

(b) As an exception to the provision 
of paragraph (a) of this section, the 
Commission may approve requests to 
base the authorized bandwidth for the 
station on the lesser of the occupied or 
necessary bandwidth where a persua-
sive showing is made that: 

(1) The frequency stability of the 
transmitting equipment to be used will 
permit compliance with § 78.103(b)(1) 
and, additionally, will permit 99 per-
cent of the total radiated power to be 
kept within the frequency limits of the 
assigned channel. 

(c) The emission designator shall be 
specified in terms of the necessary 
bandwidth. (See § 2.201(a) of this chap-
ter.) 

[39 FR 26025, July 16, 1974, as amended at 45 
FR 78694, Nov. 26, 1980] 

§ 78.105 Antenna systems. 
(a) For fixed stations operating in 

the 12.7–13.2 GHz and 17.7–19.7 GHz 
bands, the following standards apply: 

(1) Fixed CARS stations shall use di-
rectional antennas that meet the per-
formance standards indicated in the 
following table. 

(i) Stations must employ an antenna 
that meets the performance standards 
for Category B. In areas subject to fre-
quency congestion, where proposed fa-
cilities would be precluded by contin-
ued use of a Category B antenna, a Cat-
egory A antenna must be employed. 
The Commission may require the use of 
a high performance antenna where in-
terference problems can be resolved by 
the use of such antennas. 

(ii) Upon adequate showing of need to 
serve a larger sector, or more than a 

VerDate Mar<15>2010 10:45 Nov 16, 2010 Jkt 220203 PO 00000 Frm 00776 Fmt 8010 Sfmt 8010 Y:\SGML\220203.XXX 220203W
R

ei
er

-A
vi

le
s 

on
 D

S
K

G
B

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-26T12:09:55-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




