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months of the date of receipt of the 
LMDS application. 

(iii) If said non-GSO MSS licensee ap-
plication is filed later than six months 
after certification to the Commission, 
the LMDS and non-GSO MSS entities 
shall still cooperate fully and make 
reasonable efforts to resolve technical 
problems, but the LMDS licensee shall 
not be obligated to re-engineer its pro-
posal or make changes to its system. 

(4) LMDS licensees or applicants pro-
posing to operate hub stations on fre-
quencies in the 29.1–29.25 GHz band at 
locations outside of the 100 largest 
MSAs or within a distance of 150 nau-
tical miles from a set of geographic co-
ordinates specified under paragraph 
(c)(2) or (c)(3)(i) of this section shall 
serve copies of their applications on all 
non-GSO MSS applicants, permitees or 
licensees meeting the criteria specified 
in § 25.257(a). Non-GSO MSS licensees 
or applicants shall serve copies of their 
feeder link earth station applications, 
after the LMDS auction, on any LMDS 
applicant or licensee within a distance 
of 150 nautical miles from the geo-
graphic coordinates that it specified 
under paragraph (c)(2) or (c)(3)(i) of 
this section. Any necessary coordina-
tion shall commence upon notification 
by the party receiving an application 
to the party who filed the application. 
The results of any such coordination 
shall be reported to the Commission 
within sixty days. The non-GSO MSS 
earth station licensee shall also pro-
vide all such LMDS licensees with a 
copy of its channel plan. 

(z) 71,000–76,000 MHz; 81,000–86,000 
MHz; 92,000–94,000 MHz; 94,100–95,000 
MHz. (1) Those applicants who are ap-
proved in accordance with FCC Form 
601 will each be granted a single, non- 
exclusive nationwide license. Site-by- 
site registration is on a first-come, 
first-served basis. Registration will be 
in the Universal Licensing System 
until the Wireless Telecommunications 
Bureau announces by public notice, the 
implementation of a third-party data-
base. See 47 CFR 101.1523. Links may 
not operate until NTIA approval is re-
ceived. Licensees may use these bands 
for any point-to-point non-broadcast 
service. 

(2) Prior links shall be protected 
using the interference protection cri-

teria set forth in section 101.105. For 
transmitters employing digital modu-
lation techniques and operating in the 
71,000–76,000 MHz or 81,000–86,000 MHz 
bands, the licensee must construct a 
system that meets a minimum bit rate 
of 0.125 bits per second per Hertz of 
bandwidth. For transmitters that oper-
ate in the 92,000–94,000 MHz or 94,100– 
95,000 MHz bands, licensees must con-
struct a system that meets a minimum 
bit rate of 1.0 bit per second per Hertz 
of bandwidth. If it is determined that a 
licensee has not met these loading re-
quirements, then the database will be 
modified to limit coordination rights 
to the spectrum that is loaded and the 
licensee will lose protection rights on 
spectrum that has not been loaded. 

[61 FR 26677, May 28, 1996] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 101.147, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

§ 101.149 Special requirements for op-
eration in the band 38,600–40,000 
MHz 

Assigned frequency channels in the 
band 38,600–40,000 MHz may be sub-
divided and used anywhere in the au-
thorized service area, subject to the 
following terms and conditions: 

(a) No interference may be caused to 
a previously existing station operating 
in another authorized service area; 

(b) Each operating station must have 
posted a copy of the service area au-
thorization; and 

(c) The antenna structure height em-
ployed at any location may not exceed 
the criteria set forth in § 17.7 of this 
chapter unless, in each instance, au-
thorization for use of a specific max-
imum antenna structure for each loca-
tion has been obtained from the FAA 
prior to the erection of the antenna. 

§ 101.151 Use of signal boosters. 
Private operational-fixed licensees 

authorized to operate multiple address 
systems in the 928–929/952–960 MHz and 
932–932.5/941–941.5 MHz bands may em-
ploy signal boosters at fixed locations 
in accordance with the following cri-
teria: 

(a) The amplified signal is retrans-
mitted only on the exact frequency(ies) 
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