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Federal Communications Commission § 80.1131 

codeloflfederallregulations/ 
ibrllocations.html. The ITU-R Rec-
ommendation can be purchased from 
the International Telecommunication 
Union (ITU), Place des Nations, CH– 
1211 Geneva 20, Switzerland. 

(d) In addition to 156.8 MHz and 2182 
kHz, the frequencies 3023 kHz, 4125 kHz, 
5680 kHz, 123.1 MHz and 156.3 MHz may 
be used for ship-to-aircraft on-scene 
communications. 

(e) The selection or designation of 
on-scene frequencies is the responsi-
bility of the unit coordinating search 
and rescue operations. Normally, once 
an on-scene frequency is established, a 
continuous aural or teleprinter watch 
is maintained by all participating on- 
scene mobile units on the selected fre-
quency. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46981, Aug. 7, 2003] 

§ 80.1129 Locating and homing signals. 
(a) Locating signals are radio trans-

missions intended to facilitate the 
finding of a mobile unit in distress or 
the location of survivors. These signals 
include those transmitted by searching 
units and those transmitted by the mo-
bile unit in distress, by survival craft, 
by float-free EPIRBS, by satellite 
EPRIBs, and by search and rescue 
radar transponders to assist the 
searching units. 

(b) Homing singnals are those locat-
ing signals which are transmitted by 
mobile units in distress, or by survival 
craft, for the purpose of providing 
searching units with a signal that can 
be used to determine the bearing to the 
transmitting stations. 

(c) Locating signals may be trans-
mitted in the following frequency 
bands: 117.975–136 MHz, 121.5 MHz, 156– 
174 MHz, 406–406.1 MHz, and 9200–9500 
MHz. 

(d) The 9 GHz locating signals must 
be in accordance with ITU-R Rec-
ommendation M.628–3, ‘‘Technical 
Characteristics for Search and Rescue 
Radar Transponders,’’ with Annexes, 
1994, as specified in § 80.1101. ITU-R 
Recommendation M.628–3 with Annexes 
is incorporated by reference. The Di-
rector of the Federal Register approves 
this incorporation by reference in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Copies of this standard can be 

inspected at the Federal Communica-
tions Commission, 445 12th Street, SW., 
Washington, DC (Reference Informa-
tion Center) or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. The ITU-R Rec-
ommendation can be purchased from 
the International Telecommunication 
Union (ITU), Place des Nations, CH– 
1211 Geneva 20, Switzerland. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46981, Aug. 7, 2003] 

§ 80.1131 Transmissions of urgency 
communications. 

(a) In a terrestrial system the an-
nouncement of the urgency message 
must be made on one or more of the 
distress and safety calling frequencies 
specified in § 80.1077 using digital selec-
tive calling and the urgency call for-
mat. A separate announcement need 
not be made if the urgency message is 
to be transmitted through the mari-
time mobile-satellite service. 

(b) The urgency signal and message 
must be transmitted on one or more of 
the distress and safety traffic fre-
quencies specified in § 80.1077, or via the 
maritime mobile-satellite service or on 
other frequencies used for this purpose. 

(c) The urgency signal consists of the 
words PAN PAN. In radiotelephony 
each word of the group must be pro-
nounced as the French word ‘‘panne’’. 

(d) The urgency call format and the 
urgency signal indicate that the call-
ing station has a very urgent message 
to transmit concerning the safety of a 
mobile unit or a person. 

(e) In radiotelephony, the urgency 
message must be preceded by the ur-
gency signal, repeated three times, and 
the identification of the transmitting 
station. 

(f) In narrow-band direct-printing, 
the urgency message must be preceded 
by the urgency signal and the identi-
fication of the transmitting station. 

(g) The urgency call format or ur-
gency signal must be sent only on the 
authority of the master or the person 
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