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placarding otherwise conforms to the 
requirements of this subpart. 

[Amdt. 172–123, 55 FR 52599, Dec. 21, 1990, as 
amended at 56 FR 66259, Dec. 20, 1991; Amdt. 
172–151, 62 FR 1230, Jan. 8, 1997; 62 FR 39389 
and 39407, July 22, 1997; 66 FR 8647, Feb. 1, 
2001; 66 FR 33426, June 21, 2001; 67 FR 53137, 
Aug. 14, 2002; 68 FR 75741, Dec. 31, 2003] 

§ 172.503 Identification number dis-
play on placards. 

For procedures and limitations per-
taining to the display of identification 
numbers on placards, see § 172.334. 

[Amdt. 172–58, 45 FR 34701, May 22, 1980] 

§ 172.504 General placarding require-
ments. 

(a) General. Except as otherwise pro-
vided in this subchapter, each bulk 
packaging, freight container, unit load 
device, transport vehicle or rail car 
containing any quantity of a hazardous 
material must be placarded on each 
side and each end with the type of plac-
ards specified in tables 1 and 2 of this 
section and in accordance with other 
placarding requirements of this sub-
part, including the specifications for 
the placards named in the tables and 
described in detail in §§ 172.519 through 
172.560. 

(b) DANGEROUS placard. A freight 
container, unit load device, transport 
vehicle, or rail car which contains non- 
bulk packages with two or more cat-
egories of hazardous materials that re-
quire different placards specified in 
table 2 of paragraph (e) of this section 
may be placarded with a DANGEROUS 
placard instead of the separate 
placarding specified for each of the ma-
terials in table 2 of paragraph (e) of 

this section. However, when 1,000 kg 
(2,205 pounds) aggregate gross weight 
or more of one category of material is 
loaded therein at one loading facility 
on a freight container, unit load de-
vice, transport vehicle, or rail car, the 
placard specified in table 2 of para-
graph (e) of this section for that cat-
egory must be applied. 

(c) Exception for less than 454 kg (1,001 
pounds). Except for bulk packagings 
and hazardous materials subject to 
§ 172.505, when hazardous materials cov-
ered by table 2 of this section are 
transported by highway or rail, plac-
ards are not required on— 

(1) A transport vehicle or freight con-
tainer which contains less than 454 kg 
(1001 pounds) aggregate gross weight of 
hazardous materials covered by table 2 
of paragraph (e) of this section; or 

(2) A rail car loaded with transport 
vehicles or freight containers, none of 
which is required to be placarded. 

The exceptions provided in paragraph 
(c) of this section do not prohibit the 
display of placards in the manner pre-
scribed in this subpart, if not otherwise 
prohibited (see § 172.502), on transport 
vehicles or freight containers which 
are not required to be placarded. 

(d) Exception for empty non-bulk pack-
ages. Except for hazardous materials 
subject to § 172.505, a non-bulk pack-
aging that contains only the residue of 
a hazardous material covered by Table 
2 of paragraph (e) of this section need 
not be included in determining 
placarding requirements. 

(e) Placarding tables. Placards are 
specified for hazardous materials in ac-
cordance with the following tables: 

TABLE 1 

Category of material (Hazard class or division number 
and additional description, as appropriate) Placard name 

Placard de-
sign section 

reference 
(§ ) 

1.1 .................................................................................... EXPLOSIVES 1.1 ............................................................ 172.522 
1.2 .................................................................................... EXPLOSIVES 1.2 ............................................................ 172.522 
1.3 .................................................................................... EXPLOSIVES 1.3 ............................................................ 172.522 
2.3 .................................................................................... POISON GAS .................................................................. 172.540 
4.3 .................................................................................... DANGEROUS WHEN WET ............................................ 172.548 
5.2 (Organic peroxide, Type B, liquid or solid, tempera-

ture controlled).
ORGANIC PEROXIDE .................................................... 172.552 

6.1 (material poisonous by inhalation (see § 171.8 of 
this subchapter)).

POISON INHALATION HAZARD .................................... 172.555 

7 (Radioactive Yellow III label only) ................................ RADIOACTIVE 1 .............................................................. 172.556 

1 RADIOACTIVE placard also required for exclusive use shipments of low specific activity material and surface contaminated 
objects transported in accordance with § 173.427(b)(4) and (5) or (c) of this subchapter. 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00385 Fmt 8010 Sfmt 8010 Q:\49\X49\220213.XXX ofr150 PsN: PC150



376 

49 CFR Ch. I (10–1–10 Edition) § 172.504 

TABLE 2 

Category of material (Hazard class or division number 
and additional description, as appropriate) Placard name 

Placard de-
sign section 

reference 
(§ ) 

1.4 .................................................................................... EXPLOSIVES 1.4 ............................................................ 172.523 
1.5 .................................................................................... EXPLOSIVES 1.5 ............................................................ 172.524 
1.6 .................................................................................... EXPLOSIVES 1.6 ............................................................ 172.525 
2.1 .................................................................................... FLAMMABLE GAS .......................................................... 172.532 
2.2 .................................................................................... NON-FLAMMABLE GAS ................................................. 172.528 
3 ....................................................................................... FLAMMABLE ................................................................... 172.542 
Combustible liquid ........................................................... COMBUSTIBLE ............................................................... 172.544 
4.1 .................................................................................... FLAMMABLE SOLID ....................................................... 172.546 
4.2 .................................................................................... SPONTANEOUSLY COMBUSTIBLE .............................. 172.547 
5.1 .................................................................................... OXIDIZER ........................................................................ 172.550 
5.2 (Other than organic peroxide, Type B, liquid or 

solid, temperature controlled).
ORGANIC PEROXIDE .................................................... 172.552 

6.1 (other than material poisonous by inhalation) ........ POISON ........................................................................... 172.554 
6.2 .................................................................................... (None) .............................................................................. ....................
8 ....................................................................................... CORROSIVE ................................................................... 172.558 
9 ....................................................................................... Class 9 (see § 172.504(f)(9)) .......................................... 172.560 
ORM-D ............................................................................ (None) .............................................................................. ....................

(f) Additional placarding exceptions. (1) 
When more than one division placard is 
required for Class 1 materials on a 
transport vehicle, rail car, freight con-
tainer or unit load device, only the 
placard representing the lowest divi-
sion number must be displayed. 

(2) A FLAMMABLE placard may be 
used in place of a COMBUSTIBLE 
placard on— 

(i) A cargo tank or portable tank. 
(ii) A compartmented tank car which 

contains both flammable and combus-
tible liquids. 

(3) A NON-FLAMMABLE GAS 
placard is not required on a transport 
vehicle which contains non-flammable 
gas if the transport vehicle also con-
tains flammable gas or oxygen and it is 
placarded with FLAMMABLE GAS or 
OXYGEN placards, as required. 

(4) OXIDIZER placards are not re-
quired for Division 5.1 materials on 
freight containers, unit load devices, 
transport vehicles or rail cars which 
also contain Division 1.1 or 1.2 mate-
rials and which are placarded with EX-
PLOSIVES 1.1 or 1.2 placards, as re-
quired. 

(5) For transportation by transport 
vehicle or rail car only, an OXIDIZER 
placard is not required for Division 5.1 
materials on a transport vehicle, rail 
car or freight container which also con-
tains Division 1.5 explosives and is 
placarded with EXPLOSIVES 1.5 plac-
ards, as required. 

(6) The EXPLOSIVE 1.4 placard is not 
required for those Division 1.4 Compat-
ibility Group S (1.4S) materials that 
are not required to be labeled 1.4S. 

(7) For domestic transportation of 
oxygen, compressed or oxygen, refrig-
erated liquid, the OXYGEN placard in 
§ 172.530 of this subpart may be used in 
place of a NON-FLAMMABLE GAS 
placard. 

(8) For domestic transportation, a 
POISON INHALATION HAZARD 
placard is not required on a transport 
vehicle or freight container that is al-
ready placarded with the POISON GAS 
placard. 

(9) For Class 9, a CLASS 9 placard is 
not required for domestic transpor-
tation, including that portion of inter-
national transportation, defined in 
§ 171.8 of this subchapter, which occurs 
within the United States. However, a 
bulk packaging must be marked with 
the appropriate identification number 
on a CLASS 9 placard, an orange panel, 
or a white square-on-point display con-
figuration as required by subpart D of 
this part. 

(10) For Division 6.1, PG III mate-
rials, a POISON placard may be modi-
fied to display the text ‘‘PG III’’ below 
the mid line of the placard. 

(11) For domestic transportation, a 
POISON placard is not required on a 
transport vehicle or freight container 
required to display a POISON INHALA-
TION HAZARD or POISON GAS 
placard. 
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(g) For shipments of Class 1 (explo-
sive materials) by aircraft or vessel, 
the applicable compatibility group let-
ter must be displayed on the placards, 
or labels when applicable, required by 
this section. When more than one com-
patibility group placard is required for 
Class 1 materials, only one placard is 
required to be displayed, as provided in 
paragraphs (g)(1) through (g)(4) of this 
section. For the purposes of paragraphs 
(g)(1) through (g)(4), there is a distinc-
tion between the phrases explosive arti-
cles and explosive substances. Explosive 
article means an article containing an 
explosive substance; examples include 
a detonator, flare, primer or fuse. Ex-
plosive substance means a substance 
contained in a packaging that is not 
contained in an article; examples in-
clude black powder and smokeless pow-
der. 

(1) Explosive articles of compat-
ibility groups C, D or E may be plac-
arded displaying compatibility group 
E. 

(2) Explosive articles of compat-
ibility groups C, D, or E, when trans-
ported with those in compatibility 
group N, may be placarded displaying 
compatibility group D. 

(3) Explosive substances of compat-
ibility groups C and D may be plac-
arded displaying compatibility group 
D. 

(4) Explosive articles of compat-
ibility groups C, D, E or G, except for 
fireworks, may be placarded displaying 
compatibility group E. 

[Amdt. 172–123, 55 FR 52600, Dec. 21, 1990] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 172.504, see the List of CFR 
Sections Affected which appears in the Find-
ing Aids section of the printed volume and 
on GPO Access. 

§ 172.505 Placarding for subsidiary 
hazards. 

(a) Each transport vehicle, freight 
container, portable tank, unit load de-
vice, or rail car that contains a poi-
sonous material subject to the ‘‘Poison 
Inhalation Hazard’’ shipping descrip-
tion of § 172.203(m) must be placarded 
with a POISON INHALATION HAZARD 
or POISON GAS placard, as appro-
priate, on each side and each end, in 
addition to any other placard required 
for that material in § 172.504. Duplica-

tion of the POISON INHALATION 
HAZARD or POISON GAS placard is 
not required. 

(b) In addition to the RADIOACTIVE 
placard which may be required by 
§ 172.504(e) of this subpart, each trans-
port vehicle, portable tank or freight 
container that contains 454 kg (1001 
pounds) or more gross weight of fissile 
or low specific activity uranium 
hexafluoride shall be placarded with a 
CORROSIVE placard on each side and 
each end. 

(c) Each transport vehicle, portable 
tank, freight container or unit load de-
vice that contains a material which 
has a subsidiary hazard of being dan-
gerous when wet, as defined in § 173.124 
of this subchapter, shall be placarded 
with DANGEROUS WHEN WET plac-
ards, on each side and each end, in ad-
dition to the placards required by 
§ 172.504. 

(d) Hazardous materials that possess 
secondary hazards may exhibit sub-
sidiary placards that correspond to the 
placards described in this part, even 
when not required by this part (see also 
§ 172.519(b) (4) of this subpart). 

[Amdt. 172–123, 55 FR 52601, Dec. 21, 1990, as 
amended at 56 FR 66260, Dec. 20, 1991; 57 FR 
45460, Oct. 1, 1992; Amdt. 172–127, 59 FR 49133, 
Sept. 26, 1994; Amdt. 172–151, 62 FR 1231, Jan. 
8, 1997; 62 FR 39398, July 22, 1997; 65 FR 58626, 
Sept. 29, 2000; 72 FR 55692, Oct. 1, 2007] 

§ 172.506 Providing and affixing plac-
ards: Highway. 

(a) Each person offering a motor car-
rier a hazardous material for transpor-
tation by highway shall provide to the 
motor carrier the required placards for 
the material being offered prior to or 
at the same time the material is of-
fered for transportation, unless the 
carrier’s motor vehicle is already plac-
arded for the material as required by 
this subpart. 

(1) No motor carrier may transport a 
hazardous material in a motor vehicle, 
unless the placards required for the 
hazardous material are affixed thereto 
as required by this subpart. 

(2) [Reserved] 
(b) [Reserved] 

[Amdt. 172–29, 41 FR 15996, Apr. 15, 1976, as 
amended by Amdt. 172–29A, 41 FR 40679, Sept. 
20, 1976] 
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