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§ 172.507 Special placarding provi-
sions: Highway. 

(a) Each motor vehicle used to trans-
port a package of highway route con-
trolled quantity Class 7 (radioactive) 
materials (see § 173.403 of this sub-
chapter) must have the required RA-
DIOACTIVE warning placard placed on 
a square background as described in 
§ 172.527. 

(b) A nurse tank, meeting the provi-
sions of § 173.315(m) of this subchapter, 
is not required to be placarded on an 
end containing valves, fittings, regu-
lators or gauges when those appur-
tenances prevent the markings and 
placard from being properly placed and 
visible. 

[Amdt. 172–103, 51 FR 5971, Feb. 18, 1986, as 
amended by Amdt. 172–143, 60 FR 50305, Sept. 
28, 1995] 

§ 172.508 Placarding and affixing plac-
ards: Rail. 

(a) Each person offering a hazardous 
material for transportation by rail 
shall affix to the rail car containing 
the material, the placards specified by 
this subpart. Placards displayed on 
motor vehicles, transport containers, 
or portable tanks may be used to sat-
isfy this requirement, if the placards 
otherwise conform to the provisions of 
this subpart. 

(b) No rail carrier may accept a rail 
car containing a hazardous material 
for transportation unless the placards 
for the hazardous material are affixed 
thereto as required by this subpart. 

[Amdt. 172–29, 41 FR 15996, Apr. 15, 1976, as 
amended by Amdt. 172–123, 55 FR 52601, Dec. 
21, 1990] 

§ 172.510 Special placarding provi-
sions: Rail. 

(a) White square background. The fol-
lowing must have the specified plac-
ards placed on a white square back-
ground, as described in § 172.527: 

(1) Division 1.1 and 1.2 (explosive) ma-
terials which require EXPLOSIVES 1.1 
or EXPLOSIVES 1.2 placards affixed to 
the rail car; 

(2) Materials classed in Division 2.3 
Hazard Zone A or 6.1 Packing Group I 
Hazard Zone A which require POISON 
GAS or POISON placards affixed to the 

rail car, including tank cars containing 
only a residue of the material; and 

(3) Class DOT 113 tank cars used to 
transport a Division 2.1 (flammable 
gas) material, including tank cars con-
taining only a residue of the material. 

(b) Chemical ammunition. Each rail 
car containing Division 1.1 or 1.2 (ex-
plosive) ammunition which also meets 
the definition of a material poisonous 
by inhalation (see § 171.8 of this sub-
chapter) must be placarded EXPLO-
SIVES 1.1 or EXPLOSIVES 1.2 and 
POISON GAS or POISON INHALATION 
HAZARD. 

[Amdt. 172–29, 41 FR 15996, Apr. 15, 1976, as 
amended by Amdt. 172–103, 51 FR 5971, Feb. 
18, 1986; Amdt. 172–110, 52 FR 29528, Aug. 10, 
1987; Amdt. 172–111, 52 FR 36671, Sept. 30, 1987; 
Amdt. 172–123, 55 FR 52601, Dec. 21, 1990; 56 
FR 66260, Dec. 20, 1991; 57 FR 45460, Oct. 1, 
1992; Amdt. 172–248, 61 FR 28676, June 5, 1996; 
Amdt. 172–151, 62 FR 1231, Jan. 8, 1997; 62 FR 
39398, July 22, 1997] 

§ 172.512 Freight containers and air-
craft unit load devices. 

(a) Capacity of 640 cubic feet or more. 
Each person who offers for transpor-
tation, and each person who loads and 
transports, a hazardous material in a 
freight container or aircraft unit load 
device having a capacity of 640 cubic 
feet or more shall affix to the freight 
container or aircraft unit load device 
the placards specified for the material 
in accordance with § 172.504. However: 

(1) The placarding exception provided 
in § 172.504(c) applies to motor vehicles 
transporting freight containers and 
aircraft unit load devices, 

(2) The placarding exception provided 
in § 172.504(c) applies to each freight 
container and aircraft unit load device 
being transported for delivery to a con-
signee immediately following an air or 
water shipment, and, 

(3) Placarding is not required on a 
freight container or aircraft unit load 
device if it is only transported by air 
and is identified as containing a haz-
ardous material in the manner pro-
vided in part 7, chapter 2, section 2.7, of 
the ICAO Technical Instructions (IBR, 
see § 171.7 of this subchapter). 

(b) Capacity less than 18 m3 (640 cubic 
feet). Each person who offers for trans-
portation by air, and each person who 
loads and transports by air, a haz-
ardous material in a freight container 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00388 Fmt 8010 Sfmt 8010 Q:\49\X49\220213.XXX ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-25T14:39:38-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




