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cover over the primer to prevent actu-
ation from external impact. 

(2) A chemical oxygen generator in-
stalled in a PBE must contain a pin in-
stalled so as to prevent the actuator 
from striking the primer, and be placed 
in a protective bag, pouch, case or 
cover such that the protective breath-
ing equipment is fully enclosed in such 
a manner that the protective bag, 
pouch, case or cover prevents uninten-
tional actuation of the oxygen gener-
ator. 

(d) Packaging. A chemical oxygen 
generator and a chemical oxygen gen-
erator installed in equipment, (e.g., a 
PBE) must be placed in a rigid outer 
packaging that— 

(1) Conforms to the requirements of 
either: 

(i) Part 178, subparts L and M, of this 
subchapter at the Packing Group I or 
II performance level; or 

(ii) The performance criteria in Air 
Transport Association (ATA) Specifica-
tion No. 300 for a Category I Shipping 
Container. 

(2) After September 30, 2009, with its 
contents, is capable of meeting the fol-
lowing additional requirements when 
transported by cargo-only aircraft: 

(i) The Flame Penetration Resistance 
Test specified in Appendix E to part 178 
of this subchapter. 

(ii) The Thermal Resistance Test 
specified in Appendix D to part 178 of 
this subchapter. 

(e) Equipment marking. The outside 
surface of a chemical oxygen generator 
must be marked to indicate the pres-
ence of an oxygen generator (e.g., ‘‘ox-
ygen generator, chemical’’). The out-
side surface of equipment containing a 
chemical oxygen generator that is not 
readily apparent (e.g., a sealed pas-
senger service unit) must be clearly 
marked to indicate the presence of the 
oxygen generator (example: ‘‘Oxygen 
Generator Inside’’). 

(f) Items forbidden in air transpor-
tation. (1) A chemical oxygen generator 
is forbidden for transportation on 
board a passenger-carrying aircraft. 

(2) A chemical oxygen generator is 
forbidden for transportation by both 
passenger-carrying and cargo-only air-
craft after: 

(i) The manufacturer’s expiration 
date; or 

(ii) The contents of the generator 
have been expended. 

[72 FR 4455, Jan. 31, 2007, as amended at 72 
FR 55097, Sept. 28, 2007; 74 FR 2259, Jan. 14, 
2009; 74 FR 53188, Oct. 16, 2009] 

§ 173.170 Black powder for small arms. 

Black powder for small arms that has 
been classed in Division 1.1 may be re-
classed as a Division 4.1 material, for 
domestic transportation by motor ve-
hicle, rail freight, and cargo vessel 
only, subject to the following condi-
tions: 

(a) The powder must be examined and 
approved for Division 1.1 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58; 

(b) The total quantity of black pow-
der in one motor vehicle, rail car, or 
freight container may not exceed 45.4 
kg (100 pounds) net mass, and no more 
than four freight containers may be on 
board one cargo vessel; 

(c) The black powder must be packed 
in inner metal or heavy wall conduc-
tive plastic receptacles not over 454 g 
(16 ounces) net capacity each, with no 
more than 25 cans in one outer UN 4G 
fiberboard box. The inner packagings 
must be arranged and protected so as 
to prevent simultaneous ignition of the 
contents. The complete package must 
be of the same type which has been ex-
amined as required in § 173.56; 

(d) Each completed package must be 
marked ‘‘BLACK POWDER FOR 
SMALL ARMS’’ and ‘‘NA 0027’’; and 

(e) Each package must bear the 
FLAMMABLE SOLID label. 

[Amdt. 173–255, 61 FR 50626, Sept. 26, 1996, as 
amended at Amdt. 173–255, 62 FR 14338, Mar. 
26, 1997] 

§ 173.171 Smokeless powder for small 
arms. 

Smokeless powder for small arms 
which has been classed in Division 1.3 
may be reclassed in Division 4.1, for do-
mestic transportation by motor vehi-
cle, rail car, vessel, or cargo-only air-
craft, subject to the following condi-
tions: 

(a) The powder must be examined and 
approved for a Division 1.3 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58 of this part. 
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(b) The total quantity of smokeless 
powder may not exceed 45.4 kg (100 
pounds) net mass in: 

(1) One rail car, motor vehicle, or 
cargo-only aircraft; or 

(2) One freight container on a vessel, 
not to exceed four freight containers 
per vessel. 

(c) Only combination packagings 
with inner packagings not exceeding 
3.6 kg (8 pounds) net mass are author-
ized. Inner packagings must be ar-
ranged and protected so as to prevent 
simultaneous ignition of the contents. 
The complete package must be of the 
same type which has been examined as 
required in § 173.56 of this part. 

(d) Inside packages that have been 
examined and approved by the Asso-
ciate Administrator may be packaged 
in UN 4G fiberboard boxes meeting the 
Packing Group I performance level, 
provided all inside containers are 
packed to prevent shifting and the net 
weight of smokeless powder in any one 
box does not exceed 7.3 kg (16 pounds). 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended at 56 FR 66270, Dec. 20, 1991; Amdt. 
173–241, 59 FR 67509, Dec. 29, 1994; Amdt. 173– 
253, 61 FR 27174, May 30, 1996; 66 FR 45379, 
Aug. 28, 2001; 68 FR 61941, Oct. 30, 2003; 75 FR 
53597, Sept. 1, 2010] 

§ 173.172 Aircraft hydraulic power 
unit fuel tank. 

Aircraft hydraulic power unit fuel 
tanks containing a mixture of anhy-
drous hydrazine and monomethyl hy-
drazine (M86 fuel) and designed for in-
stallation as complete units in aircraft 
are excepted from the specification 
packaging requirements of this sub-
chapter when they conform to either of 
the following conditions: 

(a) The unit must consist of an alu-
minum pressure vessel made from tub-
ing and having welded heads. Primary 
containment of the fuel within this 
vessel must consist of a welded alu-
minum bladder having a maximum in-
ternal volume of 46 L (12 gallons). The 
outer vessel must have a minimum de-
sign gauge pressure of 1,275 kPa (185 
psig) and a minimum burst gauge pres-
sure of 2,755 kPa (400 psig). Each vessel 
must be leak-checked during manufac-
ture and before shipment and must be 
found leakproof. The complete inner 
unit must be securely packed in non- 

combustible cushioning material, such 
as vermiculite, in a strong outer tight-
ly closed metal packaging which will 
adequately protect all fittings. Max-
imum quantity of fuel per unit and 
package is 42 L (11 gallons); or 

(b) The unit must consist of an alu-
minum pressure vessel. Primary con-
tainment of the fuel within this vessel 
must consist of a welded hermetically 
sealed fuel compartment with an elas-
tomeric bladder having a maximum in-
ternal volume of 46 L (12 gallons). The 
pressure vessel must have a minimum 
design gauge pressure of 5,170 kPa (750 
psig). Each vessel must be leak- 
checked during manufacture and before 
shipment and must be securely packed 
in non-combustible cushioning mate-
rial, such as vermiculite, in a strong 
outer tightly closed metal packaging 
which will adequately protect all fit-
tings. Maximum quantity of fuel per 
unit and package is 42 L (11 gallons). 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended by 66 FR 45380] 

§ 173.173 Paint, paint-related material, 
adhesives, ink and resins. 

(a) When the § 172.101 table specifies 
that a hazardous material be packaged 
under this section, the following re-
quirements apply. Except as otherwise 
provided in this part, the description 
‘‘Paint’’ is the proper shipping name 
for paint, lacquer, enamel, stain, shel-
lac, varnish, liquid aluminum, liquid 
bronze, liquid gold, liquid wood filler, 
and liquid lacquer base. The descrip-
tion ‘‘Paint-related material’’ is the 
proper shipping name for a paint 
thinning, drying, reducing or removing 
compound. However, if a more specific 
description is listed in the § 172.101 
table of this subchapter, that descrip-
tion must be used. 

(b) Paint, paint-related material, ad-
hesives, ink and resins must be pack-
aged as follows: 

(1) As prescribed in § 173.202 of this 
part if it is a Packing Group II mate-
rial or § 173.203 of this part if it is a 
Packing Group III material; or 

(2) In inner glass packagings of not 
over 1 L (0.3 gallon) capacity each or 
inner metal packagings of not over 5 L 
(1 gallon) each, packed in a strong 
outer packaging. Packages must con-
form to the packaging requirements of 
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