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Pipeline and Hazardous Materials Safety Admin., DOT § 180.416 

§ 180.415 Test and inspection mark-
ings. 

(a) Each cargo tank successfully 
completing the test and inspection re-
quirements contained in § 180.407 must 
be marked as specified in this section. 

(b) Each cargo tank must be durably 
and legibly marked, in English, with 
the date (month and year) and the type 
of test or inspection performed, subject 
to the following provisions: 

(1) The date must be readily identifi-
able with the applicable test or inspec-
tion. 

(2) The markings must be in letters 
and numbers at least 32 mm (1.25 
inches) high, near the specification 
plate or anywhere on the front head. 

(3) The type of test or inspection may 
be abbreviated as follows: 

(i) V for external visual inspection 
and test; 

(ii) I for internal visual inspection; 
(iii) P for pressure test; 
(iv) L for lining inspection; 
(v) T for thickness test; and 
(vi) K for leakage test for a cargo 

tank tested under § 180.407, except 
§ 180.407(h)(2); and 

(vii) K-EPA27 for a cargo tank tested 
under § 180.407(h)(2) after October 1, 
2004. 

Examples to paragraph (b). The markings 
‘‘10–99 P, V, L’’ represent that in October 1999 
a cargo tank passed the prescribed pressure 
test, external visual inspection and test, and 
the lining inspection. The markings ‘‘2–00 K- 
EPA27’’ represent that in February 2000 a 
cargo tank passed the leakage test under 
§ 180.407(h)(2). The markings ‘‘2–00 K, K- 
EPA27’’ represent that in February 2000 a 
cargo tank passed the leakage test under 
both § 180.407(h)(1) and under EPA Method 27 
in § 180.407(h)(2). 

(c) For a cargo tank motor vehicle 
composed of multiple cargo tanks con-
structed to the same specification, 
which are tested and inspected at the 
same time, one set of test and inspec-
tion markings may be used to satisfy 
the requirements of this section. For a 
cargo tank motor vehicle composed of 
multiple cargo tanks constructed to 
different specifications, which are test-
ed and inspected at different intervals, 
the test and inspection markings must 
appear in the order of the cargo tank’s 

corresponding location, from front to 
rear. 

[Amdt. 180–2, 56 FR 27879, June 17, 1991, as 
amended by Amdt. 180–3, 56 FR 66287, Dec. 20, 
1991; 57 FR 45466, Oct. 1, 1992; Amdt. 180–6, 59 
FR 49135, Sept. 26, 1994; Amdt. 180–10, 61 FR 
51343, Oct. 1, 1996; 68 FR 19290, Apr. 18, 2003; 68 
FR 52372, Sept. 3, 2003] 

§ 180.416 Discharge system inspection 
and maintenance program for cargo 
tanks transporting liquefied com-
pressed gases. 

(a) Applicability. This section is appli-
cable to an operator using specification 
MC 330, MC 331, and nonspecification 
cargo tanks authorized under 
§ 173.315(k) of this subchapter for trans-
portation of liquefied compressed gases 
other than carbon dioxide. Paragraphs 
(b), (c), (d)(1), (d)(5), (e), (f), and (g)(1) of 
this section, applicable to delivery 
hose assemblies, apply only to hose as-
semblies installed or carried on the 
cargo tank. 

(b) Hose identification. By July 1, 2000, 
the operator must assure that each de-
livery hose assembly is permanently 
marked with a unique identification 
number and maximum working pres-
sure. 

(c) Post-delivery hose check. After each 
unloading, the operator must visually 
check that portion of the delivery hose 
assembly deployed during the unload-
ing. 

(d) Monthly inspections and tests. (1) 
The operator must visually inspect 
each delivery hose assembly at least 
once each calendar month the delivery 
hose assembly is in service. 

(2) The operator must visually in-
spect the piping system at least once 
each calendar month the cargo tank is 
in service. The inspection must include 
fusible elements and all components of 
the piping system, including bolts, con-
nections, and seals. 

(3) At least once each calendar month 
a cargo tank is in service, the operator 
must actuate all emergency discharge 
control devices designed to close the 
internal self-closing stop valve to as-
sure that all linkages operate as de-
signed. appendix A to this part outlines 
acceptable procedures that may be 
used for this test. 

(4) The operator of a cargo tank must 
check the internal self-closing stop 
valve in the liquid discharge opening 
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