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(iii) Number of excavation tickets 
(receipt of information by the under-
ground facility operator from the noti-
fication center); 

(iv) Total number of leaks either 
eliminated or repaired, categorized by 
cause; 

(v) Number of hazardous leaks either 
eliminated or repaired as required by 
§ 192.703(c) (or total number of leaks if 
all leaks are repaired when found), cat-
egorized by material; and 

(vi) Any additional measures the op-
erator determines are needed to evalu-
ate the effectiveness of the operator’s 
IM program in controlling each identi-
fied threat. 

(f) Periodic Evaluation and Improve-
ment. An operator must re-evaluate 
threats and risks on its entire pipeline 
and consider the relevance of threats in 
one location to other areas. Each oper-
ator must determine the appropriate 
period for conducting complete pro-
gram evaluations based on the com-
plexity of its system and changes in 
factors affecting the risk of failure. An 
operator must conduct a complete pro-
gram re-evaluation at least every five 
years. The operator must consider the 
results of the performance monitoring 
in these evaluations. 

(g) Report results. Report, on an an-
nual basis, the four measures listed in 
paragraphs (e)(1)(i) through (e)(1)(iv) of 
this section, as part of the annual re-
port required by § 191.11. An operator 
also must report the four measures to 
the state pipeline safety authority if a 
state exercises jurisdiction over the op-
erator’s pipeline. 

§ 192.1009 What must an operator re-
port when compression couplings 
fail? 

Each operator must report, on an an-
nual basis, information related to fail-
ure of compression couplings, exclud-
ing those that result only in non-haz-
ardous leaks, as part of the annual re-
port required by § 191.11 beginning with 
the report submitted March 15, 2011. 
This information must include, at a 
minimum, location of the failure in the 
system, nominal pipe size, material 
type, nature of failure including any 
contribution of local pipeline environ-
ment, coupling manufacturer, lot num-
ber and date of manufacture, and other 

information that can be found in mark-
ings on the failed coupling. An oper-
ator also must report this information 
to the state pipeline safety authority if 
a state exercises jurisdiction over the 
operator’s pipeline. 

§ 192.1011 What records must an oper-
ator keep? 

An operator must maintain records 
demonstrating compliance with the re-
quirements of this subpart for at least 
10 years. The records must include cop-
ies of superseded integrity manage-
ment plans developed under this sub-
part. 

§ 192.1013 When may an operator devi-
ate from required periodic inspec-
tions under this part? 

(a) An operator may propose to re-
duce the frequency of periodic inspec-
tions and tests required in this part on 
the basis of the engineering analysis 
and risk assessment required by this 
subpart. 

(b) An operator must submit its pro-
posal to the PHMSA Associate Admin-
istrator for Pipeline Safety or, in the 
case of an intrastate pipeline facility 
regulated by the State, the appropriate 
State agency. The applicable oversight 
agency may accept the proposal on its 
own authority, with or without condi-
tions and limitations, on a showing 
that the operator’s proposal, which in-
cludes the adjusted interval, will pro-
vide an equal or greater overall level of 
safety. 

(c) An operator may implement an 
approved reduction in the frequency of 
a periodic inspection or test only where 
the operator has developed and imple-
mented an integrity management pro-
gram that provides an equal or im-
proved overall level of safety despite 
the reduced frequency of periodic in-
spections. 

§ 192.1015 What must a master meter 
or small liquefied petroleum gas 
(LPG) operator do to implement 
this subpart? 

(a) General. No later than August 2, 
2011 the operator of a master meter 
system or a small LPG operator must 
develop and implement an IM program 
that includes a written IM plan as 
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