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Pipeline and Hazardous Materials Safety Administration, DOT § 192.201 

the manufacturer’s safe working pres-
sure rating of the service regulator, 
and may not be used where the inlet 
pressure on the service regulator ex-
ceeds 125 p.s.i. (862 kPa) gage. For high-
er inlet pressures, the methods in para-
graph (c) (1) or (2) of this section must 
be used. 

(4) A service regulator and an auto-
matic shutoff device that closes upon a 
rise in pressure downstream from the 
regulator and remains closed until 
manually reset. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–1, 35 FR 17660, Nov. 7, 1970; Amdt 
192–85, 63 FR 37503, July 13, 1998; Amdt. 192– 
93, 68 FR 53900, Sept. 15, 2003] 

§ 192.199 Requirements for design of 
pressure relief and limiting devices. 

Except for rupture discs, each pres-
sure relief or pressure limiting device 
must: 

(a) Be constructed of materials such 
that the operation of the device will 
not be impaired by corrosion; 

(b) Have valves and valve seats that 
are designed not to stick in a position 
that will make the device inoperative; 

(c) Be designed and installed so that 
it can be readily operated to determine 
if the valve is free, can be tested to de-
termine the pressure at which it will 
operate, and can be tested for leakage 
when in the closed position; 

(d) Have support made of noncombus-
tible material; 

(e) Have discharge stacks, vents, or 
outlet ports designed to prevent accu-
mulation of water, ice, or snow, located 
where gas can be discharged into the 
atmosphere without undue hazard; 

(f) Be designed and installed so that 
the size of the openings, pipe, and fit-
tings located between the system to be 
protected and the pressure relieving de-
vice, and the size of the vent line, are 
adequate to prevent hammering of the 
valve and to prevent impairment of re-
lief capacity; 

(g) Where installed at a district regu-
lator station to protect a pipeline sys-
tem from overpressuring, be designed 
and installed to prevent any single in-
cident such as an explosion in a vault 
or damage by a vehicle from affecting 
the operation of both the overpressure 
protective device and the district regu-
lator; and 

(h) Except for a valve that will iso-
late the system under protection from 
its source of pressure, be designed to 
prevent unauthorized operation of any 
stop valve that will make the pressure 
relief valve or pressure limiting device 
inoperative. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–1, 35 FR 17660, Nov. 17, 1970] 

§ 192.201 Required capacity of pres-
sure relieving and limiting stations. 

(a) Each pressure relief station or 
pressure limiting station or group of 
those stations installed to protect a 
pipeline must have enough capacity, 
and must be set to operate, to insure 
the following: 

(1) In a low pressure distribution sys-
tem, the pressure may not cause the 
unsafe operation of any connected and 
properly adjusted gas utilization equip-
ment. 

(2) In pipelines other than a low pres-
sure distribution system: 

(i) If the maximum allowable oper-
ating pressure is 60 p.s.i. (414 kPa) gage 
or more, the pressure may not exceed 
the maximum allowable operating 
pressure plus 10 percent, or the pres-
sure that produces a hoop stress of 75 
percent of SMYS, whichever is lower; 

(ii) If the maximum allowable oper-
ating pressure is 12 p.s.i. (83 kPa) gage 
or more, but less than 60 p.s.i. (414 kPa) 
gage, the pressure may not exceed the 
maximum allowable operating pressure 
plus 6 p.s.i. (41 kPa) gage; or 

(iii) If the maximum allowable oper-
ating pressure is less than 12 p.s.i. (83 
kPa) gage, the pressure may not exceed 
the maximum allowable operating 
pressure plus 50 percent. 

(b) When more than one pressure reg-
ulating or compressor station feeds 
into a pipeline, relief valves or other 
protective devices must be installed at 
each station to ensure that the com-
plete failure of the largest capacity 
regulator or compressor, or any single 
run of lesser capacity regulators or 
compressors in that station, will not 
impose pressures on any part of the 
pipeline or distribution system in ex-
cess of those for which it was designed, 
or against which it was protected, 
whichever is lower. 

(c) Relief valves or other pressure 
limiting devices must be installed at or 
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