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(b) Whenever an operator receives 
any changes in the information re-
ported or additions to the original re-
port on DOT Form 7000–1, it shall file a 
supplemental report within 30 days. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988] 

§ 195.55 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 195.56 the 
existence of any of the following safe-
ty-related conditions involving pipe-
lines in service: 

(1) General corrosion that has re-
duced the wall thickness to less than 
that required for the maximum oper-
ating pressure, and localized corrosion 
pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading of a pipeline by environ-
mental causes, such as an earthquake, 
landslide, or flood, that impairs its 
serviceability. 

(3) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline. 

(4) Any malfunction or operating 
error that causes the pressure of a 
pipeline to rise above 110 percent of its 
maximum operating pressure. 

(5) A leak in a pipeline that con-
stitutes an emergency. 

(6) Any safety-related condition that 
could lead to an imminent hazard and 
causes (either directly or indirectly by 
remedial action of the operator), for 
purposes other than abandonment, a 20 
percent or more reduction in operating 
pressure or shutdown of operation of a 
pipeline. 

(b) A report is not required for any 
safety-related condition that— 

(1) Exists on a pipeline that is more 
than 220 yards (200 meters) from any 
building intended for human occupancy 
or outdoor place of assembly, except 
that reports are required for conditions 
within the right-of-way of an active 
railroad, paved road, street, or high-
way, or that occur offshore or at on-
shore locations where a loss of haz-
ardous liquid could reasonably be ex-
pected to pollute any stream, river, 
lake, reservoir, or other body of water; 

(2) Is an accident that is required to 
be reported under § 195.50 or results in 

such an accident before the deadline 
for filing the safety-related condition 
report; or 

(3) Is corrected by repair or replace-
ment in accordance with applicable 
safety standards before the deadline for 
filing the safety-related condition re-
port, except that reports are required 
for all conditions under paragraph 
(a)(1) of this section other than local-
ized corrosion pitting on an effectively 
coated and cathodically protected pipe-
line. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 195– 
63, 63 FR 37506, July 13, 1998] 

§ 195.56 Filing safety-related condition 
reports. 

(a) Each report of a safety-related 
condition under § 195.55(a) must be filed 
(received by the Administrator) in 
writing within 5 working days (not in-
cluding Saturdays, Sundays, or Federal 
holidays) after the day a representative 
of the operator first determines that 
the condition exists, but not later than 
10 working days after the day a rep-
resentative of the operator discovers 
the condition. Separate conditions may 
be described in a single report if they 
are closely related. To file a report by 
facsimile (fax), dial (202) 366–7128. 

(b) The report must be headed ‘‘Safe-
ty-Related Condition Report’’ and pro-
vide the following information: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists. 

(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Location of condition, with ref-
erence to the State (and town, city, or 
county) or offshore site, and as appro-
priate nearest street address, offshore 
platform, survey station number, mile-
post, landmark, or name of pipeline. 

(7) Description of the condition, in-
cluding circumstances leading to its 
discovery, any significant effects of the 
condition on safety, and the name of 
the commodity transported or stored. 
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(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted 
and the planned follow-up or future 
corrective action, including the antici-
pated schedule for starting and con-
cluding such action. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 195– 
42, 54 FR 32344, Aug. 7, 1989; Amdt. 195–44, 54 
FR 40878, Oct. 4, 1989; Amdt. 195–50, 59 FR 
17281, Apr. 12, 1994; Amdt. 195–61, 63 FR 7723, 
Feb. 17, 1998] 

§ 195.57 Filing offshore pipeline condi-
tion reports. 

(a) Each operator shall, within 60 
days after completion of the inspection 
of all its underwater pipelines subject 
to § 195.413(a), report the following in-
formation: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Total number of miles (kilo-
meters) of pipeline inspected. 

(5) Length and date of installation of 
each exposed pipeline segment, and lo-
cation; including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, if different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
a hazard to navigation, and the loca-
tion; including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(b) The report shall be mailed to the 
Office of Pipeline Safety, Pipeline and 
Hazardous Materials Safety Adminis-
tration, Department of Transportation, 
Information Resources Manager, PHP– 
10, 1200 New Jersey Avenue, SE., Wash-
ington, DC 20590. 

[Amdt. 195–47, 56 FR 63771, Dec. 5, 1991, as 
amended by Amdt. 195–63, 63 FR 37506, July 
13, 1998; 70 FR 11140, Mar. 8, 2005; 73 FR 16570, 
Mar. 28, 2008; 74 FR 2894, Jan. 16, 2009] 

§ 195.58 Address for written reports. 
Each written report required by this 

subpart must be made to the Office of 

Pipeline Safety, Pipeline and Haz-
ardous Materials Safety Administra-
tion, U.S. Department of Transpor-
tation, Information Resources Man-
ager, PHP–10, 1200 New Jersey Avenue, 
SE., Washington, DC 20590-0001. How-
ever, accident reports for intrastate 
pipelines subject to the jurisdiction of 
a State agency pursuant to a certifi-
cation under the pipeline safety laws 
(49 U.S.C. 60101 et seq.) may be sub-
mitted in duplicate to that State agen-
cy if the regulations of that agency re-
quire submission of these reports and 
provide for further transmittal of one 
copy within 10 days of receipt to the 
Information Resources Manager. Safe-
ty-related condition reports required 
by § 195.55 for intrastate pipelines must 
be submitted concurrently to the State 
agency, and if that agency acts as an 
agent of the Secretary with respect to 
interstate pipelines, safety-related con-
dition reports for these pipelines must 
be submitted concurrently to that 
agency. 

[Amdt. 195–55, 61 FR 18518, Apr. 26, 1996, as 
amended by Amdt. 195–81, 69 FR 32897, June 
14, 2004; 70 FR 11140, Mar. 8, 2005; 74 FR 2894, 
Jan. 16, 2009] 

§ 195.59 Abandonment or deactivation 
of facilities. 

For each abandoned offshore pipeline 
facility or each abandoned onshore 
pipeline facility that crosses over, 
under or through a commercially navi-
gable waterway, the last operator of 
that facility must file a report upon 
abandonment of that facility. 

(a) The preferred method to submit 
data on pipeline facilities abandoned 
after October 10, 2000 is to the National 
Pipeline Mapping System (NPMS) in 
accordance with the NPMS ‘‘Standards 
for Pipeline and Liquefied Natural Gas 
Operator Submissions.’’ To obtain a 
copy of the NPMS Standards, please 
refer to the NPMS homepage at http:// 
www.npms.phmsa.dot.gov or contact the 
NPMS National Repository at 703–317– 
3073. A digital data format is preferred, 
but hard copy submissions are accept-
able if they comply with the NPMS 
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