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(v)(A) One of the following alter-
native certification statements: 

(1) ‘‘This vehicle conforms to all ap-
plicable Federal Motor Vehicle Safety 
Standards, [and Bumper and Theft Pre-
vention Standards, if applicable] in ef-
fect in (month, year).’’ 

(2) ‘‘This vehicle has been completed 
in accordance with the prior manufac-
turers’ IVD, where applicable. This ve-
hicle conforms to all applicable Fed-
eral Motor Vehicle Safety Standards, 
[and Bumper and Theft Prevention 
Standards, if applicable] in effect in 
(month, year).’’ 

(3) ‘‘This vehicle has been completed 
in accordance with the prior manufac-
turers’ IVD, where applicable, except 
for [insert FMVSS(s)]. This vehicle 
conforms to all applicable Federal 
Motor Vehicle Safety Standards, [and 
Bumper and Theft Prevention Stand-
ards if applicable] in effect in (month, 
year).’’ 

(B) The date shown in the statement 
required in paragraph (d)(2)(v)(A) of 
this section shall not be earlier than 
the manufacturing date provided by 
the incomplete or intermediate stage 
manufacturer and not later than the 
date of completion of the final-stage 
manufacture. 

(C) Notwithstanding the certification 
statements in paragraph (d)(2)(v)(A) of 
this section, the legal responsibilities 
and liabilities for certification under 
the Vehicle Safety Act shall be allo-
cated among the vehicle manufacturers 
as provided in 567.5(b)(1), (c)(1), and 
(d)(1), and 49 CFR 568.4(a)(9). 

(vi) Vehicle identification number. 
(vii) The type classification of the ve-

hicle as defined in 49 CFR 571.3 (e.g., 
truck, MPV, bus, trailer). 

(e) More than one set of figures for 
GVWR and GAWR, and one or more 
tire sizes, may be listed in satisfaction 
of the requirements of paragraphs 
(d)(2)(iii) and (iv) of this section, as 
provided in § 567.4(h). 

(f) If an incomplete vehicle manufac-
turer assumes legal responsibility for 
all duties and liabilities for certifi-
cation under the Vehicle Safety Act, 
with respect to the vehicle as finally 
manufactured, the incomplete vehicle 
manufacturer shall ensure that a label 
is affixed to the final vehicle in con-
formity with paragraph (d) of this sec-

tion, except that the name of the in-
complete vehicle manufacturer shall 
appear instead of the name of the final- 
stage manufacturer after the words 
‘‘MANUFACTURED BY’’ or ‘‘MFD BY’’ 
required by paragraph (d)(2)(i) of this 
section. 

(g) If an intermediate manufacturer 
of a vehicle assumes legal responsi-
bility for all duties and liabilities for 
certification under the Vehicle Safety 
Act, with respect to the vehicle as fi-
nally manufactured, the intermediate 
manufacturer shall ensure that a label 
is affixed to the final vehicle in con-
formity with paragraph (d) of this sec-
tion, except that the name of the inter-
mediate manufacturer shall appear in-
stead of the name of the final-stage 
manufacturer after the words ‘‘MANU-
FACTURED BY’’ or ‘‘MFD BY’’ re-
quired by paragraph (f) of this section. 

§ 567.6 Requirements for persons who 
do not alter certified vehicles or do 
so with readily attachable compo-
nents. 

A person who does not alter a motor 
vehicle or who alters such a vehicle 
only by the addition, substitution, or 
removal of readily attachable compo-
nents such as mirrors or tires and rim 
assemblies, or minor finishing oper-
ations such as painting, in such a man-
ner that the vehicle’s stated weight 
ratings are still valid, need not affix a 
label to the vehicle, but shall allow a 
manufacturer’s label that conforms to 
the requirements of this part to remain 
affixed to the vehicle. If such a person 
is a distributor of the motor vehicle, 
allowing the manufacturer’s label to 
remain affixed to the vehicle shall sat-
isfy the distributor’s certification re-
quirements under the Vehicle Safety 
Act. 

§ 567.7 Requirements for persons who 
alter certified vehicles. 

(a) With respect to the vehicle alter-
ations it performs, an alterer: 

(1) Has a duty to determine contin-
ued conformity of the altered vehicle 
with applicable Federal motor vehicle 
safety, Bumper, and Theft Prevention 
standards, and 

(2) Assumes legal responsibility for 
all duties and liabilities for certifi-
cation under the Vehicle Safety Act. 
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(b) The vehicle manufacturer’s cer-
tification label and any information la-
bels shall remain affixed to the vehicle 
and the alterer shall affix to the vehi-
cle an additional label in the manner 
and location specified in § 567.4, in a 
manner that does not obscure any pre-
viously applied labels, and containing 
the following information: 

(1) The statement: ‘‘This vehicle was 
altered by (individual or corporate 
name) in (month and year in which al-
terations were completed) and as al-
tered it conforms to all applicable Fed-
eral Motor Vehicle Safety, Bumper and 
Theft Prevention Standards affected by 
the alteration and in effect in (month, 
year).’’ The second date shall be no ear-
lier than the date of manufacture of 
the certified vehicle (as specified on 
the certification label), and no later 
than the date alterations were com-
pleted. 

(2) If the gross vehicle weight rating 
or any of the gross axle weight ratings 
of the vehicle as altered are different 
from those shown on the original cer-
tification label, the modified values 
shall be provided in the form specified 
in § 567.4(g)(3) and (4). 

(3) If the vehicle as altered has a dif-
ferent type classification from that 
shown on the original certification 
label, the type as modified shall be pro-
vided. 

PART 568—VEHICLES MANUFAC-
TURED IN TWO OR MORE 
STAGES—ALL INCOMPLETE, IN-
TERMEDIATE AND FINAL-STAGE 
MANUFACTURERS OF VEHICLES 
MANUFACTURED IN TWO OR 
MORE STAGES 

Sec. 
568.1 Purpose and scope. 
568.2 Application. 
568.3 Definitions. 
568.4 Requirements for incomplete vehicle 

manufacturers. 
568.5 Requirements for intermediate manu-

facturers. 
568.6 Requirements for final-stage manufac-

turers. 
568.7 Requirements for manufacturers who 

assume legal responsibility for a vehicle. 

AUTHORITY: 49 U.S.C. 30111, 30115, 30117, 
30166 delegation of authority at 49 CFR 1.50. 

SOURCE: 70 FR 7434, Feb. 14, 2005, unless 
otherwise noted. 

§ 568.1 Purpose and scope. 

The purpose of this part is to pre-
scribe the method by which manufac-
turers of vehicles manufactured in two 
or more stages shall ensure conformity 
of those vehicles with the Federal 
motor vehicle safety standards 
(‘‘standards’’) and other regulations 
issued under the National Traffic and 
Motor Vehicle Safety Act, as amended 
(49 U.S.C. § 30115) and the Motor Vehi-
cle Information and Cost Savings Act, 
as amended (49 U.S.C. 32504 and 
33108(c)). 

§ 568.2 Application. 

This part applies to incomplete vehi-
cle manufacturers, intermediate manu-
facturers, and final-stage manufactur-
ers of vehicles manufactured in two or 
more stages. 

§ 568.3 Definitions. 

All terms that are defined in the Act 
and the rules and standards issued 
under its authority are used as defined 
therein. The term ‘‘bumper’’ has the 
meaning assigned to it in Title I of the 
Cost Savings Act and the rules and 
standards issued under its authority. 
The definitions contained in 49 CFR 
part 567 apply to this part. 

§ 568.4 Requirements for incomplete 
vehicle manufacturers. 

(a) The incomplete vehicle manufac-
turer shall furnish for each incomplete 
vehicle, at or before the time of deliv-
ery, an incomplete vehicle document 
(‘‘IVD’’) that contains the following 
statements, in the order shown, and all 
other information required by this part 
to be included therein: 

(1) Name and mailing address of the 
incomplete vehicle manufacturer. 

(2) Month and year during which the 
incomplete vehicle manufacturer per-
formed its last manufacturing oper-
ation on the incomplete vehicle. 

(3) Identification of the incomplete 
vehicle(s) to which the document ap-
plies. The identification shall be by ve-
hicle identification number (VIN) or 
groups of VINs to permit a person to 
ascertain positively that a document 
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