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Nat’l Highway Traffic Safety Admin., DOT § 587.5 

§ 585.117 Records. 
Each manufacturer must maintain 

records of the Vehicle Identification 
Number for each vehicle for which in-
formation is reported under 
§ 585.116(b)(2) until December 31, 2018. 

PART 586 [RESERVED] 

PART 587—DEFORMABLE BARRIERS 

Subpart A—General 

Sec. 
587.1 Scope. 
587.2 Purpose. 
587.3 Application. 

Subpart B—Side Impact Moving 
Deformable Barrier 

587.4 Definitions. 
587.5 Incorporated materials. 
587.6 General description. 
587.7–587.10 [Reserved] 

Subpart C—Offset Deformable Barrier 

587.11 [Reserved] 
587.12 Incorporation by reference. 
587.13 General description. 
587.14 Deformable face component dimen-

sions and material specifications. 
587.15 Verification of aluminum honeycomb 

crush strength. 
587.16 Adhesive bonding procedure. 
587.17 Construction. 
587.18 Dimensions of fixed rigid barrier. 
587.19 Mounting. 
FIGURES TO SUBPART C 

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
and 30166; delegation of authority at 49 CFR 
1.50. 

SOURCE: 55 FR 45779, Oct. 30, 1990, unless 
otherwise noted. 

EDITORIAL NOTE: Nomenclature changes to 
part 587 appear at 69 FR 18803, Apr. 9, 2004. 

Subpart A—General 
§ 587.1 Scope. 

This part describes deformable im-
pact barriers that are to be used for 
testing compliance of motor vehicles 
with motor vehicle safety standards. 

[65 FR 17198, Mar. 31, 2000] 

§ 587.2 Purpose. 
The design and performance criteria 

specified in this part are intended to 
describe measuring tools with suffi-

cient precision to give repetitive and 
correlative results under similar test 
conditions and to reflect adequately 
the protective performance of a motor 
vehicle or item of motor vehicle equip-
ment with respect to human occupants 

§ 587.3 Application. 
This part does not in itself impose 

duties or liabilities on any person. It is 
a description of tools that are used in 
compliance tests to measure the per-
formance of occupant protection sys-
tems required by the safety standards 
that refer to these tools. It is designed 
to be referenced by, and become part 
of, the test procedures specified in 
motor vehicle safety standards such as 
Standard No. 208, Occupant Crash Pro-
tection, and Standard No. 214, Side Im-
pact Protection. 

[65 FR 17199, Mar. 31, 2000] 

Subpart B—Side Impact Moving 
Deformable Barrier 

§ 587.4 Definitions. 
All terms defined in section 102 of the 

National Traffic and Motor Vehicle 
Safety Act (15 U.S.C. 1391) are used in 
their statutory meaning. 

§ 587.5 Incorporated materials. 
(a) The drawings and specifications 

referred to in this regulation that are 
not set forth in full are hereby incor-
porated in this part by reference. These 
materials are thereby made part of this 
regulation. The Director of the Federal 
Register has approved the materials in-
corporated by reference. For materials 
subject to change, only the specific 
version approved by the Director of the 
Federal Register and specified in the 
regulation are incorporated. A notice 
of any change will be published in the 
FEDERAL REGISTER. As a convenience 
to the reader, the materials incor-
porated by reference are listed in the 
Finding Aid Table found at the end of 
this volume of the Code of Federal Reg-
ulations. 

(b) The drawings and specifications 
incorporated in this part by reference 
are available for examination in the 
general reference section of Docket 79– 
04, Docket Section, National Highway 
Traffic Safety Administration, Room 
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