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(5) The vessel’s operations are con-

sistent with applicable state and Fed-

eral law, including those governing dis-

posal of fish waste at sea. 

(j) Additional requirements for partici-
pants in the Pacific Whiting Shoreside 
fishery—(1) Pacific whiting shoreside first 
receiver responsibilities—(i) Weights and 
measures. All groundfish weights re-

ported on fish tickets must be recorded 

from scales with appropriate weighing 

capacity that ensures accuracy for the 

amount of fish being weighed. For ex-

ample: amounts of fish less than 1,000 

lb (454 kg) should not be weighed on 

scales that have an accuracy range of 

1,000 lb–7,000 lb (454 - 3,175 kg) and are 

therefore not capable of accurately 

weighing amounts less than 1,000 lb (454 

kg). 

(ii) Electronic fish tickets—(A) Hard-
ware and software requirements. First re-

ceivers using the electronic fish ticket 

software provided by Pacific States 

Marine Fish Commission are required 

to meet the hardware and software re-

quirements below. Those whiting first 

receivers who have NMFS-approved 

software compatible with the standards 

specified by Pacific States Marine Fish 

Commission for electronic fish tickets 

are not subject to any specific hard-

ware or software requirements. 

(1) A personal computer with Pen-

tium 75–MHz or higher. Random Access 

Memory (RAM) must have sufficient 

megabyte (MB) space to run the oper-

ating system, plus an additional 8 MB 

for the software application and avail-

able hard disk space of 217 MB or great-

er. A CD-ROM drive with a Video 

Graphics Adapter(VGA) or higher reso-

lution monitor (super VGA is rec-

ommended). 

(2) Microsoft Windows 2000 (64 MB or 

greater RAM required), Windows XP 

(128 MB or greater RAM required) or 

later operating system. 

(3) Microsoft Access 2003 or newer for: 

(i) NMFS Approved Software Standards 
and Internet Access. 

The Pacific whiting shoreside first 

receiver is responsible for obtaining, 

installing and updating electronic fish 

tickets software either provided by Pa-

cific States Marine Fish Commission, 

or compatible with the data export 

specifications specified by Pacific 

States Marine Fish Commission and for 

maintaining internet access sufficient 

to transmit data files via email. Re-

quests for data export specifications 

can be submitted to: Attn: Frank 

Lockhart, National Marine Fisheries 

Service, Northwest Region Sustainable 

Fisheries Division, 7600 Sand Point 

Way NE, Seattle, WA 98115, or via 

email to frank.lockhart@noaa.gov. 

(ii) Maintenance. The Pacific whiting 

shoreside first receiver is responsible 

for ensuring that all hardware and soft-

ware required under this subsection are 

fully operational and functional when-

ever the Pacific whiting primary sea-

son deliveries are accepted. 

(2) Pacific whiting shoreside first re-

ceivers and processors that receive 

groundfish species other than Pacific 

whiting in excess of trip limits from 

Pacific whiting shoreside vessels fish-

ing under an EFP issued by the Assist-

ant Regional Administrator are au-

thorized to possess the catch. 

(3) Vessel owners and operators, first 

receivers, or shoreside processor own-

ers, or managers may contact NMFS in 

writing to request assistance in im-

proving data quality and resolving 

monitoring issues. Requests may be 

submitted to: Attn: Frank Lockhart, 

National Marine Fisheries Service, 

Northwest Region Sustainable Fish-

eries Division, 7600 Sand Point Way 

NE, Seattle, WA 98115, or via email to 

frank.lockhart@noaa.gov. 

[69 FR 42353, July 15, 2004] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-

tations affecting § 660.373, see the List of CFR 

Sections Affected, which appears in the 

Finding Aids section of the printed volume 

and on GPO Access. 

§ 660.380 Groundfish harvest specifica-
tions. 

Fishery specifications include ABCs, 

the designation of OYs (which may be 

represented by harvest guidelines 

(HGs) or quotas for species that need 

individual management,) and the allo-

cation of commercial OYs between the 

open access and limited entry segments 

of the fishery. These specifications in-

clude fish caught in state ocean waters 

(0–3 nm offshore) as well as fish caught 

in the EEZ (3–200 nm offshore). Speci-

fications and management measures 

VerDate Mar<15>2010 09:44 Dec 01, 2010 Jkt 220229 PO 00000 Frm 00225 Fmt 8010 Sfmt 8002 Y:\SGML\220229.XXX 220229er
ow

e 
on

 D
S

K
G

8S
O

Y
B

1P
R

O
D

 w
ith

 C
F

R



216 

50 CFR Ch. VI (10–1–10 Edition) § 660.381 

are provided as Tables 1a and 1b, and 2a 

and 2b of this subpart. 

[69 FR 77033, Dec. 23, 2004] 

§ 660.381 Limited entry trawl fishery 
management measures. 

(a) General. Limited entry trawl ves-

sels include those vessels registered to 

a limited entry permit with a trawl en-

dorsement. Most species taken in lim-

ited entry trawl fisheries will be man-

aged with cumulative trip limits (see 

trip limits in Tables 3 (North) and 3 

(South) of this subpart), size limits (see 

§ 660.370 (h)(5)), seasons (see Pacific 

whiting at § 660.373), gear restrictions 

(see paragraph (b) of this section) and 

closed areas (see paragraph (d) of this 

section and §§ 660.390 through 660.399). 

The trawl fishery has gear require-

ments and trip limits that differ by the 

type of trawl gear on board and the 

area fished. Cowcod retention is pro-

hibited in all fisheries and groundfish 

vessels operating south of Point Con-

ception must adhere to CCA restric-

tions (see paragraph (d)(1) of this sec-

tion and § 660.390). The trip limits in 

Table 3 (North) and Table 3 (South) of 

this subpart apply to vessels partici-

pating in the limited entry groundfish 

trawl fishery and may not be exceeded. 

Federal commercial groundfish regula-

tions are not intended to supersede any 

more restrictive state commercial 

groundfish regulations relating to fed-

erally-managed groundfish. 

(b) Trawl gear requirements and restric-
tions. Trawl nets may be fished with or 

without otter boards, and may use 

warps or cables to herd fish. 

(1) Codends. Only single-walled 

codends may be used in any trawl. Dou-

ble-walled codends are prohibited. 

(2) Mesh size. Groundfish trawl gear 

must meet the minimum mesh size re-

quirements in this paragraph. Mesh 

size requirements apply throughout the 

net. Minimum trawl mesh sizes are: 

bottom trawl, 4.5 inches (11.4 cm); 

midwater trawl, 3.0 inches (7.6 cm). 

Minimum trawl mesh size require-

ments are met if a 20–gauge stainless 

steel wedge, less one thickness of the 

metal wedge, can be passed with only 

thumb pressure through at least 16 of 

20 sets of two meshes each of wet mesh. 

(3) Chafing gear. Chafing gear may en-

circle no more than 50 percent of the 

net′s circumference. No section of chaf-

ing gear may be longer than 50 meshes 

of the net to which it is attached. Chaf-

ing gear may be used only on the last 

50 meshes, measured from the terminal 

(closed) end of the codend. Except at 

the corners, the terminal end of each 

section of chafing gear on all trawl 

gear must not be connected to the net. 

(The terminal end is the end farthest 

from the mouth of the net.) Chafing 

gear must be attached outside any 

riblines and restraining straps. There 

is no limit on the number of sections of 

chafing gear on a net. 

(4) Large footrope trawl gear. Large 

footrope gear is bottom trawl gear with 

a footrope diameter larger than 8 

inches (20 cm) (including rollers, bob-

bins or other material encircling or 

tied along the length of the footrope). 

Fishing with bottom trawl gear with a 

footrope diameter greater than 19 

inches (48 cm) (including rollers, bob-

bins, or other material encircling or 

tied along the length of the footrope) is 

prohibited anywhere in EFH within the 

EEZ, as defined by latitude/longitude 

coordinates at § 660.395. 

(5) Small footrope trawl gear. Small 

footrope gear is bottom trawl gear with 

a footrope diameter of 8 inches (20 cm) 

or smaller (including rollers, bobbins 

or other material encircling or tied 

along the length of the footrope). Other 

lines or ropes that run parallel to the 

footrope may not be augmented with 

material encircling or tied along their 

length such that they have a diameter 

larger than 8 inches (20 cm). For en-

forcement purposes, the footrope will 

be measured in a straight line from the 

outside edge to the opposite outside 

edge at the widest part on any indi-

vidual part, including any individual 

disk, roller, bobbin, or any other de-

vice. 

(i) Selective flatfish trawl gear is a 

type of small footrope trawl gear. The 

selective flatfish trawl net must be a 

two-seamed net with no more than two 

riblines, excluding the codend. The 

breastline may not be longer than 3 ft 

(0.92 m) in length. There may be no 

floats along the center third of the 

headrope or attached to the top panel 

except on the riblines. The footrope 

must be less than 105 ft (32.26 m) in 

length. The headrope must be not less 
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