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7 CFR Ch. I (1–1–10 Edition) § 42.104 

forth the requirements and procedures 
for Skip Lot Sampling and Inspection. 

[31 FR 4687, Mar. 19, 1966, as amended at 36 
FR 18456, Sept. 15, 1971; 41 FR 42639, Sept. 28, 
1976. Redesignated at 42 FR 32514, June 27, 
1977, and further amended at 45 FR 69424, 
Oct. 21, 1980. Redesignated at 46 FR 63203, 
Dec. 31, 1981] 

§ 42.104 Sampling plans and defects. 
(a) Sampling plans. Sections 42.109 

through 42.111 show the number of con-
tainers to examine for condition in re-
lation to lot size ranges. The tables 
provide acceptance (Ac) and rejection 
(Re) numbers for lot acceptance (or re-
jection) based on the number, class, 
and type of defects present in the sam-
ple. 

(b) Defects. The tables in § 42.112 enu-
merate and classify defects according 
to the degree to which the individual 
defect affects the serviceability, in-
cluding appearance as well as usability, 
of the container for its intended pur-
pose. The table in § 42.113 enumerates 
and classifies defects of the label, 
marking, or code. 

[31 FR 4687, Mar. 19, 1966, as amended at 36 
FR 18456, Sept. 15, 1971. Redesignated at 42 
FR 32514, June 27, 1977 and 46 FR 63203, Dec. 
31, 1981] 

§ 42.105 Basis for selection of sample. 
(a) Identification of lot. Selection of 

proper samples requires sufficient in-
formation to identify the lot; such in-
formation includes, but is not limited 
to: 

(1) The lot size (see § 42.103 for restric-
tion on small lots); 

(2) The type and size of container; 
(3) The code marks or other identi-

fication marks and the number of con-
tainers represented by each mark. 

(4) The history of the lot regarding 
previous inspections; and 

(5) The inspection status (normal, 
tightened, or reduced). 

(b) Preliminary scanning. Prior to 
drawing the sample, the lot should be 
scanned to determine if any segments 
or portions are abnormal with respect 
to wet cases, blown cans, top layer 
rust, leaking bags, etc. If such seg-
ments or portions noted are of any con-
sequence, the lot may be rejected for 
condition of containers without sam-
pling. 

(c) Sample size. Determination of the 
number of containers to check for con-
dition: 

(1) Refer to the table in §§ 42.109 
through 42.111 (sampling plans) and 
find where the lot size (number of indi-
vidual containers) fits into the column 
headed ‘‘Lot Size Ranges.’’ 

(i) Tables I-A (normal), II-A (tight-
ened), or III-A (reduced), as applicable, 
will apply to origin inspections, unless 
the contractor requests that cor-
responding single sampling plans be 
used. 

(ii) The appropriate double sampling 
plans in Table I will apply to other 
than origin inspections, unless the con-
tractor requests that corresponding 
single sampling plans be used. 

(2) Select the appropriate sample size 
for the corresponding lot size range as 
indicated in the appropriate column 
headed ‘‘Sample Size.’’ 

(3) Lots rejected for unsatisfactory 
condition of containers may be subse-
quently sampled after being recondi-
tioned or reworked. Such lots or result-
ing portion of a lot may be sampled as 
a reoffered lot providing the reoffered 
portion is separately identifiable. 
When making such inspections, the ap-
propriate sampling plan for tightened 
inspection shall be used. Except in the 
case of an appeal inspection, it is not 
permissible to reinspect a previously 
rejected lot until it has been recondi-
tioned or reworked. 

(d) Sample selection. Select samples 
from the lot presented in accordance 
with either of the following two proce-
dures as may be applicable. (A lot of-
fered for inspection will be accepted or 
rejected in its entirety with either 
sampling procedure used to select the 
sample.) 

(1) Proportional random sampling. 
When the number of codes or other 
identifying marks within the lot and 
the approximate number of cases or 
containers per code are known, select 
sample units at random within each 
mark and in a number proportionate to 
the number of containers represented 
by such mark. 

(2) Simple random sampling. When 
there are no code or other identifying 
marks, or when the number of codes or 
identifying marks within the lot and/or 

VerDate Nov<24>2008 08:39 Feb 23, 2010 Jkt 220013 PO 00000 Frm 00202 Fmt 8010 Sfmt 8010 C:\7V2 ofr150 PsN: PC150


		Superintendent of Documents
	2014-09-02T17:50:22-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




