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CoC shall establish measures to ensure 
that tools, gauges, instruments, and 
other measuring and testing devices 
used in activities affecting quality are 
properly controlled, calibrated, and ad-
justed at specified periods to maintain 
accuracy within necessary limits. 

§ 72.166 Handling, storage, and ship-
ping control. 

The licensee, applicant for a license, 
certificate holder, and applicant for a 
CoC shall establish measures to con-
trol, in accordance with work and in-
spection instructions, the handling, 
storage, shipping, cleaning, and preser-
vation of materials and equipment to 
prevent damage or deterioration. When 
necessary for particular products, spe-
cial protective environments, such as 
inert gas atmosphere, and specific 
moisture content and temperature lev-
els must be specified and provided. 

§ 72.168 Inspection, test, and operating 
status. 

(a) The licensee, applicant for a li-
cense, certificate holder, and applicant 
for a CoC shall establish measures to 
indicate, by the use of markings such 
as stamps, tags, labels, routing cards, 
or other suitable means, the status of 
inspections and tests performed upon 
individual items of the ISFSI, MRS, or 
spent fuel storage cask. These meas-
ures must provide for the identification 
of items which have satisfactorily 
passed required inspections and tests 
where necessary to preclude inad-
vertent bypassing of the inspections 
and tests. 

(b) The licensee shall establish meas-
ures to identify the operating status of 
structures, systems, and components of 
the ISFSI or MRS, such as tagging 
valves and switches, to prevent inad-
vertent operation. 

§ 72.170 Nonconforming materials, 
parts, or components. 

The licensee, applicant for a license, 
certificate holder, and applicant for a 
CoC shall establish measures to control 
materials, parts, or components that 
do not conform to their requirements 
in order to prevent their inadvertent 
use or installation. These measures 
must include, as appropriate, proce-
dures for identification, documenta-

tion, segregation, disposition, and noti-
fication to affected organizations. Non-
conforming items must be reviewed 
and accepted, rejected, repaired, or re-
worked in accordance with documented 
procedures. 

§ 72.172 Corrective action. 
The licensee, applicant for a license, 

certificate holder, and applicant for a 
CoC shall establish measures to ensure 
that conditions adverse to quality, 
such as failures, malfunctions, defi-
ciencies, deviations, defective material 
and equipment, and nonconformances, 
are promptly identified and corrected. 
In the case of a significant condition 
identified as adverse to quality, the 
measures must ensure that the cause of 
the condition is determined and correc-
tive action is taken to preclude repeti-
tion. The identification of the signifi-
cant condition adverse to quality, the 
cause of the condition, and the correc-
tive action taken must be documented 
and reported to appropriate levels of 
management. 

§ 72.174 Quality assurance records. 
The licensee, applicant for a license, 

certificate holder, and applicant for a 
CoC shall maintain sufficient records 
to furnish evidence of activities affect-
ing quality. The records must include 
the following: design records, records 
of use, and the results of reviews, in-
spections, tests, audits, monitoring of 
work performance, and materials anal-
yses. The records must include closely 
related data such as qualifications of 
personnel, procedures, and equipment. 
Inspection and test records must, at a 
minimum, identify the inspector or 
data recorder, the type of observation, 
the results, the acceptability, and the 
action taken in connection with any 
noted deficiencies. Records must be 
identifiable and retrievable. Records 
pertaining to the design, fabrication, 
erection, testing, maintenance, and use 
of structures, systems, and components 
important to safety must be main-
tained by or under the control of the li-
censee or certificate holder until the 
NRC terminates the license or CoC. 

§ 72.176 Audits. 
The licensee, applicant for a license, 

certificate holder, and applicant for a 
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