(iii) Is intended for exterior mounting on, adjacent interior to, or through an outside wall;

(2) Is powered by a single-or 3-phase current;

(3) May contain 1 or more separate indoor grilles, outdoor louvers, various ventilation options, indoor free air discharges, ductwork, well plenum, or sleeves; and

(4) Has heating components that may include electrical resistance, steam, hot water, or gas, but may not include reverse cycle refrigeration as a heating means.

*Single package vertical heat pump* means a single package vertical air conditioner that—

(1) Uses reverse cycle refrigeration as its primary heat source; and

(2) May include secondary supplemental heating by means of electrical resistance, steam, hot water, or gas.

*Small commercial package air-conditioning and heating equipment* means commercial package air-conditioning and heating equipment that is rated below 135,000 Btu per hour (cooling capacity).

*Split system* means any central air conditioner or central air conditioning heat pump in which one or more of the major assemblies are separate from the others.

*Standard size* means a packaged terminal air conditioner or packaged terminal heat pump with wall sleeve dimensions having an external wall opening of greater than or equal to 16 inches high or greater than or equal to 42 inches wide, and a cross-sectional area greater than or equal to 670 square inches.

*Very large commercial package air-conditioning and heating equipment* means commercial package air-conditioning and heating equipment that is rated—

(1) At or above 240,000 Btu per hour; and

(2) Below 760,000 Btu per hour (cooling capacity).

§ 431.95 Materials incorporated by reference.

(a) The Department incorporates by reference the following test procedures into subpart F of part 431. The Director of the Federal Register has approved the material listed in paragraph (b) of this section for incorporation by reference in accordance with 5 U.S.C. 552(a) and 1 CFR part 51. Any subsequent amendment to this material by the standard-setting organization will not affect the Department test procedures unless and until the Department amends its test procedures. The Department incorporates the material as it exists on the date of the approval and a notice of any change in the material will be published in the Federal Register.

(b) List of test procedures incorporated by reference.


(c) Availability of references—(1) Inspection of test procedures. You may inspect the test procedures incorporated by reference at:

(i) National Archives and Records Administration (NARA). For information on the availability of this material at NARA, call 202–741–6030, or go to:


§ 431.96 Uniform test method for the measurement of energy efficiency of small, large, and very large commercial package air conditioning and heating equipment, packaged terminal air conditioners, and packaged terminal heat pumps.

(a) Scope. This section contains test procedures for measuring, pursuant to EPCA, the energy efficiency of any small, large, or very large commercial package air-conditioning and heating equipment, packaged terminal air conditioner, or packaged terminal heat pump.

(b) Testing and calculations. Determine the energy efficiency of each covered product by conducting the test procedure(s) listed in the rightmost column of Table 1 of this section, that apply to the energy efficiency descriptor for that product, category, and cooling capacity.

TABLE 1 TO § 431.96—TEST PROCEDURES FOR ALL SMALL COMMERCIAL PACKAGE AIR-CONDITIONING AND HEATING EQUIPMENT, FOR LARGE COMMERCIAL PACKAGE AIR-CONDITIONING AND HEATING EQUIPMENT, FOR VERY LARGE COMMERCIAL PACKAGE AIR-CONDITIONING AND HEATING EQUIPMENT, AND FOR PACKAGED TERMINAL AIR-CONDITIONERS, AND PACKAGED TERMINAL HEAT PUMPS

<table>
<thead>
<tr>
<th>Product Category</th>
<th>Cooling capacity</th>
<th>Energy efficiency descriptor</th>
<th>Use tests, conditions and procedures 1 in</th>
</tr>
</thead>
<tbody>
<tr>
<td>Small Commercial Packaged Air Conditioning and Heating Equipment.</td>
<td>Air Cooled, 3 Phase, AC and HP.</td>
<td>≤ 65,000 Btu/h</td>
<td>SEER ...</td>
</tr>
<tr>
<td></td>
<td>Air Cooled AC and HP.</td>
<td>≥ 65,000 Btu/h and &lt;135,000 Btu/h</td>
<td>EER ...</td>
</tr>
<tr>
<td></td>
<td>Water Cooled AC.</td>
<td>≥ 135,000 Btu/h and &lt;240,000 Btu/h.</td>
<td>EER ...</td>
</tr>
<tr>
<td></td>
<td>Evaporatively Cooled AC.</td>
<td>≥ 135,000 Btu/h and &lt;240,000 Btu/h.</td>
<td>EER ...</td>
</tr>
<tr>
<td></td>
<td>AC and HP.</td>
<td>All</td>
<td>EER ...</td>
</tr>
<tr>
<td></td>
<td>HP.</td>
<td>All</td>
<td>COP ...</td>
</tr>
</tbody>
</table>

1 Incorporated by reference, see § 431.95.