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§21.143 Quality control data require-
ments; prime manufacturer.

(a) BEach applicant must submit, for
approval, data describing the inspec-
tion and test procedures necessary to
ensure that each article produced con-
forms to the type design and is in a
condition for safe operation, including
as applicable—

(1) A statement describing assigned
responsibilities and delegated author-
ity of the quality control organization,
together with a chart indicating the
functional relationship of the quality
control organization to management
and to other organizational compo-
nents, and indicating the chain of au-
thority and responsibility within the
quality control organization;

(2) A description of inspection proce-
dures for raw materials, purchased
items, and parts and assemblies pro-
duced by manufacturers’ suppliers in-
cluding methods used to ensure accept-
able quality of parts and assemblies
that cannot be completely inspected
for conformity and quality when deliv-
ered to the prime manufacturer’s
plant;

(3) A description of the methods used
for production inspection of individual
parts and complete assemblies, includ-
ing the identification of any special
manufacturing processes involved, the
means used to control the processes,
the final test procedure for the com-
plete product, and, in the case of air-
craft, a copy of the manufacturer’s pro-
duction flight test procedures and
checkoff list;

(4) An outline of the materials review
system, including the procedure for re-
cording review board decisions and dis-
posing of rejected parts;

(5) An outline of a system for inform-
ing company inspectors of current
changes in engineering drawings, speci-
fications, and quality control proce-
dures; and

(6) A list or chart showing the loca-
tion and type of inspection stations.

(b) Each prime manufacturer shall
make available to the Administrator
information regarding all delegation of
authority to suppliers to make major
inspections of parts or assemblies for

§21.157

which the prime manufacturer is re-
sponsible.

[Doc. No. 5085, 29 FR 14569, Oct. 24, 1964, as
amended by Amdt. 21-51, 45 FR 60170, Sept.
11, 1980]

§21.147 Changes in quality control
system.

After the issue of a production cer-
tificate, each change to the quality
control system is subject to review by
the Administrator. The holder of a pro-
duction certificate shall immediately
notify the Administrator, in writing of
any change that may affect the inspec-
tion, conformity, or airworthiness of
the product.

§21.149 Multiple products.

The Administrator may authorize
more than one type certificated prod-
uct to be manufactured under the
terms of one production certificate, if
the products have similar production
characteristics.

§21.151 Production limitation record.

A production limitation record is
issued as part of a production certifi-
cate. The record lists the type certifi-
cate of every product that the appli-
cant is authorized to manufacture
under the terms of the production cer-
tificate.

§21.153 Amendment of the production
certificates.

The holder of a production certificate
desiring to amend it to add a type cer-
tificate or model, or both, must apply
therefor in a form and manner pre-
scribed by the Administrator. The ap-
plicant must comply with the applica-
ble requirements of §§21.139, 21.143, and
21.147.

§21.155 Transferability.

A production certificate is not trans-
ferable.

§21.157 Inspections and tests.

Each holder of a production certifi-
cate shall allow the Administrator to
make any inspections and tests nec-
essary to determine compliance with
the applicable regulations in this sub-
chapter.
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