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Federal Aviation Administration, DOT § 43.2 

43.17 Maintenance, preventive maintenance, 
and alterations performed on U.S. aero-
nautical products by certain Canadian 
persons. 

APPENDIX A TO PART 43—MAJOR ALTER-
ATIONS, MAJOR REPAIRS, AND PREVENTIVE 
MAINTENANCE 

APPENDIX B TO PART 43—RECORDING OF 
MAJOR REPAIRS AND MAJOR ALTERATIONS 

APPENDIX C TO PART 43 [RESERVED] 
APPENDIX D TO PART 43—SCOPE AND DETAIL 

OF ITEMS (AS APPLICABLE TO THE PAR-
TICULAR AIRCRAFT) TO BE INCLUDED IN 
ANNUAL AND 100-HOUR INSPECTIONS 

APPENDIX E TO PART 43—ALTIMETER SYSTEM 
TEST AND INSPECTION 

APPENDIX F TO PART 43—ATC TRANSPONDER 
TESTS AND INSPECTIONS 

AUTHORITY: 49 U.S.C. 106(g), 40113, 44701, 
44703, 44705, 44707, 44711, 44713, 44717, 44725. 

SOURCE: Docket No. 1993, 29 FR 5451, Apr. 
23, 1964, unless otherwise noted. 

EDITORIAL NOTE: For miscellaneous tech-
nical amendments to this part 43, see Amdt. 
43–3, 31 FR 3336, Mar. 3, 1966, and Amdt. 43– 
6, 31 FR 9211, July 6, 1966. 

§ 43.1 Applicability. 
(a) Except as provided in paragraphs 

(b) and (d) of this section, this part pre-
scribes rules governing the mainte-
nance, preventive maintenance, re-
building, and alteration of any— 

(1) Aircraft having a U.S. airworthi-
ness certificate; 

(2) Foreign-registered civil aircraft 
used in common carriage or carriage of 
mail under the provisions of Part 121 or 
135 of this chapter; and 

(3) Airframe, aircraft engines, propel-
lers, appliances, and component parts 
of such aircraft. 

(b) This part does not apply to— 
(1) Any aircraft for which the FAA 

has issued an experimental certificate, 
unless the FAA has previously issued a 
different kind of airworthiness certifi-
cate for that aircraft; or 

(2) Any aircraft for which the FAA 
has issued an experimental certificate 
under the provisions of § 21.191 (i)(3) of 
this chapter, and the aircraft was pre-
viously issued a special airworthiness 
certificate in the light-sport category 
under the provisions of § 21.190 of this 
chapter. 

(c) This part applies to all life-lim-
ited parts that are removed from a 
type certificated product, segregated, 
or controlled as provided in § 43.10. 

(d) This part applies to any aircraft 
issued a special airworthiness certifi-
cate in the light-sport category except: 

(1) The repair or alteration form 
specified in §§ 43.5(b) and 43.9(d) is not 
required to be completed for products 
not produced under an FAA approval; 

(2) Major repairs and major alter-
ations for products not produced under 
an FAA approval are not required to be 
recorded in accordance with appendix B 
of this part; and 

(3) The listing of major alterations 
and major repairs specified in para-
graphs (a) and (b) of appendix A of this 
part is not applicable to products not 
produced under an FAA approval. 

[Doc. No. 1993, 29 FR 5451, Apr. 23, 1964, as 
amended by Amdt. 43–23, 47 FR 41084, Sept. 
16, 1982; Amdt. 43–37, 66 FR 21066, Apr. 27, 
2001; Amdt. 43–38, 67 FR 2109, Jan. 15, 2002; 
Amdt. 43–39, 69 FR 44863, July 27, 2004; Amdt. 
43–44, 75 FR 5219, Feb. 1, 2010] 

§ 43.2 Records of overhaul and rebuild-
ing. 

(a) No person may describe in any re-
quired maintenance entry or form an 
aircraft, airframe, aircraft engine, pro-
peller, appliance, or component part as 
being overhauled unless— 

(1) Using methods, techniques, and 
practices acceptable to the Adminis-
trator, it has been disassembled, 
cleaned, inspected, repaired as nec-
essary, and reassembled; and 

(2) It has been tested in accordance 
with approved standards and technical 
data, or in accordance with current 
standards and technical data accept-
able to the Administrator, which have 
been developed and documented by the 
holder of the type certificate, supple-
mental type certificate, or a material, 
part, process, or appliance approval 
under § 21.305 of this chapter. 

(b) No person may describe in any re-
quired maintenance entry or form an 
aircraft, airframe, aircraft engine, pro-
peller, appliance, or component part as 
being rebuilt unless it has been dis-
assembled, cleaned, inspected, repaired 
as necessary, reassembled, and tested 
to the same tolerances and limits as a 
new item, using either new parts or 
used parts that either conform to new 
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part tolerances and limits or to ap-
proved oversized or undersized dimen-
sions. 

[Amdt. 43–23, 47 FR 41084, Sept. 16, 1982] 

EFFECTIVE DATE NOTE: By Amdt. No. 43-43, 
74 FR 53394, Oct. 16, 2009, § 43.2(a)(2) was 
amended by removing the reference to 
‘‘§ 21.305 of this chapter’’ and adding in its 
place ‘‘part 21 of this chapter’’, effective Apr. 
14, 2010. The effective date of this revision 
was subsequently postponed to Apr. 16, 2011 
at 75 FR 9095, Mar. 1, 2010. 

§ 43.3 Persons authorized to perform 
maintenance, preventive mainte-
nance, rebuilding, and alterations. 

(a) Except as provided in this section 
and § 43.17, no person may maintain, re-
build, alter, or perform preventive 
maintenance on an aircraft, airframe, 
aircraft engine, propeller, appliance, or 
component part to which this part ap-
plies. Those items, the performance of 
which is a major alteration, a major re-
pair, or preventive maintenance, are 
listed in appendix A. 

(b) The holder of a mechanic certifi-
cate may perform maintenance, pre-
ventive maintenance, and alterations 
as provided in Part 65 of this chapter. 

(c) The holder of a repairman certifi-
cate may perform maintenance, pre-
ventive maintenance, and alterations 
as provided in part 65 of this chapter. 

(d) A person working under the su-
pervision of a holder of a mechanic or 
repairman certificate may perform the 
maintenance, preventive maintenance, 
and alterations that his supervisor is 
authorized to perform, if the supervisor 
personally observes the work being 
done to the extent necessary to ensure 
that it is being done properly and if the 
supervisor is readily available, in per-
son, for consultation. However, this 
paragraph does not authorize the per-
formance of any inspection required by 
Part 91 or Part 125 of this chapter or 
any inspection performed after a major 
repair or alteration. 

(e) The holder of a repair station cer-
tificate may perform maintenance, pre-
ventive maintenance, and alterations 
as provided in Part 145 of this chapter. 

(f) The holder of an air carrier oper-
ating certificate or an operating cer-
tificate issued under Part 121 or 135, 
may perform maintenance, preventive 

maintenance, and alterations as pro-
vided in Part 121 or 135. 

(g) Except for holders of a sport pilot 
certificate, the holder of a pilot certifi-
cate issued under part 61 may perform 
preventive maintenance on any air-
craft owned or operated by that pilot 
which is not used under part 121, 129, or 
135 of this chapter. The holder of a 
sport pilot certificate may perform 
preventive maintenance on an aircraft 
owned or operated by that pilot and 
issued a special airworthiness certifi-
cate in the light-sport category. 

(h) Notwithstanding the provisions of 
paragraph (g) of this section, the Ad-
ministrator may approve a certificate 
holder under Part 135 of this chapter, 
operating rotorcraft in a remote area, 
to allow a pilot to perform specific pre-
ventive maintenance items provided— 

(1) The items of preventive mainte-
nance are a result of a known or sus-
pected mechanical difficulty or mal-
function that occurred en route to or 
in a remote area; 

(2) The pilot has satisfactorily com-
pleted an approved training program 
and is authorized in writing by the cer-
tificate holder for each item of preven-
tive maintenance that the pilot is au-
thorized to perform; 

(3) There is no certificated mechanic 
available to perform preventive main-
tenance; 

(4) The certificate holder has proce-
dures to evaluate the accomplishment 
of a preventive maintenance item that 
requires a decision concerning the air-
worthiness of the rotorcraft; and 

(5) The items of preventive mainte-
nance authorized by this section are 
those listed in paragraph (c) of appen-
dix A of this part. 

(i) Notwithstanding the provisions of 
paragraph (g) of this section, in accord-
ance with an approval issued to the 
holder of a certificate issued under part 
135 of this chapter, a pilot of an air-
craft type-certificated for 9 or fewer 
passenger seats, excluding any pilot 
seat, may perform the removal and re-
installation of approved aircraft cabin 
seats, approved cabin-mounted stretch-
ers, and when no tools are required, ap-
proved cabin-mounted medical oxygen 
bottles, provided— 

(1) The pilot has satisfactorily com-
pleted an approved training program 
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