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(3) The scheduling and performance 
of inspections required by this part; 
and 

(4) Ensuring that maintenance per-
sonnel make entries in the airplane 
maintenance log and maintenance 
records which meet the requirements 
of part 43 of this chapter and the cer-
tificate holder’s manual, and which in-
dicate that the airplane has been ap-
proved for return to service after main-
tenance, preventive maintenance, or 
alteration has been performed. 

§ 125.245 Organization required to per-
form maintenance, preventive 
maintenance, and alteration. 

The certificate holder must ensure 
that each person with whom it ar-
ranges for the performance of mainte-
nance, preventive maintenance, alter-
ation, or required inspection items 
identified in the certificate holder’s 
manual in accordance with 
§ 125.249(a)(3)(ii) must have an organiza-
tion adequate to perform that work. 

§ 125.247 Inspection programs and 
maintenance. 

(a) No person may operate an air-
plane subject to this part unless 

(1) The replacement times for life- 
limited parts specified in the aircraft 
type certificate data sheets, or other 
documents approved by the Adminis-
trator, are complied with; 

(2) Defects disclosed between inspec-
tions, or as a result of inspection, have 
been corrected in accordance with part 
43 of this chapter; and 

(3) The airplane, including airframe, 
aircraft engines, propellers, appliances, 
and survival and emergency equip-
ment, and their component parts, is in-
spected in accordance with an inspec-
tion program approved by the Adminis-
trator. 

(b) The inspection program specified 
in paragraph (a)(3) of this section must 
include at least the following: 

(1) Instructions, procedures, and 
standards for the conduct of inspec-
tions for the particular make and 
model of airplane, including necessary 
tests and checks. The instructions and 
procedures must set forth in detail the 
parts and areas of the airframe, air-
craft engines, propellers, appliances, 

and survival and emergency equipment 
required to be inspected. 

(2) A schedule for the performance of 
inspections that must be performed 
under the program, expressed in terms 
of the time in service, calendar time, 
number of system operations, or any 
combination of these. 

(c) No person may be used to perform 
the inspections required by this part 
unless that person is authorized to per-
form maintenance under part 43 of this 
chapter. 

(d) No person may operate an air-
plane subject to this part unless— 

(1) The installed engines have been 
maintained in accordance with the 
overhaul periods recommended by the 
manufacturer or a program approved 
by the Administrator; and 

(2) The engine overhaul periods are 
specified in the inspection programs re-
quired by § 125.247(a)(3). 

(e) Inspection programs which may 
be approved for use under this part in-
clude, but are not limited to— 

(1) A continuous inspection program 
which is a part of a current continuous 
airworthiness program approved for 
use by a certificate holder under part 
121 or part 135 of this chapter; 

(2) Inspection programs currently 
recommended by the manufacturer of 
the airplane, aircraft engines, propel-
lers, appliances, or survival and emer-
gency equipment; or 

(3) An inspection program developed 
by a certificate holder under this part. 

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as 
amended by Amdt. 125–2, 46 FR 24409, Apr. 30, 
1981] 

§ 125.248 [Reserved] 

§ 125.249 Maintenance manual require-
ments. 

(a) Each certificate holder’s manual 
required by § 125.71 of this part shall 
contain, in addition to the items re-
quired by § 125.73 of this part, at least 
the following: 

(1) A description of the certificate 
holders maintenance organization, 
when the certificate holder has such an 
organization. 

(2) A list of those persons with whom 
the certificate holder has arranged for 
performance of inspections under this 

VerDate Mar<15>2010 08:29 Feb 24, 2011 Jkt 223045 PO 00000 Frm 00338 Fmt 8010 Sfmt 8002 Y:\SGML\223045.XXX 223045W
R

ei
er

-A
vi

le
s 

on
 D

S
K

G
B

LS
3C

1P
R

O
D

 w
ith

 C
F

R



329 

Federal Aviation Administration, DOT § 125.263 

part. The list shall include the persons’ 
names and addresses. 

(3) The inspection programs required 
by § 125.247 of this part to be followed in 
the performance of inspections under 
this part including— 

(i) The method of performing routine 
and nonroutine inspections (other than 
required inspections); 

(ii) The designation of the items that 
must be inspected (required inspec-
tions), including at least those which if 
improperly accomplished could result 
in a failure, malfunction, or defect en-
dangering the safe operation of the air-
plane; 

(iii) The method of performing re-
quired inspections; 

(iv) Procedures for the inspection of 
work performed under previously re-
quired inspection findings (‘‘buy-back 
procedures’’); 

(v) Procedures, standards, and limits 
necessary for required inspections and 
acceptance or rejection of the items re-
quired to be inspected; 

(vi) Instructions to prevent any per-
son who performs any item of work 
from performing any required inspec-
tion of that work; and 

(vii) Procedures to ensure that work 
interruptions do not adversely affect 
required inspections and to ensure re-
quired inspections are properly com-
pleted before the airplane is released to 
service. 

(b) In addition, each certificate hold-
er’s manual shall contain a suitable 
system which may include a coded sys-
tem that provides for the retention of 
the following: 

(1) A description (or reference to data 
acceptable to the Administrator) of the 
work performed. 

(2) The name of the person per-
forming the work and the person’s cer-
tificate type and number. 

(3) The name of the person approving 
the work and the person’s certificate 
type and number. 

§ 125.251 Required inspection per-
sonnel. 

(a) No person may use any person to 
perform required inspections unless the 
person performing the inspection is ap-
propriately certificated, properly 
trained, qualified, and authorized to do 
so. 

(b) No person may perform a required 
inspection if that person performed the 
item of work required to be inspected. 

Subpart H—Airman and 
Crewmember Requirements 

§ 125.261 Airman: Limitations on use of 
services. 

(a) No certificate holder may use any 
person as an airman nor may any per-
son serve as an airman unless that per-
son— 

(1) Holds an appropriate current air-
man certificate issued by the FAA; 

(2) Has any required appropriate cur-
rent airman and medical certificates in 
that person’s possession while engaged 
in operations under this part; and 

(3) Is otherwise qualified for the oper-
ation for which that person is to be 
used. 

(b) Each airman covered by para-
graph (a) of this section shall present 
the certificates for inspection upon the 
request of the Administrator. 

§ 125.263 Composition of flightcrew. 

(a) No certificate holder may operate 
an airplane with less than the min-
imum flightcrew specified in the type 
certificate and the Airplane Flight 
Manual approved for that type airplane 
and required by this part for the kind 
of operation being conducted. 

(b) In any case in which this part re-
quires the performance of two or more 
functions for which an airman certifi-
cate is necessary, that requirement is 
not satisfied by the performance of 
multiple functions at the same time by 
one airman. 

(c) On each flight requiring a flight 
engineer, at least one flight crew-
member, other than the flight engi-
neer, must be qualified to provide 
emergency performance of the flight 
engineer’s functions for the safe com-
pletion of the flight if the flight engi-
neer becomes ill or is otherwise inca-
pacitated. A pilot need not hold a 
flight engineer’s certificate to perform 
the flight engineer’s functions in such 
a situation. 
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