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Federal Aviation Administration, DOT § 129.17 

§ 129.14 Maintenance program and 
minimum equipment list require-
ments for U.S.-registered aircraft. 

(a) Each foreign air carrier and each 
foreign person operating a U.S.-reg-
istered aircraft within or outside the 
United States in common carriage 
shall ensure that each aircraft is main-
tained in accordance with a program 
approved by the Administrator. 

(b) No foreign air carrier or foreign 
person may operate a U.S.-registered 
aircraft with inoperable instruments or 
equipment unless the following condi-
tions are met: 

(1) A master minimum equipment list 
exists for the aircraft type. 

(2) The foreign operator submits for 
review and approval its aircraft min-
imum equipment list based on the mas-
ter minimum equipment list, to the 
FAA Flight Standards District Office 
having geographic responsibility for 
the operator. The foreign operator 
must show, before minimum equipment 
list approval can be obtained, that the 
maintenance procedures used under its 
maintenance program are adequate to 
support the use of its minimum equip-
ment list. 

(3) For leased aircraft maintained 
and operated under a U.S. operator’s 
continuous airworthiness maintenance 
program and FAA-approved minimum 
equipment list, the foreign operator 
submits the U.S. operator’s approved 
continuous airworthiness maintenance 
program and approved aircraft min-
imum equipment list to the FAA office 
prescribed in paragraph (b)(2) of this 
section for review and evaluation. The 
foreign operator must show that it is 
capable of operating under the lessor’s 
approved maintenance program and 
that it is also capable of meeting the 
maintenance and operational require-
ments specified in the lessor’s approved 
minimum equipment list. 

(4) The FAA letter of authorization 
permitting the operator to use an ap-
proved minimum equipment list is car-
ried aboard the aircraft. The minimum 
equipment list and the letter of author-
ization constitute a supplemental type 
certificate for the aircraft. 

(5) The approved minimum equip-
ment list provides for the operation of 
the aircraft with certain instruments 

and equipment in an inoperable condi-
tion. 

(6) The aircraft records available to 
the pilot must include an entry de-
scribing the inoperable instruments 
and equipment. 

(7) The aircraft is operated under all 
applicable conditions and limitations 
contained in the minimum equipment 
list and the letter authorizing the use 
of the list. 

[Doc. No. 24856, 52 FR 20029, May 28, 1987] 

§ 129.15 Flight crewmember certifi-
cates. 

No person may act as a flight crew-
member unless he holds a current cer-
tificate or license issued or validated 
by the country in which that aircraft is 
registered, showing his ability to per-
form his duties connected with oper-
ating that aircraft. 

[Doc. No. 7084, 30 FR 16074, Dec. 24, 1965] 

§ 129.17 Aircraft communication and 
navigation equipment for oper-
ations under IFR or over the top. 

(a) Aircraft navigation equipment re-
quirements—General. No foreign air car-
rier may conduct operations under IFR 
or over the top unless— 

(1) The en route navigation aids nec-
essary for navigating the aircraft along 
the route (e.g., ATS routes, arrival and 
departure routes, and instrument ap-
proach procedures, including missed 
approach procedures if a missed ap-
proach routing is specified in the pro-
cedure) are available and suitable for 
use by the aircraft navigation equip-
ment required by this section; 

(2) The aircraft used in those oper-
ations is equipped with at least the fol-
lowing— 

(i) Except as provided in paragraph 
(c) of this section, two approved inde-
pendent navigation systems suitable 
for navigating the aircraft along the 
route to be flown within the degree of 
accuracy required for ATC; 

(ii) One marker beacon receiver pro-
viding visual and aural signals; and 

(iii) One ILS receiver; and 
(3) Any RNAV system used to meet 

the navigation equipment require-
ments of this section is authorized in 
the foreign air carrier’s operations 
specifications. 
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