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(7) HBRRP is Highway Bridge Re-
placement and Rehabilitation Pro-
gram; 

(8) ADT′ is ADT plus ADTT. 
(c) In order to balance the relative 

importance of candidate bridges with 
very low (less than one) sufficiency rat-
ings and very low ADT’s against can-
didate bridges with high ADT’s, the 
minimum sufficiency rating used will 
be 1.0. If the computed sufficiency rat-
ing for a candidate bridge is less than 
1.0, use 1.0 in the rating factor formula. 

(d) If the unobligated balance of 
HBRRP funds for the State is less than 
$10 million, the HBRRP modifier is 1.0. 
This will limit the effect of the modi-
fier on those States with small appor-
tionments or those who may be accu-
mulating funds to finance a major 
bridge. 

[48 FR 52296, Nov. 17, 1983; 48 FR 53407, Nov. 
28, 1983, as amended at 67 FR 63542, Oct. 15, 
2002] 

§ 650.709 Special considerations. 
(a) The selection process for new dis-

cretionary bridge projects will be based 
upon the rating factor priority rank-
ing. However, although not specifically 
included in the rating factor formula, 
special consideration will be given to 
bridges that are closed to all traffic or 
that have a load restriction of less 
than 10 tons. Consideration will also be 
given to bridges with other unique sit-
uations, and to bridge candidates in 
States that have not previously been 
allocated discretionary bridge funds. In 
addition, consideration will be given to 
candidates that receive additional 
funds or contributions from local, 
State, county, or private sources, but 
not from Federal sources which reduce 
the total Federal cost or Federal share 
of the project. These funds or contribu-
tions may be used to reduce the total 
project cost for use in the rating factor 
formula. 

(b) The need to administer the pro-
gram from a balanced national perspec-
tive requires that the special cases set 
forth in paragraph (a) of this section 
and other unique situations be consid-
ered in the discretionary bridge can-
didate evaluation process. 

(c) Priority consideration will be 
given to the continuation and comple-
tion of projects previously begun with 

discretionary bridge funds which will 
be ready to begin construction in the 
fiscal year in which funds are available 
for obligation. 

[48 FR 52296, Nov. 17, 1983, as amended at 67 
FR 63543, Oct. 15, 2002] 

Subpart H—Navigational 
Clearances for Bridges 

SOURCE: 52 FR 28139, July 28, 1987, unless 
otherwise noted. 

§ 650.801 Purpose. 
The purpose of this regulation is to 

establish policy and to set forth coordi-
nation procedures for Federal-aid high-
way bridges which require navigational 
clearances. 

§ 650.803 Policy. 
It is the policy of FHWA: 
(a) To provide clearances which meet 

the reasonable needs of navigation and 
provide for cost-effective highway op-
erations, 

(b) To provide fixed bridges wherever 
practicable, and 

(c) To consider appropriate pier pro-
tection and vehicular protective and 
warning systems on bridges subject to 
ship collisions. 

§ 650.805 Bridges not requiring a 
USCG permit. 

(a) The FHWA has the responsibility 
under 23 U.S.C. 144(h) to determine 
that a USCG permit is not required for 
bridge construction. This determina-
tion shall be made at an early stage of 
project development so that any nec-
essary coordination can be accom-
plished during environmental proc-
essing. 

(b) A USCG permit shall not be re-
quired if the FHWA determines that 
the proposed construction, reconstruc-
tion, rehabilitation, or replacement of 
the federally aided or assisted bridge is 
over waters (1) which are not used or 
are not susceptible to use in their nat-
ural condition or by reasonable im-
provement as a means to transport 
interstate or foreign commerce and (2) 
which are (i) not tidal, or (ii) if tidal, 
used only by recreational boating, fish-
ing, and other small vessels less than 
21 feet in length. 
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1 This document is an internal directive in 
the USCG Bridge Administration Manual, 
Enclosure 1a, COMDT INST M16590.5, change 
2 dated Dec. 1, 1983. It is available for inspec-
tion and copying from the U.S. Coast Guard 
or the Federal Highway Administration as 
prescribed in 49 CFR part 7, appendices B and 
D. 

2 FHWA Notice 6640.22 dated July 17, 1981, is 
available for inspection and copying as pre-
scribed in 49 CFR part 7, appendix D. 

(c) The highway agency (HA) shall 
assess the need for a USCG permit or 
navigation lights or signals for pro-
posed bridges. The HA shall consult the 
appropriate District Offices of the U.S. 
Army Corps of Engineers if the suscep-
tibility to improvement for navigation 
of the water of concern is unknown and 
shall consult the USCG if the types of 
vessels using the waterway are un-
known. 

(d) For bridge crossings of waterways 
with navigational traffic where the HA 
believes that a USCG permit may not 
be required, the HA shall provide sup-
porting information early in the envi-
ronmental analysis stage of project de-
velopment to enable the FHWA to 
make a determination that a USCG 
permit is not required and that pro-
posed navigational clearances are rea-
sonable. 

(e) Since construction in waters ex-
empt from a USCG permit may be sub-
ject to other USCG authorizations, 
such as approval of navigation lights 
and signals and timely notice to local 
mariners of waterway changes, the 
USCG should be notified whenever the 
proposed action may substantially af-
fect local navigation. 

§ 650.807 Bridges requiring a USCG 
permit. 

(a) The USCG has the responsibility 
(1) to determine whether a USCG per-
mit is required for the improvement or 
construction of a bridge over navigable 
waters except for the exemption exer-
cised by FHWA in § 650.805 and (2) to ap-
prove the bridge location, alignment 
and appropriate navigational clear-
ances in all bridge permit applications. 

(b) A USCG permit shall be required 
when a bridge crosses waters which 
are: (1) tidal and used by recreational 
boating, fishing, and other small ves-
sels 21 feet or greater in length or (2) 
used or susceptible to use in their nat-
ural condition or by reasonable im-
provement as a means to transport 
interstate or foreign commerce. If it is 
determined that a USCG permit is re-
quired, the project shall be processed in 
accordance with the following proce-
dures. 

(c) The HA shall initiate coordina-
tion with the USCG at an early stage 
of project development and provide op-

portunity for the USCG to be involved 
throughout the environmental review 
process in accordance with 23 CFR part 
771. The FHWA and Coast Guard have 
developed internal guidelines which set 
forth coordination procedures that 
both agencies have found useful in 
streamlining and expediting the permit 
approval process. These guidelines in-
clude (1) USCG/FHWA Procedures for 
Handling Projects which Require a 
USCG Permit 1 and (2) the USCG/FHWA 
Memorandum of Understanding on Co-
ordinating The Preparation and Proc-
essing of Environmental Projects. 2 

(d) The HA shall accomplish suffi-
cient preliminary design and consulta-
tion during the environmental phase of 
project development to investigate 
bridge concepts, including the feasi-
bility of any proposed movable bridges, 
the horizontal and vertical clearances 
that may be required, and other loca-
tion considerations which may affect 
navigation. At least one fixed bridge 
alternative shall be included with any 
proposal for a movable bridge to pro-
vide a comparative analysis of engi-
neering, social, economic and environ-
mental benefit and impacts. 

(e) The HA shall consider hydraulic, 
safety, environmental and navigational 
needs along with highway costs when 
designing a proposed navigable water-
way crossing. 

(f) For bridges where the risk of ship 
collision is significant, HA’s shall con-
sider, in addition to USCG require-
ments, the need for pier protection and 
warning systems as outlined in FHWA 
Technical Advisory 5140.19, Pier Pro-
tection and Warning Systems for 
Bridges Subject to Ship Collisions, 
dated February 11, 1983. 

(g) Special navigational clearances 
shall normally not be provided for ac-
commodation of floating construction 
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3 United States Coast Guard internal direc-
tives are available for inspection and copy-
ing as prescribed in 49 CFR part 7, appendix 
B. 

equipment of any type that is not re-
quired for navigation channel mainte-
nance. If the navigational clearances 
are influenced by the needs of such 
equipment, the USCG should be con-
sulted to determine the appropriate 
clearances to be provided. 

(h) For projects which require FHWA 
approval of plans, specifications and 
estimates, preliminary bridge plans 
shall be approved at the appropriate 
level by FHWA for structural concepts, 
hydraulics, and navigational clear-
ances prior to submission of the permit 
application. 

(i) If the HA bid plans contain alter-
native designs for the same configura-
tion (fixed or movable), the permit ap-
plication shall be prepared in sufficient 
detail so that all alternatives can be 
evaluated by the USCG. If appropriate, 
the USCG will issue a permit for all al-
ternatives. Within 30 days after award 
of the construction contract, the USCG 
shall be notified by the HA of the alter-
nate which was selected. The USCG 
procedure for evaluating permit appli-
cations which contain alternates is 
presented in its Bridge Administration 
Manual (COMDT INST M16590.5). 3 The 
FHWA policy on alternates, Alternate 
Design for Bridges; Policy Statement, 
was published at 48 FR 21409 on May 12, 
1983. 

§ 650.809 Movable span bridges. 
A fixed bridge shall be selected wher-

ever practicable. If there are social, 
economic, environmental or engineer-
ing reasons which favor the selection of 
a movable bridge, a cost benefit anal-
ysis to support the need for the mov-
able bridge shall he prepared as a part 
of the preliminary plans. 

PART 652—PEDESTRIAN AND BICY-
CLE ACCOMMODATIONS AND 
PROJECTS 

Sec. 
652.1 Purpose. 
652.3 Definitions. 
652.5 Policy. 
652.7 Eligibility. 
652.9 Federal participation. 

652.11 Planning. 
652.13 Design and construction criteria. 

AUTHORITY: 23 U.S.C. 109, 217, 315, 
402(b)(1)(F); 49 CFR 1.48(b). 

SOURCE: 49 FR 10662, Mar. 22, 1984, unless 
otherwise noted. 

§ 652.1 Purpose. 
To provide policies and procedures 

relating to the provision of pedestrian 
and bicycle accommodations on Fed-
eral-aid projects, and Federal partici-
pation in the cost of these accommoda-
tions and projects. 

§ 652.3 Definitions. 
(a) Bicycle. A vehicle having two tan-

dem wheels, propelled solely by human 
power, upon which any person or per-
sons may ride. 

(b) Bikeway. Any road, path, or way 
which in some manner is specifically 
designated as being open to bicycle 
travel, regardless of whether such fa-
cilities are designated for the exclusive 
use of bicycles or are to be shared with 
other transportation modes. 

(c) Bicycle Path (Bike Path). A bike-
way physically separated from motor-
ized vehicular traffic by an open space 
or barrier and either within the high-
way right-of-way or within an inde-
pendent right-of-way. 

(d) Bicycle Lane (Bike Lane). A por-
tion of a roadway which has been des-
ignated by striping, signing and pave-
ment markings for the preferential or 
exclusive use of bicyclists. 

(e) Bicycle Route (Bike Route). A seg-
ment of a system of bikeways des-
ignated by the jurisdiction having au-
thority with appropriate directional 
and informational markers, with or 
without a specific bicycle route num-
ber. 

(f) Shared Roadway. Any roadway 
upon which a bicycle lane is not des-
ignated and which may be legally used 
by bicycles regardless of whether such 
facility is specifically designated as a 
bikeway. 

(g) Pedestrian Walkway or Walkway. A 
continuous way designated for pedes-
trians and separated from the through 
lanes for motor vehicles by space or 
barrier. 

(h) Highway Construction Project. A 
project financed in whole or in part 
with Federal-aid or Federal funds for 
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