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(b) Class 3 and 4 signs may be per-
mitted within such informational sites 
in protected areas in a manner con-
sistent with the following provisions: 

(1) No sign may be permitted which is 
not placed upon a panel. 

(2) No panel may be permitted to ex-
ceed 13 feet in height or 25 feet in 
length, including border and trim, but 
excluding supports. 

(3) No sign may be permitted to ex-
ceed 12 square feet in area, and nothing 
on such sign may be permitted to be 
legible from any place on the main- 
traveled way or a turning roadway. 

(4) Not more than one sign con-
cerning a single activity or place may 
be permitted within any one informa-
tional site. 

(5) Signs concerning a single activity 
or place may be permitted within more 
than one informational site, but no 
Class 3 sign which does not also qualify 
as a Class 4 sign may be permitted 
within any informational site more 
than 12 air miles from the advertised 
activity. 

(6) No sign may be permitted which 
moves or has any animated or moving 
parts. 

(7) Illumination of panels by other 
than white lights may not be per-
mitted, and no sign placed on any 
panel may be permitted to contain, in-
clude, or be illuminated by any other 
lights, or any flashing, intermittent, or 
moving lights. 

(8) No lighting may be permitted to 
be used in any way in connection with 
any panel unless it is so effectively 
shielded as to prevent beams or rays of 
light from being directed at any por-
tion of the main-traveled way of the 
Interstate System, or is of such low in-
tensity or brilliance as not to cause 
glare or to impair the vision of the 
driver of any motor vehicle, or to oth-
erwise interfere with any driver’s oper-
ation of a motor vehicle. 

[23 FR 8793, Nov. 13, 1958, as amended at 35 
FR 18719, Dec. 10, 1970; 41 FR 9321, Mar. 4, 
1976] 

§ 750.107 Class 3 and 4 signs outside 
informational sites. 

(a) The erection or maintenance of 
the following signs may be permitted 
within protected areas, outside infor-
mational sites: 

(1) Class 3 signs which are visible 
only to Interstate highway traffic not 
served by an informational site within 
12 air miles of the advertised activity; 

(2) Class 4 signs which are more than 
12 miles from the nearest panel within 
an informational site serving Inter-
state highway traffic to which such 
signs are visible. 

(3) Signs that qualify both as Class 3 
and 4 signs may be permitted in ac-
cordance with either paragraph (a)(1) 
or (2) of this section. 

(b) The erection or maintenance of 
signs permitted under paragraph (a) of 
this section may not be permitted in 
any manner inconsistent with the fol-
lowing: 

(1) In protected areas in advance of 
an intersection of the main-traveled 
way of an Interstate highway and an 
exit roadway, such signs visible to 
Interstate highway traffic approaching 
such intersection may not be permitted 
to exceed the following number: 

Distance from intersection Number of signs 

0–2 miles ........................ 0. 
2–5 miles ........................ 6. 
More than 5 miles ........... Average of one sign per mile. 

The specified distances shall be meas-
ured to the nearest point of the inter-
section of the traveled way of the exit 
roadway and the main-traveled way of 
the Interstate highway. 

(2) Subject to the other provisions of 
this paragraph, not more than two such 
signs may be permitted within any 
mile distance measured from any 
point, and no such signs may be per-
mitted to be less than 1,000 feet apart. 

(3) Such signs may not be permitted 
in protected areas adjacent to any 
Interstate highway right-of-way upon 
any part of the width of which is con-
structed an entrance or exit roadway. 

(4) Such signs visible to Interstate 
highway traffic which is approaching 
or has passed an entrance roadway may 
not be permitted in protected areas for 
1,000 feet beyond the furthest point of 
the intersection between the traveled 
way of such entrance roadway and the 
main-traveled way of the Interstate 
highway. 

(5) No such signs may be permitted in 
scenic areas. 

(6) Not more than one such sign ad-
vertising activities being conducted as 
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a single enterprise or giving informa-
tion about a single place may be per-
mitted to be erected or maintained in 
such manner as to be visible to traffic 
moving in any one direction on any one 
Interstate highway. 

(c) No Class 3 or 4 signs other than 
those permitted by this section may be 
permitted to be erected or maintained 
within protected areas, outside infor-
mational sites. 

§ 750.108 General provisions. 
No Class 3 or 4 signs may be per-

mitted to be erected or maintained 
pursuant to § 750.107, and no Class 2 
sign may be permitted to be erected or 
maintained, in any manner incon-
sistent with the following: 

(a) No sign may be permitted which 
attempts or appears to attempt to di-
rect the movement of traffic or which 
interferes with, imitates or resembles 
any official traffic sign, signal or de-
vice. 

(b) No sign may be permitted which 
prevents the driver of a vehicle from 
having a clear and unobstructed view 
of official signs and approaching or 
merging traffic. 

(c) No sign may be permitted which 
contains, includes, or is illuminated by 
any flashing, intermittent or moving 
light or lights. 

(d) No lighting may be permitted to 
be used in any way in connection with 
any sign unless it is so effectively 
shielded as to prevent beams or rays of 
light from being directed at any por-
tion of the main-traveled way of the 
Interstate System, or is of such low in-
tensity or brilliance as not to cause 
glare or to impair the vision of the 
driver of any motor vehicle, or to oth-
erwise interfere with any driver’s oper-
ation of a motor vehicle. 

(e) No sign may be permitted which 
moves or has any animated or moving 
parts. 

(f) No sign may be permitted to be 
erected or maintained upon trees or 
painted or drawn upon rocks or other 
natural features. 

(g) No sign may be permitted to ex-
ceed 20 feet in length, width or height, 
or 150 square feet in area, including 
border and trim but excluding sup-
ports, except Class 2 signs not more 
than 50 feet from, and advertising ac-

tivities being conducted upon, the real 
property where the sign is located. 

§ 750.109 Exclusions. 
The standards in this part shall not 

apply to markers, signs and plaques in 
appreciation of sites of historical sig-
nificance for the erection of which pro-
visions are made in an agreement be-
tween a State and the Secretary of 
Transportation, as provided in the Act, 
unless such agreement expressly makes 
all or any part of the standards appli-
cable. 

§ 750.110 State regulations. 
A State may elect to prohibit signs 

permissible under the standards in this 
part without forfeiting its rights to 
any benefits provided for in the act. 

Subpart B—National Standards for 
Directional and Official Signs 

AUTHORITY: 23 U.S.C. 131, 315, 49 U.S.C. 1651; 
49 CFR 1.48(b). 

§ 750.151 Purpose. 
(a) In section 131 of title 23 U.S.C., 

Congress has declared that: 
(1) The erection and maintenance of 

outdoor advertising signs, displays, and 
devices in areas adjacent to the Inter-
state System and the primary system 
should be controlled in order to protect 
the public investment in such high-
ways, to promote safety and rec-
reational value of public travel, and to 
preserve natural beauty. 

(2) Directional and official signs and 
notices, which signs and notices shall 
include, but not be limited to, signs 
and notices pertaining to natural won-
ders, scenic and historical attractions, 
which are required or authorized by 
law, shall conform to national stand-
ards authorized to be promulgated by 
the Secretary, which standards shall 
contain provisions concerning the 
lighting, size, number and spacing of 
signs, and such other requirements as 
may be appropriate to implement the 
section. 

(b) The standards in this part are 
issued as provided in section 131 of title 
23 U.S.C. 

[38 FR 16044, June 30, 1973, as amended at 40 
FR 21934, May 20, 1975] 

VerDate Mar<15>2010 09:39 May 11, 2011 Jkt 223076 PO 00000 Frm 00403 Fmt 8010 Sfmt 8010 Y:\SGML\223076.XXX 223076w
w

oo
ds

2 
on

 D
S

K
1D

X
X

6B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-20T15:58:04-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




