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(b)(1) Hand-held portable electric 
tools shall be equipped with switches 
that must be manually held in a closed 
position to operate the tool. 

(2) Portable power-driven circular 
saws shall be equipped with guards 
above and below the base plate or shoe. 
The upper guard shall cover the saw to 
the depth of the teeth, except for the 
minimum arc needed to permit the 
base to be tilted for bevel cuts. The 
lower guard shall cover the saw to the 
depth of the teeth, except for the min-
imum arc needed to allow proper re-
traction and contact with the work. 
When the tool is withdrawn from the 
work, the lower guard shall automati-
cally and instantly return to the cov-
ering position. 

(c) Only cutting tools shall be used to 
cut metal strapping or banding used to 
secure cargo. 

Subpart D—Specialized Terminals 

§ 1917.70 General. 

The provisions of this subpart D shall 
apply to specialized terminals in addi-
tion to any other applicable require-
ments of this part. 

§ 1917.71 Terminals handling inter-
modal containers or roll-on roll-off 
operations. 

(a) Every intermodal container shall 
be legibly and permanently marked 
with: 

(1) The weight of the container when 
empty, in pounds; 

(2) The maximum cargo weight the 
container is designed to carry, in 
pounds; and 

(3) The sum of the weight of the con-
tainer and the cargo, in pounds. 

(b) No container shall be hoisted by 
any crane or derrick unless the fol-
lowing conditions have been met: 

(1) The employer shall ascertain from 
the carrier whether a container to be 
hoisted is loaded or empty. Empty con-
tainers shall be identified before load-
ing or discharge in such a manner as 
will inform every supervisor and fore-
man on the site and in charge of load-
ing or discharging, or every crane or 
other hoisting equipment operator and 
signalman, if any, that such container 
is empty. Methods of identification 

may include cargo plans, manifests or 
markings on the container. 

(2) In the case of a loaded container: 
(i) The actual gross weight shall be 

plainly marked so as to be visible to 
the crane or other hoisting equipment 
operator or signalman, or to every su-
pervisor and foreman on the site and in 
charge of the operation; or 

(ii) The cargo stowage plan or equiva-
lent permanently recorded display 
serving the same purpose, containing 
the actual gross weight and the serial 
number or other positive identification 
of that specific container, shall be pro-
vided to the crane or other hoisting 
equipment operator and signalman, if 
any, and to every supervisor and fore-
man on the site and in charge of the 
operation. 

(3) Every outbound loaded container 
which is received at a marine terminal 
ready to load aboard a vessel without 
further consolidation or loading shall 
be weighed to obtain the actual gross 
weight, either at the terminal or else-
where, before being hoisted. 

(4)(i) When container weighing scales 
are located at a marine terminal, any 
outbound container with a load con-
solidated at that terminal shall be 
weighed to obtain an actual weight be-
fore being hoisted. 

(ii) If the terminal has no scales, the 
actual gross weight may be calculated 
on the basis of the container’s contents 
and the container’s empty weight. The 
weights used in the calculation shall be 
posted conspicuously on the container, 
with the name of the person making 
the calculation and the date. 

(5) Open type vehicle carrying con-
tainers and those built specifically and 
used solely for the carriage of com-
pressed gases are excepted from para-
graphs (b)(3) and (b)(4) of this section. 

(6) Closed dry van containers car-
rying vehicles are exempted from para-
graph (b)(4) of this section provided 
that: 

(i) The container carries only com-
pletely assembled vehicles and no 
other cargo; 

(ii) The container is marked on the 
outside in such a manner that an em-
ployee can readily discern that the 
container is carrying vehicles; and 

(iii) The vehicles were loaded into 
the container at the marine terminal. 

VerDate Mar<15>2010 15:16 Sep 16, 2011 Jkt 223115 PO 00000 Frm 00262 Fmt 8010 Sfmt 8010 Q:\29\29V7.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-19T14:07:12-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




