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29 CFR Ch. XVII (7–1–11 Edition) § 1918.5 

29 CFR citation OMB control 
No. 

1918.94(c) ...................................................... 1218–0196 
1918.96(e)(2) ................................................. 1218–0196 
1918.97(d)(7) ................................................. 1218–0196 
1918.100(a) ................................................... 1218–0196 
1918.100(e)(3) ............................................... 1218–0196 

[64 FR 61506, Nov. 12, 1999] 

§ 1918.5 Compliance duties owed to 
each employee. 

(a) Personal protective equipment. 
Standards in this part requiring the 
employer to provide personal protec-
tive equipment (PPE), including res-
pirators and other types of PPE, be-
cause of hazards to employees impose a 
separate compliance duty with respect 
to each employee covered by the re-
quirement. The employer must provide 
PPE to each employee required to use 
the PPE, and each failure to provide 
PPE to an employee may be considered 
a separate violation. 

(b) Training. Standards in this part 
requiring training on hazards and re-
lated matters, such as standards re-
quiring that employees receive train-
ing or that the employer train employ-
ees, provide training to employees, or 
institute or implement a training pro-
gram, impose a separate compliance 
duty with respect to each employee 
covered by the requirement. The em-
ployer must train each affected em-
ployee in the manner required by the 
standard, and each failure to train an 
employee may be considered a separate 
violation. 

[73 FR 75588, Dec. 12, 2008] 

Subpart B—Gear Certification 

§ 1918.11 Gear certification (See also 
§§ 1918.2, definition of ‘‘Vessel’s 
cargo handling gear’’ and 1918.51). 

(a) The employer shall not use the 
vessel’s cargo handling gear until it 
has been ascertained that the vessel 
has a current and valid cargo gear reg-
ister and certificates that in form and 
content are in accordance with the rec-
ommendations of the International 
Labor Office, as set forth in appendix I 
of this part, and as provided by Inter-
national Labor Organization Conven-
tion No. 152, and that shows that the 
cargo gear has been tested, examined 

and heat treated by or under the super-
vision of persons or organizations de-
fined as competent to make register 
entries and issue certificates pursuant 
to paragraphs (b) and (c) of this sec-
tion. 

(1) Annual thorough examinations 
under ILO 152 are required after July 
27, 1998. 

(2) Testing under ILO 152 is required 
after July 16, 2001. 

(3) In the interim period(s), prior to 
the effective dates noted in paragraph 
(a) (1) and (2), vessels with cargo gear 
and a cargo gear register according to 
ILO 32 are deemed to meet the require-
ments of this paragraph (a). 

(b) Public vessels and vessels holding 
a valid Certificate of Inspection issued 
by the U.S. Coast Guard pursuant to 46 
CFR part 91 are deemed to meet the re-
quirements of paragraph (a) of this sec-
tion. 

(c) With respect to U.S. vessels not 
holding a valid Certificate of Inspec-
tion issued by the U.S. Coast Guard, 
entries in the registers and the 
issuance of certificates required by 
paragraph (a) of this section shall be 
made only by competent persons cur-
rently accredited by the U.S. Depart-
ment of Labor (OSHA) for full function 
vessels or loose gear and wire rope test-
ing, as appropriate, as provided in part 
1919 of this chapter. 

(d) With respect to vessels under for-
eign registries, persons or organiza-
tions competent to make entries in the 
registers and issue the certificates re-
quired by paragraph (a) of this section 
shall be: 

(1) Those acceptable as such to any 
foreign nation; 

(2) Those acceptable to the Com-
mandant of the U.S. Coast Guard; or 

(3) Those currently accredited by the 
U.S. Department of Labor (OSHA), for 
full function vessels or loose gear and 
wire rope testing, as appropriate and as 
provided in part 1919 of this chapter. 

Subpart C—Gangways and Other 
Means of Access 

§ 1918.21 General requirements. 

The employer shall not permit em-
ployees to board or leave any vessel, 
except a barge or river towboat, until 

VerDate Mar<15>2010 15:16 Sep 16, 2011 Jkt 223115 PO 00000 Frm 00294 Fmt 8010 Sfmt 8010 Q:\29\29V7.TXT ofr150 PsN: PC150



285 

Occupational Safety and Health Admin., Labor § 1918.23 

2 § 1918.92 requires, along with other re-
quirements, an average light intensity of 
five foot-candles (54 lux). 

all of the applicable requirements of 
this subpart have been met. 

(a) If possible, the vessel’s means of 
access shall be located so that sus-
pended loads do not pass over it. In any 
event, suspended loads shall not be 
passed over the means of access while 
employees or others are on it. 

(b) When the upper end of the means 
of access rests on or is flush with the 
top of the bulwark, substantial steps, 
properly secured, trimmed and 
equipped with at least one substantial 
handrail, 33 inches (.84 m) in height, 
shall be provided between the top of 
the bulwark and the deck. 

(c) The means of access shall be illu-
minated for its full length in accord-
ance with § 1918.92. 2 

§ 1918.22 Gangways. 

(a) Whenever practicable, a gangway 
of not less than 20 inches (.51 m) in 
width, of adequate strength, main-
tained in safe repair and safely secured 
shall be used. If a gangway is not prac-
ticable, a straight ladder meeting the 
requirements of § 1918.24 that extends 
at least 36 inches (.91 m) above the 
upper landing surface and is secured 
against shifting or slipping shall be 
provided. When conditions are such 
that neither a gangway nor straight 
ladder can be used, a Jacob’s ladder 
meeting the requirements of § 1918.23 
may be used. 

(b) Each side of the gangway, and the 
turntable, if used, shall have a hand 
rail with a minimum height of 33 
inches (.84 m) measured perpendicu-
larly from rail to walking surfaces at 
the stanchion, with a midrail. Rails 
shall be of wood, pipe, chain, wire, rope 
or materials of equivalent strength and 
shall be kept taut always. Portable 
stanchions supporting railings shall be 
supported or secured to prevent acci-
dental dislodgement. 

(c) The gangway shall be kept prop-
erly trimmed. 

(d) When a fixed flat tread accommo-
dation ladder is used, and the angle is 
low enough to require employees to 
walk on the edge of the treads, cleated 

duckboards shall be laid over and se-
cured to the ladder. 

(e) When the gangway overhangs the 
water so that there is danger of em-
ployees falling between the ship and 
the dock, a net or suitable protection 
shall be provided to prevent employees 
from receiving serious injury from falls 
to a lower level. 

(f) If the foot of a gangway is more 
than one foot (.30 m) away from the 
edge of the apron, the space between 
them shall be bridged by a firm walk-
way equipped with a hand rail with a 
minimum height of approximately 33 
inches (.84 m) with midrails on both 
sides. 

(g) Gangways shall be kept clear of 
supporting bridles and other obstruc-
tions, to provide unobstructed passage. 
If, because of design, the gangway bri-
dle cannot be moved to provide unob-
structed passage, then the hazard shall 
be properly marked to alert employees 
of the danger. 

(h) Obstructions shall not be laid on 
or across the gangway. 

(i) Handrails and walking surfaces of 
gangways shall be maintained in a safe 
condition to prevent employees from 
slipping or falling. 

(j) Gangways on vessels inspected and 
certificated by the U.S. Coast Guard 
are deemed to meet the requirements 
of this section. 

§ 1918.23 Jacob’s ladders. 
(a) Jacob’s ladders shall be of the 

double rung or flat tread type. They 
shall be well maintained and properly 
secured. 

(b) A Jacob’s ladder shall either hang 
without slack from its lashings or be 
pulled up entirely. 

(c) When a Jacob’s ladder is used as 
the means of access to a barge being 
worked, spacers (bumpers) shall be 
hung between the vessel, barge, or 
other structure to which the barge is 
tied alongside, or other equally effec-
tive means shall be provided to prevent 
damage to the bottom rungs of the lad-
der. 

(d) When a Jacob’s ladder is being 
used so that there is a danger of an em-
ployee falling or being crushed between 
the vessel, barge, or other structure 
(pier), suitable protection shall be pro-
vided. 
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