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29 CFR Ch. XVII (7–1–11 Edition) § 1926.454 

§ 1926.454 Training requirements. 
This section supplements and clari-

fies the requirements of § 1926.21(b)(2) 
as these relate to the hazards of work 
on scaffolds. 

(a) The employer shall have each em-
ployee who performs work while on a 
scaffold trained by a person qualified 
in the subject matter to recognize the 
hazards associated with the type of 
scaffold being used and to understand 
the procedures to control or minimize 
those hazards. The training shall in-
clude the following areas, as applica-
ble: 

(1) The nature of any electrical haz-
ards, fall hazards and falling object 
hazards in the work area; 

(2) The correct procedures for dealing 
with electrical hazards and for erect-
ing, maintaining, and disassembling 
the fall protection systems and falling 
object protection systems being used; 

(3) The proper use of the scaffold, and 
the proper handling of materials on the 
scaffold; 

(4) The maximum intended load and 
the load-carrying capacities of the 
scaffolds used; and 

(5) Any other pertinent requirements 
of this subpart. 

(b) The employer shall have each em-
ployee who is involved in erecting, dis-
assembling, moving, operating, repair-
ing, maintaining, or inspecting a scaf-
fold trained by a competent person to 
recognize any hazards associated with 
the work in question. The training 
shall include the following topics, as 
applicable: 

(1) The nature of scaffold hazards; 
(2) The correct procedures for erect-

ing, disassembling, moving, operating, 
repairing, inspecting, and maintaining 
the type of scaffold in question; 

(3) The design criteria, maximum in-
tended load-carrying capacity and in-
tended use of the scaffold; 

(4) Any other pertinent requirements 
of this subpart. 

(c) When the employer has reason to 
believe that an employee lacks the 
skill or understanding needed for safe 
work involving the erection, use or dis-
mantling of scaffolds, the employer 
shall retrain each such employee so 
that the requisite proficiency is re-
gained. Retraining is required in at 
least the following situations: 

(1) Where changes at the worksite 
present a hazard about which an em-
ployee has not been previously trained; 
or 

(2) Where changes in the types of 
scaffolds, fall protection, falling object 
protection, or other equipment present 
a hazard about which an employee has 
not been previously trained; or 

(3) Where inadequacies in an affected 
employee’s work involving scaffolds in-
dicate that the employee has not re-
tained the requisite proficiency. 

NON-MANDATORY APPENDICES 

(NON-MANDATORY) APPENDIX A TO SUB-
PART L OF PART 1926—SCAFFOLD 
SPECIFICATIONS 

This appendix provides non-mandatory 
guidelines to assist employers in complying 
with the requirements of subpart L of this 
part. An employer may use these guidelines 
and tables as a starting point for designing 
scaffold systems. However, the guidelines do 
not provide all the information necessary to 
build a complete system, and the employer is 
still responsible for designing and assem-
bling these components in such a way that 
the completed system will meet the require-
ments of § 1926.451(a). Scaffold components 
which are not selected and loaded in accord-
ance with this Appendix, and components for 
which no specific guidelines or tables are 
given in this appendix (e.g., joints, ties, com-
ponents for wood pole scaffolds more than 60 
feet in height, components for heavy-duty 
horse scaffolds, components made with other 
materials, and components with other di-
mensions, etc.) must be designed and con-
structed in accordance with the capacity re-
quirements of § 1926.451(a), and loaded in ac-
cordance with § 1926.451(d)(1). 

Index to appendix A for Subpart L 

1. General guidelines and tables. 
2. Specific guidelines and tables. 
(a) Pole scaffolds: 
Single-pole wood pole scaffolds. 
Independent wood pole scaffolds. 
(b) Tube and coupler scaffolds. 
(c) Fabricated frame scaffolds. 
(d) Plasterers’, decorators’ and large area 

scaffolds. 
(e) Bricklayers’ square scaffolds. 
(f) Horse scaffolds. 
(g) Form scaffolds and carpenters’ bracket 

scaffolds. 
(h) Roof bracket scaffolds. 
(i) Outrigger scaffolds (one level). 
(j) Pump jack scaffolds. 
(k) Ladder jack scaffolds. 
(l) Window jack scaffolds. 
(m) Crawling boards (chicken ladders). 
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