§ 57.7008 Moving the drill.
When a drill is being moved from one drilling area to another, drill steel, tools, and other equipment shall be secured and the mast placed in a safe position.

§ 57.7009 Drill helpers.
If a drill helper assists the drill operator during movement of a drill to a new location, the helper shall be in sight of, or in communication with, the operator at all times.

§ 57.7010 Power failures.
In the event of power failure, drill controls shall be placed in the neutral position until power is restored.

§ 57.7011 Straightening crossed cables.
The drill stem shall be resting on the bottom of the hole or on the platform with the stem secured to the mast before attempts are made to straighten a crossed cable on a reel.

§ 57.7012 Tending drills in operation.
While in operation, drills shall be attended at all times.

§ 57.7013 Covering or guarding drill holes.
Drill holes large enough to constitute a hazard shall be covered or guarded.

§ 57.7018 Hand clearance.
Persons shall not hold the drill steel while collaring holes, or rest their hands on the chuck or centralizer while drilling.

§ 57.7028 Hand clearance.
Persons shall not rest their hands on the chuck or centralizer while drilling.

§ 57.7032 Anchoring.
Columns and the drills mounted on them shall be anchored firmly before and during drilling.

§ 57.7050 Tool and drill steel racks.
Receptacles or racks shall be provided for drill steel and tools stored or carried on drills.