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(3) The method of evaluation and in-
terpretation of the results; 

(4) The concentration or changes in 
concentration of carbon monoxide that 
will indicate a change in engine per-
formance. Carbon monoxide concentra-
tion shall not exceed 2500 parts per mil-
lion; and 

(5) The maintenance of records nec-
essary to track engine performance. 

(h) Recordkeeping. Records required 
by paragraphs (f)(2) and (g)(5) shall be— 

(1) Recorded in a secure book that is 
not susceptible to alteration, or re-
corded electronically in a computer 
system that is secure and not suscep-
tible to alteration; and 

(2) Retained at a surface location at 
the mine for at least 1 year and made 
available for inspection by an author-
ized representative of the Secretary 
and by miners’ representatives. 

(i) Diesel-powered equipment must be 
maintained in accordance with this 
part as of November 25, 1997. 

§ 75.1915 Training and qualification of 
persons working on diesel-powered 
equipment. 

(a) To be qualified to perform main-
tenance, repairs, examinations and 
tests on diesel-powered equipment, as 
required by § 75.1914, a person must suc-
cessfully complete a training and qual-
ification program that meets the re-
quirements of this section. A person 
qualified to perform these tasks shall 
be retrained as necessary to maintain 
the ability to perform all assigned die-
sel-powered equipment maintenance, 
repairs, examinations and tests. 

(b) A training and qualification pro-
gram under this section must: 

(1) Be presented by a competent in-
structor; 

(2) Be sufficient to prepare or update 
a person’s ability to perform all as-
signed tasks with respect to diesel- 
powered equipment maintenance, re-
pairs, examinations and tests; 

(3) Address, at a minimum, the fol-
lowing: 

(i) The requirements of subpart T of 
this part; 

(ii) Use of appropriate power package 
or machine checklists to conduct tests 
to ensure that diesel-powered equip-
ment is in approved and safe condition, 
with acceptable emission levels; 

(iii) Proper maintenance of approved 
features and the correct use of the ap-
propriate maintenance manuals, in-
cluding machine adjustments, service, 
and assembly; 

(iv) Diesel-powered equipment fire 
suppression system tests and mainte-
nance; 

(v) Fire and ignition sources and 
their control or elimination, including 
cleaning of the equipment; 

(vi) Safe fueling procedures and 
maintenance of the fuel system of the 
equipment; and 

(vii) Intake air system maintenance 
and tests. 

(4) Include an examination that re-
quires demonstration of the ability to 
perform all assigned tasks with respect 
to diesel-powered equipment mainte-
nance, repairs, examinations and tests; 
and 

(5) Be in writing. The written pro-
gram shall include a description of the 
course content, materials, and teach-
ing methods for initial training and re-
training. 

(c) Recordkeeping. The operator shall 
maintain a copy of the training and 
qualification program required by this 
section and a record of the names of all 
persons qualified under the program. 

(1) The record of the names of quali-
fied persons shall be made in a manner 
that is not susceptible to alteration, or 
recorded electronically in a computer 
system that is secure and not suscep-
tible to alteration. 

(2) The training and qualification 
program and record of qualified persons 
are to be kept at surface location of 
the mine and made available for in-
spection by an authorized representa-
tive of the Secretary and by miners’ 
representatives. 

§ 75.1916 Operation of diesel-powered 
equipment. 

(a) Diesel-powered equipment shall 
be operated at a speed that is con-
sistent with the type of equipment 
being operated, roadway conditions, 
grades, clearances, visibility, and other 
traffic. 

(b) Operators of mobile diesel-pow-
ered equipment shall maintain full 
control of the equipment while it is in 
motion. 
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(c) Standardized traffic rules, includ-
ing speed limits, signals and warning 
signs, shall be established at each mine 
and followed. 

(d) Except as required in normal min-
ing operations, mobile diesel-powered 
equipment shall not be idled. 

(e) Diesel-powered equipment shall 
not be operated unattended. 

PART 77—MANDATORY SAFETY 
STANDARDS, SURFACE COAL 
MINES AND SURFACE WORK 
AREAS OF UNDERGROUND COAL 
MINES 

Subpart A—General 

Sec. 
77.1 Scope. 
77.2 Definitions. 

Subpart B—Qualified and Certified Persons 

77.100 Certified person. 
77.101 Tests for methane and for oxygen de-

ficiency; qualified person. 
77.102 Tests for methane; oxygen deficiency; 

qualified person, additional requirement. 
77.103 Electrical work; qualified person. 
77.104 Repair of energized surface high volt-

age lines; qualified person. 
77.105 Qualified hoistman; slope or shaft 

sinking operation; qualifications. 
77.106 Records of certified and qualified per-

sons. 
77.107 Training programs. 
77.107–1 Plans for training programs. 

Subpart C—Surface Installations 

77.200 Surface installations; general. 
77.201 Methane content in surface installa-

tions. 
77.201–1 Tests for methane; qualified person; 

use of approved device. 
77.201–2 Methane accumulations; change in 

ventilation. 
77.202 Dust accumulations in surface instal-

lations. 
77.203 Use of material or equipment over-

head; safeguards. 
77.204 Openings in surface installations; 

safeguards. 
77.205 Travelways at surface installations. 
77.206 Ladders; construction; installation 

and maintenance. 
77.207 Illumination. 
77.208 Storage of materials. 
77.209 Surge and storage piles. 
77.210 Hoisting of materials. 
77.211 Draw-off tunnels; stockpiling and re-

claiming operations; general. 
77.211–1 Continuous methane monitoring de-

vice; installation and operation; auto-

matic deenergization of electric equip-
ment. 

77.212 Draw-off tunnel ventilation fans; in-
stallation. 

77.213 Draw-off tunnel escapeways. 
77.214 Refuse piles; general. 
77.215 Refuse piles, construction require-

ments. 
77.215–1 Refuse piles; identification. 
77.215–2 Refuse piles; reporting require-

ments. 
77.215–3 Refuse piles; certification. 
77.215–4 Refuse piles; abandonment. 
77.216 Water, sediment, or slurry impound-

ments and impounding structures; gen-
eral. 

77.216–1 Water, sediment or slurry impound-
ments and impounding structures; iden-
tification. 

77.216–2 Water, sediment, or slurry im-
poundments and impounding structures; 
minimum plan requirements; changes or 
modifications; certification. 

77.216–3 Water, sediment, or slurry im-
poundments and impounding structures; 
inspection requirements; correction of 
hazards; program requirements. 

77.216–4 Water, sediment or slurry impound-
ments and impounding structures; re-
porting requirements; certification. 

77.216–5 Water, sediment or slurry impound-
ments and impounding structures; aban-
donment. 

77.217 Definitions. 

Subpart D—Thermal Dryers 

77.300 Thermal dryers; general. 
77.301 Dryer heating units; operation. 
77.302 Bypass stacks. 
77.303 Hot gas inlet chamber dropout doors. 
77.304 Explosion release vents. 
77.305 Access to drying chambers, hot gas 

inlet chambers and ductwork; installa-
tion and maintenance. 

77.306 Fire protection. 
77.307 Thermal dryers; location and instal-

lation; general. 
77.308 Structures housing other facilities; 

use of partitions. 
77.309 Visual check of system equipment. 
77.309–1 Control stations; location. 
77.310 Control panels. 
77.311 Alarm devices. 
77.312 Fail safe monitoring systems. 
77.313 Wet-coal feedbins; low-level indica-

tors. 
77.314 Automatic temperature control in-

struments. 
77.315 Thermal dryers; examination and in-

spection. 

Subpart E—Safeguards for Mechanical 
Equipment 

77.400 Mechanical equipment guards. 
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