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Mine Safety and Health Admin., Labor § 77.1701 

(n) Mobile equipment shall not be 
left unattended unless the brakes are 
set. The wheels shall be turned into a 
bank or berm, or shall be blocked, 
when such equipment is parked on a 
grade. 

(o) Lights, flares, or other warning 
devices shall be posted when parked 
equipment creates a hazard to vehic-
ular traffic. 

(p) Dippers, buckets, scraper blades, 
and similar movable parts shall be se-
cured or lowered to the ground when 
not in use. 

(q) Shovel trailing cables shall not be 
moved with the shovel dipper unless 
cable slings or sleds are used. 

(r) Equipment which is to be hauled 
shall be loaded and protected so as to 
prevent sliding or spillage. 

(s) When moving between work areas, 
the equipment shall be secured in the 
travel position. 

(t) Any load extending more than 4 
feet beyond the rear of the vehicle body 
should be marked clearly with a red 
flag by day and a red light at night. 

(u) Tow bars shall be used to tow 
heavy equipment and a safety chain 
shall be used in conjunction with each 
tow bar. 

(v) Railroad cars shall be kept under 
control at all times by the car dropper. 
Cars shall be dropped at a safe rate and 
in a manner that will insure that the 
car dropper maintains a safe position 
while working and traveling around 
the cars. 

(w) Railroad cars shall not be coupled 
or uncoupled manually from the inside 
of curves unless the railroad and cars 
are so designed to eliminate any hazard 
from coupling or uncoupling cars from 
inside of curves. 

(x) Persons shall wear safety belts 
when dropping railroad cars. 

(y) Railcars shall not be left on 
sidetracks unless ample clearance is 
provided for traffic on adjacent tracks. 

(z) Parked railcars, unless held effec-
tively by brakes, shall be blocked se-
curely. 

(aa) Railroad cars and all trucks 
shall be trimmed properly when they 
have been loaded higher than the con-
fines of their cargo space. 

(bb) When the entire length of a con-
veyor is visible from the starting 
switch, the operator shall visually 

check to make certain that all persons 
are in the clear before starting the con-
veyor. When the entire length of the 
conveyor is not visible from the start-
ing switch, a positive audible or visible 
warning system shall be installed and 
operated to warn persons that the con-
veyor will be started. 

(cc) Unguarded conveyors with walk-
ways shall be equipped with emergency 
stop devices or cords along their full 
length. 

(dd) Adequate backstops or brakes 
shall be installed on inclined-conveyor 
drive units to prevent conveyors from 
running in reverse if a hazard to per-
sonnel would be caused. 

(ee) Aerial tram conveyor buckets 
shall not be overloaded, and feed shall 
be regulated to prevent spillage. 

§ 77.1608 Dumping facilities. 
(a) Dumping locations and haulage 

roads shall be kept reasonably free of 
water, debris, and spillage. 

(b) Where the ground at a dumping 
place may fail to support the weight of 
a loaded dump truck, trucks shall be 
dumped a safe distance back from the 
edge of the bank. 

(c) Adequate protection shall be pro-
vided at dumping locations where per-
sons may be endangered by falling ma-
terial. 

(d) Grizzlies, grates, and other sizing 
devices at dump and transfer points 
shall be anchored securely in place. 

(e) If truck spotters are used, they 
shall be well in the clear while trucks 
are backing into dumping position and 
dumping; lights shall be used at night 
to direct trucks. 

Subpart R—Miscellaneous 
§ 77.1700 Communications in work 

areas. 
No employee shall be assigned, or al-

lowed, or be required to perform work 
alone in any area where hazardous con-
ditions exist that would endanger his 
safety unless he can communicate with 
others, can be heard, or can be seen. 

§ 77.1701 Emergency communications; 
requirements. 

(a) Each operator of a surface coal 
mine shall establish and maintain a 
communication system from the mine 
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