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have approved those test pressures in 
your APD. 

(c) High pressure test for annular-type 
BOPs. The high pressure test must 
equal 70 percent of the rated working 
pressure of the equipment or to a pres-
sure approved in your APD. 

(d) Duration of pressure test. Each test 
must hold the required pressure for 5 
minutes. However, for surface BOP sys-
tems and surface equipment of a subsea 
BOP system, a 3-minute test duration 
is acceptable if you record your test 
pressures on the outermost half of a 4- 
hour chart, on a 1-hour chart, or on a 
digital recorder. If the equipment does 
not hold the required pressure during a 
test, you must correct the problem and 
retest the affected component(s). 

[68 FR 8423, Feb. 20, 2003] 

§ 250.449 What additional BOP testing 
requirements must I meet? 

You must meet the following addi-
tional BOP testing requirements: 

(a) Use water to test a surface BOP 
system; 

(b) Stump test a subsea BOP system 
before installation. You must use 
water to conduct this test. You may 
use drilling fluids to conduct subse-
quent tests of a subsea BOP system; 

(c) Alternate tests between control 
stations and pods; 

(d) Pressure test the blind or blind- 
shear ram BOP during stump tests and 
at all casing points; 

(e) The interval between any blind or 
blind-shear ram BOP pressure tests 
may not exceed 30 days; 

(f) Pressure test variable bore-pipe 
ram BOPs against the largest and 
smallest sizes of pipe in use, excluding 
drill collars and bottom-hole tools; 

(g) Pressure test affected BOP com-
ponents following the disconnection or 
repair of any well-pressure contain-
ment seal in the wellhead or BOP stack 
assembly; 

(h) Function test annular and ram 
BOPs every 7 days between pressure 
tests; 

(i) Actuate safety valves assembled 
with proper casing connections before 
running casing; 

(j) Test all ROV intervention func-
tions on your subsea BOP stack during 
the stump test. You must also test at 
least one set of rams during the initial 

test on the seafloor. You must submit 
test procedures with your APD or APM 
for District Manager approval. You 
must: 

(1) ensure that the ROV hot stabs are 
function tested and are capable of actu-
ating, at a minimum, one set of pipe 
rams and one set of blind-shear rams 
and unlatching the LMRP; and 

(2) document all your test results and 
make them available to BOEMRE upon 
request; 

(k) Function test autoshear and 
deadman systems on your subsea BOP 
stack during the stump test. You must 
also test the deadman system during 
the initial test on the seafloor. 

(1) You must submit test procedures 
with your APD or APM for District 
Manager approval. 

(2) You must document all your test 
results and make them available to 
BOEMRE upon request. 

[68 FR 8423, Feb. 20, 2003, as amended at 75 
FR 63374, Oct. 14, 2010] 

§ 250.450 What are the recordkeeping 
requirements for BOP tests? 

You must record the time, date, and 
results of all pressure tests, actuations, 
and inspections of the BOP system, 
system components, and marine riser 
in the driller’s report. In addition, you 
must: 

(a) Record BOP test pressures on 
pressure charts; 

(b) Require your onsite representa-
tive to sign and date BOP test charts 
and reports as correct; 

(c) Document the sequential order of 
BOP and auxiliary equipment testing 
and the pressure and duration of each 
test. For subsea BOP systems, you 
must also record the closing times for 
annular and ram BOPs. You may ref-
erence a BOP test plan if it is available 
at the facility; 

(d) Identify the control station and 
pod used during the test; 

(e) Identify any problems or irreg-
ularities observed during BOP system 
testing and record actions taken to 
remedy the problems or irregularities; 
and 

(f) Retain all records, including pres-
sure charts, driller’s report, and ref-
erenced documents pertaining to BOP 
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