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Ocean Energy Bureau, Interior § 250.800 

If you have * * * you must equip * * * so you can monitor * * * 

(i) fixed platform wells, ............. the wellhead, ........................... all annuli (A, B, C, D, etc., annuli). 
(ii) subsea wells, ...................... the tubing head, ...................... the production casing annulus (A annulus). 
(iii) hybrid* wells, ...................... the surface wellhead, .............. all annuli at the surface (A and B riser annuli). If the produc-

tion casing below the mudline and the production casing 
riser above the mudline are pressure isolated from each 
other, provisions must be made to monitor the production 
casing below the mudline for casing pressure. 

*Characterized as a well drilled with a subsea wellhead and completed with a surface casing head, a surface tubing head, a 
surface tubing hanger, and a surface christmas tree. 

(2) Follow the casing pressure man-
agement requirements in subpart E of 
this part. 

(d) Wellhead, tree, and related equip-
ment shall have a pressure rating 
greater than the shut-in tubing pres-
sure and shall be designed, installed, 
used, maintained, and tested so as to 
achieve and maintain pressure control. 
The tree shall be equipped with a min-
imum of one master valve and one sur-
face safety valve in the vertical run of 
the tree when it is reinstalled. 

(e) Subsurface safety equipment shall 
be installed, maintained, and tested in 
compliance with § 250.801 of this part. 

[53 FR 10690, Apr. 1, 1988, as amended at 54 
FR 50617, Dec. 8, 1989; 55 FR 47753, Nov. 15, 
1990. Redesignated and amended at 63 FR 
29479, 29485, May 29, 1998; 75 FR 23586, May 4, 
2010. Further redesignated at 75 FR 63376, 
Oct. 14, 2010] 

§ 250.619 Wireline operations. 

The lessee shall comply with the fol-
lowing requirements during routine, as 
defined in § 250.601 of this part, and 
nonroutine wireline workover oper-
ations: 

(a) Wireline operations shall be con-
ducted so as to minimize leakage of 
well fluids. Any leakage that does 
occur shall be contained to prevent pol-
lution. 

(b) All wireline perforating oper-
ations and all other wireline operations 
where communication exists between 
the completed hydrocarbon-bearing 
zone(s) and the wellbore shall use a lu-
bricator assembly containing at least 
one wireline valve. 

(c) When the lubricator is initially 
installed on the well, it shall be suc-

cessfully pressure tested to the ex-
pected shut-in surface pressure. 

[53 FR 10690, Apr. 1, 1988. Redesignated and 
amended at 63 FR 29479, 29485, May 29, 1998. 
Further redesignated at 75 FR 63376, Oct. 14, 
2010] 

Subpart G [Reserved] 

Subpart H—Oil and Gas 
Production Safety Systems 

§ 250.800 General requirements. 
(a) Production safety equipment 

shall be designed, installed, used, 
maintained, and tested in a manner to 
assure the safety and protection of the 
human, marine, and coastal environ-
ments. Production safety systems oper-
ated in subfreezing climates shall uti-
lize equipment and procedures selected 
with consideration of floating ice, 
icing, and other extreme environ-
mental conditions that may occur in 
the area. Production shall not com-
mence until the production safety sys-
tem has been approved and a 
preproduction inspection has been re-
quested by the lessee. 

(b) For all new floating production 
systems (FPSs) (e.g., column-sta-
bilized-units (CSUs); floating produc-
tion, storage and offloading facilities 
(FPSOs); tension-leg platforms (TLPs); 
spars, etc.), you must do all of the fol-
lowing: 

(1) Comply with API RP 14J (incor-
porated by reference as specified in 30 
CFR 250.198); 

(2) Meet the drilling and production 
riser standards of API RP 2RD (incor-
porated by reference as specified in 30 
CFR 250.198); 

(3) Design all stationkeeping systems 
for floating facilities to meet the 
standards of API RP 2SK (incorporated 
by reference as specified in 30 CFR 
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