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Environmental Protection Agency § 63.824 

§ 63.823 Standards: General. 
(a) Table 1 to this subpart provides 

cross references to the 40 CFR part 63, 
subpart A, general provisions, indi-
cating the applicability of the general 
provisions requirements to this subpart 
KK. 

(b) Each owner or operator of an af-
fected source subject to this subpart 
must at all times operate and maintain 
that affected source, including associ-
ated air pollution control equipment 
and monitoring equipment, in a man-
ner consistent with safety and good air 
pollution control practices for mini-
mizing emissions. Determination of 
whether such operation and mainte-
nance procedures are being used will be 
based on information available to the 
Administrator, which may include, but 
is not limited to, monitoring results, 
review of operation and maintenance 
procedures, review of operation and 
maintenance records, and inspection of 
the source. 

[76 FR 22598, Apr. 21, 2011] 

§ 63.824 Standards: Publication roto-
gravure printing. 

(a) Each owner or operator of any 
publication rotogravure printing af-
fected source that is subject to the re-
quirements of this subpart shall com-
ply with these requirements on and 
after the compliance dates as specified 
in § 63.826 of this subpart. 

(b) Each publication rotogravure af-
fected source shall limit emissions of 
organic HAP to no more than eight 
percent of the total volatile matter 
used each month. The emission limita-
tion may be achieved by overall con-
trol of at least 92 percent of organic 
HAP used, by substitution of non-HAP 
materials for organic HAP, or by a 
combination of capture and control 
technologies and substitution of mate-
rials. To demonstrate compliance, each 
owner or operator shall follow the pro-

cedure in paragraph (b)(1) of this sec-
tion when emissions from the affected 
source are controlled by a solvent re-
covery device, the procedure in para-
graph (b)(2) of this section when emis-
sions from the affected source are con-
trolled by an oxidizer, and the proce-
dure in paragraph (b)(3) of this section 
when no control device is used. 

(1) Each owner or operator using a 
solvent recovery device to control 
emissions shall demonstrate compli-
ance by showing that the HAP emis-
sion limitation is achieved by fol-
lowing the procedures in either para-
graph (b)(1)(i) or (b)(1)(ii) of this sec-
tion: 

(i) Perform a liquid-liquid material 
balance for each month as follows: 

(A) Measure the mass of each ink, 
coating, varnish, adhesive, primer, sol-
vent, and other material used by the 
affected source during the month. 

(B) Determine the organic HAP con-
tent of each ink, coating, varnish, ad-
hesive, primer, solvent and other mate-
rial used by the affected source during 
the month following the procedure in 
§ 63.827(b)(1). 

(C) Determine the volatile matter 
content, including water, of each ink, 
coating, varnish, adhesive, primer, sol-
vent, and other material used by the 
affected source during the month fol-
lowing the procedure in § 63.827(c)(1). 

(D) Install, calibrate, maintain and 
operate, according to the manufactur-
er’s specifications, a device that indi-
cates the cumulative amount of vola-
tile matter recovered by the solvent re-
covery device on a monthly basis. The 
device shall be initially certified by the 
manufacturer to be accurate to within 
±2.0 percent. 

(E) Measure the amount of volatile 
matter recovered for the month. 

(F) Calculate the overall effective or-
ganic HAP control efficiency (Re) for 
the month using Equation 1: 
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