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under representative operating condi-
tions. After the compliance date, you 
must use actual operating data for all 
debit and credit calculations. 

(vi) Do not include emissions from 
the following time periods in your 
emissions averaging calculations: 

(A) Emissions during periods of start-
up, shutdown, and malfunction as de-
scribed in the startup, shutdown, and 
malfunction plan (SSMP). 

(B) Emissions during periods of moni-
toring malfunctions, associated re-
pairs, and required quality assurance 
or control activities or during periods 
of control device maintenance covered 
in your routine control device mainte-
nance exemption. No credits may be as-
signed to credit-generating process 
units, and maximum debits must be as-
signed to debit-generating process 
units during these periods. 

(3) Operating requirements. You must 
meet the operating requirements in 
Table 2 to this subpart for each process 
unit or control device used in calcula-
tion of emissions averaging credits. 

§ 63.2241 What are the work practice 
requirements and how must I meet 
them? 

(a) You must meet each work prac-
tice requirement in Table 3 to this sub-
part that applies to you. 

(b) As provided in § 63.6(g), we, the 
EPA, may choose to grant you permis-
sion to use an alternative to the work 
practice requirements in this section. 

(c) If you have a dry rotary dryer, 
you may choose to designate your dry 
rotary dryer as a green rotary dryer 
and meet the more stringent compli-
ance options and operating require-
ments in § 63.2240 for green rotary dry-
ers instead of the work practices for 
dry rotary dryers. If you have a hard-
wood veneer dryer or veneer redryer, 
you may choose to designate your 
hardwood veneer dryer or veneer 
redryer as a softwood veneer dryer and 
meet the more stringent compliance 
options and operating requirements in 
§ 63.2240 for softwood veneer dryer heat-
ed zones instead of the work practices 
for hardwood veneer dryers or veneer 
redryers. 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.2250 What are the general require-
ments? 

(a) You must be in compliance with 
the compliance options, operating re-
quirements, and the work practice re-
quirements in this subpart at all times, 
except during periods of process unit or 
control device startup, shutdown, and 
malfunction; prior to process unit ini-
tial startup; and during the routine 
control device maintenance exemption 
specified in § 63.2251. The compliance 
options, operating requirements, and 
work practice requirements do not 
apply during times when the process 
unit(s) subject to the compliance op-
tions, operating requirements, and 
work practice requirements are not op-
erating, or during periods of startup, 
shutdown, and malfunction. Startup 
and shutdown periods must not exceed 
the minimum amount of time nec-
essary for these events. 

(b) You must always operate and 
maintain your affected source, includ-
ing air pollution control and moni-
toring equipment, according to the pro-
visions in § 63.6(e)(1)(i). 

(c) You must develop a written SSMP 
according to the provisions in 
§ 63.6(e)(3). 

(d) Shutoff of direct-fired burners re-
sulting from partial and full produc-
tion stoppages of direct-fired softwood 
veneer dryers or over-temperature 
events shall be deemed shutdowns and 
not malfunctions. Lighting or re-light-
ing any one or all gas burners in direct- 
fired softwood veneer dryers shall be 
deemed startups and not malfunctions. 

[69 FR 46011, July 30, 2004, as amended at 71 
FR 8372, Feb. 16, 2006; 71 FR 20463, Apr. 20, 
2006] 

§ 63.2251 What are the requirements 
for the routine control device main-
tenance exemption? 

(a) You may request a routine con-
trol device maintenance exemption 
from the EPA Administrator for rou-
tine maintenance events such as con-
trol device bakeouts, washouts, media 
replacement, and replacement of cor-
roded parts. Your request must justify 
the need for the routine maintenance 
on the control device and the time re-
quired to accomplish the maintenance 
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activities, describe the maintenance 
activities and the frequency of the 
maintenance activities, explain why 
the maintenance cannot be accom-
plished during process shutdowns, de-
scribe how you plan to make reason-
able efforts to minimize emissions dur-
ing the maintenance, and provide any 
other documentation required by the 
EPA Administrator. 

(b) The routine control device main-
tenance exemption must not exceed the 
percentages of process unit operating 
uptime in paragraphs (b)(1) and (2) of 
this section. 

(1) If the control device is used to 
control a green rotary dryer, tube 
dryer, rotary strand dryer, or pressur-
ized refiner, then the routine control 
device maintenance exemption must 
not exceed 3 percent of annual oper-
ating uptime for each process unit con-
trolled. 

(2) If the control device is used to 
control a softwood veneer dryer, recon-
stituted wood product press, reconsti-
tuted wood product board cooler, hard-
board oven, press predryer, conveyor 
strand dryer, or fiberboard mat dryer, 
then the routine control device mainte-
nance exemption must not exceed 0.5 
percent of annual operating uptime for 
each process unit controlled. 

(3) If the control device is used to 
control a combination of equipment 
listed in both paragraphs (b)(1) and (2) 
of this section, such as a tube dryer 
and a reconstituted wood product 
press, then the routine control device 
maintenance exemption must not ex-
ceed 3 percent of annual operating 
uptime for each process unit con-
trolled. 

(c) The request for the routine con-
trol device maintenance exemption, if 
approved by the EPA Administrator, 
must be IBR in and attached to the af-
fected source’s title V permit. 

(d) The compliance options and oper-
ating requirements do not apply during 
times when control device mainte-
nance covered under your approved 
routine control device maintenance ex-
emption is performed. You must mini-
mize emissions to the greatest extent 
possible during these routine control 
device maintenance periods. 

(e) To the extent practical, startup 
and shutdown of emission control sys-

tems must be scheduled during times 
when process equipment is also shut 
down. 

§ 63.2252 What are the requirements 
for process units that have no con-
trol or work practice requirements? 

For process units not subject to the 
compliance options or work practice 
requirements specified in § 63.2240 (in-
cluding, but not limited to, lumber 
kilns), you are not required to comply 
with the compliance options, work 
practice requirements, performance 
testing, monitoring, SSM plans, and 
recordkeeping or reporting require-
ments of this subpart, or any other re-
quirements in subpart A of this part, 
except for the initial notification re-
quirements in § 63.9(b). 

[71 FR 8372, Feb. 16, 2006] 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.2260 How do I demonstrate initial 
compliance with the compliance op-
tions, operating requirements, and 
work practice requirements? 

(a) To demonstrate initial compli-
ance with the compliance options and 
operating requirements, you must con-
duct performance tests and establish 
each site-specific operating require-
ment in Table 2 to this subpart accord-
ing to the requirements in § 63.2262 and 
Table 4 to this subpart. Combustion 
units that accept process exhausts into 
the flame zone are exempt from the 
initial performance testing and oper-
ating requirements for thermal 
oxidizers. 

(b) You must demonstrate initial 
compliance with each compliance op-
tion, operating requirement, and work 
practice requirement that applies to 
you according to Tables 5 and 6 to this 
subpart and according to §§ 63.2260 
through 63.2269 of this subpart. 

(c) You must submit the Notification 
of Compliance Status containing the 
results of the initial compliance dem-
onstration according to the require-
ments in § 63.2280(d). 

§ 63.2261 By what date must I conduct 
performance tests or other initial 
compliance demonstrations? 

(a) You must conduct performance 
tests upon initial startup or no later 
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