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across each opening you are moni-
toring. 

(ii) Minimize or eliminate pulsating 
pressure, vibration, and internal and 
external corrosion. 

(iii) Check pressure tap pluggage 
daily. 

(iv) Using an inclined manometer 
with a measurement sensitivity of 
0.0002 inch water, check gauge calibra-
tion quarterly and transducer calibra-
tion monthly. 

(v) Conduct calibration checks any 
time the sensor exceeds the manufac-
turer’s specified maximum operating 
pressure range or install a new pres-
sure sensor. 

(vi) At least monthly, inspect compo-
nents for integrity, electrical connec-
tions for continuity, and mechanical 
connections for leakage. 

§ 63.3169 What are the requirements 
for a capture system or add-on con-
trol device which is not taken into 
account when demonstrating com-
pliance with the applicable emis-
sion limitations? 

You may have capture systems or 
add-on control devices which you 
choose not to take into account when 
demonstrating compliance with the ap-
plicable emission limitations. For any 
such capture system or add-on control 
device, you are not required to comply 
with the requirements of §§ 63.3093, 
63.3100, 63.3110, 63.3120, 63.3130, 63.3131, 
and 63.3160 through 63.3168 with regard 
to notification, reporting, record-
keeping, performance tests, moni-
toring, operating parameters, capture 
efficiency, add-on control device effi-
ciency, destruction efficiency, or re-
moval efficiency. If, at a later date, 
you decide to take any such capture 
system or add-on control device into 
account when demonstrating compli-
ance with the emission limitations, 
then at that time you must comply 
with the requirements of §§ 63.3093, 
63.3100, 63.3110, 63.3120, 63.3130, 63.3131, 
and 63.3160 through 63.3168 with regard 
to notification, recordkeeping, per-
formance tests, monitoring, operating 
parameters, capture efficiency, add-on 
control device efficiency, destruction 
efficiency, and removal efficiency, as 

applicable, for that capture system or 
add-on control device. 

[72 FR 20235, Apr. 24, 2007] 

COMPLIANCE REQUIREMENTS FOR THE 
COMBINED PRIMER-SURFACER, TOP-
COAT, FINAL REPAIR, GLASS BONDING 
PRIMER, AND GLASS BONDING ADHE-
SIVE EMISSION LIMITATIONS AND THE 
SEPARATE ELECTRODEPOSITION PRIM-
ER EMISSION LIMITATIONS 

§ 63.3170 By what date must I conduct 
performance tests and other initial 
compliance demonstrations? 

(a) New and reconstructed affected 
sources. For a new or reconstructed af-
fected source, you must meet the re-
quirements of paragraphs (a)(1) 
through (4) of § 63.3160. 

(b) Existing affected sources. For an ex-
isting affected source, you must meet 
the requirements of paragraphs (b)(1) 
through (3) of § 63.3160. 

§ 63.3171 How do I demonstrate initial 
compliance? 

(a) You must meet all of the require-
ments of this section to demonstrate 
initial compliance. To demonstrate ini-
tial compliance, the organic HAP emis-
sions from the combined primer-sur-
facer, topcoat, final repair, glass bond-
ing primer, and glass bonding adhesive 
operations plus all coatings and thin-
ners, except for deadener materials and 
for adhesive and sealer materials that 
are not components of glass bonding 
systems, used in coating operations 
added to the affected source pursuant 
to § 63.3082(c) must meet the applicable 
emission limitation in § 63.3090(b) or 
§ 63.3091(b); and the organic HAP emis-
sions from the electrodeposition prim-
er operation must meet the applicable 
emissions limitations in § 63.3092(a) or 
(b). 

(b) Compliance with operating limits. 
Except as provided in § 63.3160(a)(4), you 
must establish and demonstrate con-
tinuous compliance during the initial 
compliance period with the operating 
limits required by § 63.3093, using the 
procedures specified in §§ 63.3167 and 
63.3168. 
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(c) Compliance with work practice re-
quirements. You must develop, imple-
ment, and document your implementa-
tion of the work practice plans re-
quired by § 63.3094(b) and (c) during the 
initial compliance period, as specified 
in § 63.3130. 

(d) Compliance with emission limits. 
You must follow the procedures in 
§ 63.3161(e) through (n), excluding mate-
rials used in electrodeposition primer 
operations, to demonstrate compliance 
with the applicable emission limit in 
§ 63.3090(b) or § 63.3091(b). You must fol-
low the procedures in paragraph (e) of 
this section to demonstrate compliance 
with the emission limit in § 63.3092(a), 
or paragraphs (f) through (g) of this 
section to demonstrate compliance 
with the emission limitations in 
§ 63.3092(b). 

(e) Determine the mass fraction of each 
organic HAP in each material used in the 
electrodeposition primer operation. You 
must determine the mass fraction of 
each organic HAP for each material 
used in the electrodeposition primer 
operation during the compliance period 
by using one of the options in para-
graphs (e)(1) through (3) of this section. 

(1) Method 311 (appendix A to 40 CFR 
part 63). You may use Method 311 for 
determining the mass fraction of each 
organic HAP. 

(2) Alternative method. You may use 
an alternative test method for deter-
mining the mass fraction of organic 
HAP once the Administrator has ap-
proved it. You must follow the proce-
dure in § 63.7(f) to submit an alter-
native test method for approval. 

(3) Information from the supplier or 
manufacturer of the material. You may 
rely on information other than that 
generated by the test methods specified 
in paragraphs (e)(1) and (2) of this sec-
tion, such as manufacturer’s formula-
tion data, if it represents each organic 
HAP that is present at 0.1 percent by 
mass or more for OSHA-defined car-
cinogens, as specified in 29 CFR 
1910.1200(d)(4), and at 1.0 percent by 
mass or more for other compounds. If 
there is a disagreement between such 
information and results of a test con-
ducted according to paragraph (e)(1) or 
(2) of this section, then the test method 
results will take precedence unless 
after consultation, the facility dem-

onstrates to the satisfaction of the en-
forcement authority that the facility’s 
data are correct. 

(f) Capture of electrodeposition bake 
oven emissions. You must show that the 
electrodeposition bake oven meets the 
criteria in sections 5.3 through 5.5 of 
Method 204 of appendix M to 40 CFR 
part 51 and directs all of the exhaust 
gases from the bake oven to an add-on 
control device. For purposes of this 
showing, an electrodeposition bake 
oven air seal is not considered a nat-
ural draft opening provided you dem-
onstrate that the direction of air move-
ment across the interface between the 
bake oven air seal and the bake oven is 
into the bake oven. You may use light-
weight strips of fabric or paper, or 
smoke tubes to make such demonstra-
tions. You cannot count air flowing 
from an electrodeposition bake oven 
air seal into an electrodeposition bake 
oven as air flowing through a natural 
draft opening unless you elect to treat 
that electrodeposition bake oven air 
seal as a natural draft opening. 

(g) Control of electrodeposition bake 
oven emissions. Determine the effi-
ciency of each control device on each 
electrodeposition bake oven using the 
procedures in §§ 63.3164 and 63.3166. 

(h) Compliance demonstration. To dem-
onstrate initial compliance, the or-
ganic HAP emissions from the com-
bined primer-surfacer, topcoat, final 
repair, glass bonding primer, and glass 
bonding adhesive operations plus all 
coatings and thinners, except for dead-
ener materials and for adhesive and 
sealer materials that are not compo-
nents of glass bonding systems, used in 
coating operations added to the af-
fected source pursuant to § 63.3082(c) 
must meet the applicable emission lim-
itation in § 63.3090(b) or § 63.3091(b); the 
organic HAP emissions from the 
electrodeposition primer operation 
must meet the applicable emissions 
limitations in § 63.3092(a) or (b). You 
must keep all records as required by 
§§ 63.3130 and 63.3131. As part of the No-
tification of Compliance Status re-
quired by § 63.3110, you must submit a 
statement that the coating oper-
ation(s) was (were) in compliance with 
the emission limitations during the 
initial compliance period because the 
organic HAP emission rate from the 
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combined primer-surfacer, topcoat, 
final repair, glass bonding primer, and 
glass bonding adhesive operations plus 
all coatings and thinners, except for 
deadener materials and for adhesive 
and sealer materials that are not com-
ponents of glass bonding systems, used 
in coating operations added to the af-
fected source pursuant to § 63.3082(c) 
was less than or equal to the applicable 
emission limit in § 63.3090(b) or 
§ 63.3091(b), and the organic HAP emis-
sions from the electrodeposition prim-
er operation met the applicable emis-
sions limitations in § 63.3092(a) or (b), 
and you achieved the operating limits 
required by § 63.3093 and the work prac-
tice standards required by § 63.3094. 

[69 FR 22623, Apr. 26, 2004, as amended at 72 
FR 20235, Apr. 24, 2007] 

§ 63.3172 [Reserved] 

§ 63.3173 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) To demonstrate continuous com-
pliance with the applicable emission 
limit in § 63.3090(b) or § 63.3091(b), the 
organic HAP emission rate for each 
compliance period determined accord-
ing to the procedures in § 63.3171 must 
be equal to or less than the applicable 
emission limit in § 63.3090(b) or 
§ 63.3091(b). A compliance period con-
sists of 1 month. Each month after the 
end of the initial compliance period de-
scribed in § 63.3170 is a compliance pe-
riod consisting of that month. You 
must perform the calculations in 
§ 63.3171 on a monthly basis. 

(b) If the organic HAP emission rate 
for any 1 month compliance period ex-
ceeded the applicable emission limit in 
§ 63.3090(b) or § 63.3091(b), this is a devi-
ation from the emission limitation for 
that compliance period and must be re-
ported as specified in §§ 63.3110(c)(6) and 
63.3120(a)(6). 

(c) You must meet the requirements 
of § 63.3163(c) through (j). 

§ 63.3174 What are the requirements 
for a capture system or add-on con-
trol device which is not taken into 
account when demonstrating com-
pliance with the applicable emis-
sion limitations? 

You may have capture systems or 
add-on control devices which you 

choose not to take into account when 
demonstrating compliance with the ap-
plicable emission limitations. For any 
such capture system or add-on control 
device, you are not required to comply 
with the requirements of §§ 63.3093, 
63.3100, 63.3110, 63.3120, 63.3130, 63.3131, 
and 63.3160 through 63.3168 with regard 
to notification, reporting, record-
keeping, performance tests, moni-
toring, operating parameters, capture 
efficiency, add-on control device effi-
ciency, destruction efficiency, or re-
moval efficiency. If, at a later date, 
you decide to take any such capture 
system or add-on control device into 
account when demonstrating compli-
ance with the emission limitations, 
then at that time you must comply 
with the requirements of §§ 63.3093, 
63.3100, 63.3110, 63.3120, 63.3130, 63.3131, 
and 63.3160 through 63.3168 with regard 
to notification, reporting, record-
keeping, performance tests, moni-
toring, operating parameters, capture 
efficiency, add-on control device effi-
ciency, destruction efficiency, and re-
moval efficiency, as applicable, for 
that capture system or add-on control 
device. 

[72 FR 20236, Apr. 24, 2007] 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.3175 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, EPA, or a delegated 
authority such as your State, local, or 
tribal agency. If the Administrator has 
delegated authority to your State, 
local, or tribal agency, then that agen-
cy (as well as EPA) has the authority 
to implement and enforce this subpart. 
You should contact your EPA Regional 
Office to find out if implementation 
and enforcement of this subpart is dele-
gated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the EPA 
Administrator and are not transferred 
to the State, local, or tribal agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
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