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0.0416 = conversion factor for molar volume, 
kg-moles per cubic meter (mol/m 3) (@ 293 
Kelvin (K) and 760 millimeters of mercury 
(mm Hg)). 

(e) For each test run, determine the 
add-on control device organic emis-
sions destruction or removal effi-
ciency, using Equation 2 of this sec-
tion. 

DRE =
M

(Eq.  2)fi − ×M

M
fo

fi

100

Where: 

DRE = add-on control device organic emis-
sions destruction or removal efficiency, 
percent. 

Mfi = total gaseous organic emissions mass 
flow rate at the inlet(s) to the add-on con-
trol device, using Equation 1 of this sec-
tion, kg/h. 

Mfo = total gaseous organic emissions mass 
flow rate at the outlet(s) of the add-on con-
trol device, using Equation 1 of this sec-
tion, kg/h. 

(f) Determine the emission destruc-
tion or removal efficiency of the add- 
on control device as the average of the 
efficiencies determined in the three 
test runs and calculated in Equation 2 
of this section. 

§ 63.4167 How do I establish the emis-
sion capture system and add-on 
control device operating limits dur-
ing the performance test? 

During the performance test required 
by § 63.4160 and described in §§ 63.4164, 
63.4165, and 63.4166, you must establish 
the operating limits required by 
§ 63.4092 according to this section un-
less you have received approval for al-
ternative monitoring and operating 
limits under § 63.8(f) as specified in 
§ 63.4092. 

(a) Thermal oxidizers. If your add-on 
control device is a thermal oxidizer, es-
tablish the operating limits according 
to paragraphs (a)(1) and (2) of this sec-
tion. 

(1) During the performance test, you 
must monitor and record the combus-
tion temperature at least once every 15 
minutes during each of the three test 
runs. You must monitor the tempera-
ture in the firebox of the thermal oxi-
dizer or immediately downstream of 
the firebox before any substantial heat 
exchange occurs. 

(2) Use the data collected during the 
performance test to calculate and 
record the average combustion tem-
perature maintained during the per-
formance test. This average combus-
tion temperature is the minimum oper-
ating limit for your thermal oxidizer. 

(b) Catalytic oxidizers. If your add-on 
control device is a catalytic oxidizer, 
establish the operating limits accord-
ing to either paragraphs (b)(1) and (2) 
or paragraphs (b)(3) and (4) of this sec-
tion. 

(1) During the performance test, you 
must monitor and record the tempera-
ture just before the catalyst bed and 
the temperature difference across the 
catalyst bed at least once every 15 min-
utes during each of the three test runs. 

(2) Use the data collected during the 
performance test to calculate and 
record the average temperature just 
before the catalyst bed and the average 
temperature difference across the cata-
lyst bed maintained during the per-
formance test. These are the minimum 
operating limits for your catalytic oxi-
dizer. 

(3) As an alternative to monitoring 
the temperature difference across the 
catalyst bed, you may monitor the 
temperature just before the catalyst 
bed and implement a site-specific in-
spection and maintenance plan for 
your catalytic oxidizer as specified in 
paragraph (b)(4) of this section. During 
the performance test, you must mon-
itor and record the temperature just 
before the catalyst bed at least once 
every 15 minutes during each of the 
three test runs. Use the data collected 
during the performance test to cal-
culate and record the average tempera-
ture just before the catalyst bed during 
the performance test. This is the min-
imum operating limit for your cata-
lytic oxidizer. 

(4) You must develop and implement 
an inspection and maintenance plan for 
your catalytic oxidizer(s) for which you 
elect to monitor according to para-
graph (b)(3) of this section. The plan 
must address, at a minimum, the ele-
ments specified in paragraphs (b)(4)(i) 
through (iii) of this section. 

(i) Annual sampling and analysis of 
the catalyst activity (i.e., conversion 
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efficiency) following the manufactur-
er’s or catalyst supplier’s rec-
ommended procedures. 

(ii) Monthly inspection of the oxi-
dizer system including the burner as-
sembly and fuel supply lines for prob-
lems and, as necessary, adjusting the 
equipment to assure proper air-to-fuel 
mixtures. 

(iii) Annual internal and monthly ex-
ternal visual inspection of the catalyst 
bed to check for channeling, abrasion, 
and settling. If problems are found, you 
must take corrective action consistent 
with the manufacturer’s recommenda-
tions and conduct a new performance 
test to determine destruction effi-
ciency according to § 63.4166. 

(c) Carbon adsorbers. If your add-on 
control device is a carbon absorber, es-
tablish the operating limits according 
to paragraphs (c)(1) and (2) of this sec-
tion. 

(1) You must monitor and record the 
total regeneration desorbing gas (e.g., 
steam or nitrogen) mass flow for each 
regeneration cycle and the carbon bed 
temperature after each carbon bed re-
generation and cooling cycle for the re-
generation cycle either immediately 
preceding or immediately following the 
performance test. 

(2) The operating limits for your car-
bon absorber are the minimum total 
desorbing gas mass flow recorded dur-
ing the regeneration cycle and the 
maximum carbon bed temperature re-
corded after the cooling cycle. 

(d) Condensers. If your add-on control 
device is a condenser, establish the op-
erating limits according to paragraphs 
(d)(1) and (2) of this section. 

(1) During the performance test, you 
must monitor and record the condenser 
outlet (product side) gas temperature 
at least once every 15 minutes during 
each of the three test runs. 

(2) Use the data collected during the 
performance test to calculate and 
record the average condenser outlet 
(product side) gas temperature main-
tained during the performance test. 
This average condenser outlet gas tem-
perature is the maximum operating 
limit for your condenser. 

(e) Concentrators. If your add-on con-
trol device includes a concentrator, 
you must establish operating limits for 

the concentrator according to para-
graphs (e)(1) through (4) of this section. 

(1) During the performance test, you 
must monitor and record the 
desorption concentrate stream gas 
temperature at least once every 15 
minutes during each of the three runs 
of the performance test. 

(2) Use the data collected during the 
performance test to calculate and 
record the average temperature. This is 
the minimum operating limit for the 
desorption concentrate gas stream 
temperature. 

(3) During the performance test, you 
must monitor and record the pressure 
drop of the dilute stream across the 
concentrator at least once every 15 
minutes during each of the three runs 
of the performance test. 

(4) Use the data collected during the 
performance test to calculate and 
record the average pressure drop. This 
is the maximum operating limit for the 
dilute stream across the concentrator. 

(f) Emission capture system. For each 
capture device that is not part of a 
PTE that meets the criteria of 
§ 63.4165(a), establish an operating limit 
for either the gas volumetric flow rate 
or duct static pressure as specified in 
paragraphs (f)(1) and (2) of this section. 
The operating limit for a PTE is speci-
fied in Table 1 to this subpart. 

(1) During the capture efficiency de-
termination required by § 63.4160 and 
described in §§ 63.4164 and 63.4165, you 
must monitor and record either the gas 
volumetric flow rate or the duct static 
pressure for each separate capture de-
vice in your emission capture system 
at least once every 15 minutes during 
each of the three test runs at a point in 
the duct between the capture device 
and the add-on control device inlet. 

(2) Calculate and record the average 
gas volumetric flow rate or duct static 
pressure for the three test runs for 
each capture device. This average gas 
volumetric flow rate or duct static 
pressure is the minimum operating 
limit for that specific capture device. 

§ 63.4168 What are the requirements 
for continuous parameter moni-
toring system installation, oper-
ation, and maintenance? 

(a) General. You must install, oper-
ate, and maintain each CPMS specified 
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